3GPP TSG RAN WG2 Meeting #64bis

R2-090027

Ljubljana, Slovenia, Jan. 12 - 16, 2009
3GPP TSG-RAN WG4 Meeting #49


R4-083317
Prague, Czech Republic, 10th – 14th November 2008
Title:
LS on new definitions of maximum UE output powers
Release:
REL-8
Work Item:
LTE-RF
Source:
TSG-RAN WG4
To:
TSG-RAN WG1, TSG-RAN WG2
Cc:
-
Contact Person:


Name:
Ming Chen
Tel. Number:
+46 10 717 0482
E-mail Address:
ming.chen@ericsson.com
Attachments:
None
1. Overall Description:

In R4-083096 (R2-085958), RAN4 was informed about the RAN2 decisions on introducing maximum allowed UE transmit power in SIB1 and handover command. As response to these RAN2 decisions, RAN4 decided to introduce three new definitions and notations related to maximum UE output power in TS 36.101 as follows:
6.2.5
Configured transmitted Power

PCMAX is the configured UE transmitted power defined as follows;  

PCMAX 
= MIN {PEMAX, PUMAX}

Where

-
PEMAX is the maximum allowed power configured by higher layers and defined in [TS36.331] 

-
PUMAX is the maximum UE power for the UE power class specified in section 6.2.2 modified by section 6.2.3 and section 6.2.4 

The UE shall not exceed PCMAX with the tolerances defined in Table 6.2.1-1

2. Actions:

To TSG RAN WG1
RAN1 is kindly asked to take the above RAN4 decisions into account in their further work on the max UE transmission power and update relevant RAN1 technical specifications. 
To TSG RAN WG2
RAN2 is kindly asked to take the above RAN4 decisions into account in their further work on the max UE transmission power and update relevant RAN2 technical specifications. 
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