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FIRST MODIFIED SECTION

5.1.2.2.3
Actions when an UMD PDU is placed in the reception buffer
When an UMD PDU with SN = x is placed in the reception buffer, the receiving UM RLC entity shall:

-
if x falls outside of the reordering window:

-
update VR(UH) to x + 1;
-
reassemble RLC SDUs from any UMD PDUs with SN that falls outside of the reordering window, remove RLC headers when doing so and deliver the reassembled RLC SDUs to upper layer in ascending order of the RLC SN if not delivered before;

-
if VR(UR) falls outside of the reordering window:

-
set VR(UR) to (VR(UH) – UM_Window_Size);
-
if the reception buffer contains an UMD PDU with SN = VR(UR):

-
update VR(UR) to the SN of the first UMD PDU with SN > current VR(UR) that has not been received;

-
reassemble RLC SDUs from any UMD PDUs with SN < updated VR(UR), remove RLC headers when doing so and deliver the reassembled RLC SDUs to upper layer in ascending order of the RLC SN if not delivered before;

-
if T_reordering is running:

-
if VR(UX) <= VR(UR); or
-
if VR(UX) falls outside of the reordering window and VR(UX) is not equal to VR(UH)::
-
stop T_reordering;
-
set VR(UX) to NULL;
-
if T_reordering is not running (includes the case when T_reordering is stopped due to actions above):

-
if VR(UH) > VR(UR):
-
start T_reordering;
-
set VR(UX) to VR(UH).
SECOND MODIFIED SECTION

5.1.3.2.3
Actions when a RLC data PDU is placed in the reception buffer
When a RLC data PDU with SN = x is placed in the reception buffer, the receiving side of an AM RLC entity shall:

-
if all byte segments of the AMD PDU with SN = VR(MS) are received:

-
update VR(MS) to the SN of the first AMD PDU with SN > current VR(MS) for which not all byte segments have been received;
-
if x = VR(R):
-
if all byte segments of the AMD PDU with SN = VR(R) are received:
-
update VR(R) to the SN of the first AMD PDU with SN > current VR(R) for which not all byte segments have been received;

-
update VR(MR) to the updated VR(R) + AM_Window_Size;
-
reassemble RLC SDUs from any byte segments of AMD PDUs with SN that falls outside of the receiving window and in-sequence byte segments of the AMD PDU with SN = VR(R), remove RLC headers when doing so and deliver the reassembled RLC SDUs to upper layer in sequence if not delivered before;
-
if x >= VR(H)

-
update VR(H) to x+ 1;
-
if T_reordering is running:

-
if VR(X) = VR(R); or

-
if VR(X) falls outside of the receiving window:

-
stop T_reordering;
-
if T_reordering is not running (includes the case T_reordering is stopped due to actions above):

-
if the VR (H) > VR(R):

-
start T_reordering;

-
set VR(X) to VR(H).
THIRD MODIFIED SECTION

5.4
Re-establishment procedure

RLC re-establishment is performed upon request by RRC, and the function is applicable for AM, UM and TM RLC entities.
When RRC indicates that an RLC entity should be re-established, the RLC entity shall:
-
if it is a transmitting TM RLC entity:

-
discard all RLC SDUs;
-
if it is a receiving UM RLC entity:
-
when possible, reassemble RLC SDUs from UMD PDUs with SN < VR(UH), remove RLC headers when doing so and deliver all reassembled RLC SDUs to upper layer in ascending order of the RLC SN, if not delivered before;

-
discard all remaining UMD PDUs;

-
if it is a transmitting UM RLC entity:
-
discard all RLC SDUs;

-
if it is an AM RLC entity:
-
when possible, reassemble RLC SDUs from any byte segments of AMD PDUs with SN < VR(MR) in the receiving side, remove RLC headers when doing so and deliver all reassembled RLC SDUs to upper layer in ascending order of the RLC SN, if not delivered before;

-
discard the remaining AMD PDUs and byte segments of AMD PDUs in the receiving side;

-
discard all RLC SDUs and AMD PDUs in the transmitting side;

-
discard all RLC control PDUs.

-
stop all timers;
-
reset all state variables to their initial values.
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