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_________________________ First and only Change____________

ReestablishmentInfo
The ReestablishmentInfo IE contains information needed for the RRC connection re-establishment.

ReestablishmentInfo information element
-- ASN1START

ReestablishmentInfo ::=



SEQUENCE {


sourcePhysicalCellIdentity


PhysicalCellIdentity,


targetCellShortMAC-I



ShortMAC-I,


additionalReestabInfoList


AdditionalReestabInfoList



OPTIONAL,


...

}

AdditionalReestabInfoList ::=

SEQUENCE ( SIZE (1..maxReestabInfo) ) OF SEQUENCE{


cellIdentity





CellIdentity,


key-eNodeB-Star




Key-eNodeB-Star,


shortMAC-I






ShortMAC-I

}

-- ASN1STOP

	ReestablishmentInfo field descriptions

	sourcePhysicalCellIdentity

The physical cell identity of the source cell, used to determine the UE context in the target eNB at re-establishment.

	targetCellShortMAC-I

The ShortMAC-I for the handover target cell, in order for potential re-establishment to succeed.

	additionalReestabInfoList

Contains a list of shortMAC-I and KeNB* for cells under control of the target eNB, other than the target cell, required for potential re-establishment by the UE in these cells to succeed. All KeNB*s are derived based on the same Next Hop Chaining Count (NCC) as the one used to derive the KeNB* for the target cell.


__________________ End of changes _________
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