Page 1



3GPP TSG-RAN WG2 Meeting #65 
(
R2-091624
Athens, Greece, 9th – 13th February 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.304
	CR
	0066
	(

rev
	-
	(

Current version:
	8.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Inheriting of dedicated priorities at inter-RAT reselection

	
	

	Source to WG:
(

	NTT DOCOMO, INC.

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LTE-L23
	
	Date: (

	02/02/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	RAN2 has agreed that the dedicated cell reselection priorities, including the validity timer (T320 in E-UTRA and T322 in UTRA) are inherited across different RATs, when inter-RAT cell (re)selection occurs. However, this is not clearly written in the specifications.
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	Inheriting of dedicated cell reselection priorities and the remaining validity time at inter-RAT cell (re)selection is clarified.
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5.2.4.1
Reselection priorities handling

Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRC message releasing the RRC connection, or by inheriting from another RAT at inter-RAT cell (re)selection. If priorities are assigned via dedicated signalling, the UE shall ignore all the priorities provided in system information. The UE shall delete priorities provided by dedicated signalling when:
· the UE enters RRC_CONNECTED state; or

· the optional validity time of dedicated priorities (T320) expires; or

· a PLMN selection is performed on request by NAS [5].

NOTE:
Equal priorities between RATs are not supported.

UE shall only perform reselection evaluation for E-UTRAN frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided. UE shall not consider any black listed cells as candidate for reselection.
The UE shall inherit the priorities provided by dedicated signalling and the remaining validity time (i.e., T320 in E-UTRA, T322 in UTRA and [T3230, FFS] in GERAN), if configured, at inter-RAT cell (re)selection.
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