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**** first modified subclause ****

5.2.6.4

Cell reselection with CSG cells

5.2.6.4.1
Cell reselection from a non-CSG cell to a CSG cell
In addition to normal cell measurement rules,  the UE shall use an autonomous search function to search for CSG cells when at least one CSG ID is included in the UE’s ‘Allowed CSG list’
If the UE detects a suitable CSG cell on the same frequency, it shall reselect to the concerned CSG cell if it is the highest ranked cell.
If the UE detects a suitable CSG cell on a different frequency, it shall reselect to the concerned cell irrespective of the frequency priority of the cell the UE is currently camped on, if the detected suitable CSG cell is the strongest cell on that frequency.  If more than one suitable CSG cells are detected on different frequencies that are also the strongest cells on their respective frequencies, then the UE shall reselect to any one of them.

If the UE detects a suitable CSG cell on another RAT, the UE shall reselect to it. 
5.2.6.4.2

Cell reselection from a CSG cell
The UE shall apply normal cell measurement rules and cell reselection rules for neighbour cells listed in the system information of serving CSG cell. 
To search for CSG cells not listed in the system information of the serving CSG cell, the UE shall use an autonomous search function when at least one CSG ID is included in the UE’s ‘Allowed CSG list’
If the UE detects a suitable CSG cell on the same frequency, it shall reselect to the detected CSG cell if it is the highest ranked cell.

If the UE detects a suitable CSG cell on another frequency that is listed in the system information of the serving cell, and the detected CSG cell is the strongest cell on that frequency, then the UE shall consider that frequency to be the highest priority frequency (equal priority to the current frequency), and shall use normal cell reselection rules.

If the UE detects a suitable CSG cell on another frequency that is not listed in the system information of the serving cell, and the detected CSG cell is the strongest cell on that frequency, then the UE may reselect to that cell.
While camped on a suitable CSG cell, the UE shall shall consider the frequency of the current cell to be the highest priority frequency.
5.2.6.4.4

Cell reselection parameters for CSG cell ranking

Cell ranking for CSG cells consists of the cell ranking criterion R defined in sub clause 5.2.6.1.4 using the following condition:

- if the CSG cell is listed in system information, the UE shall use broadcast values for Qoffsets,n and Qoffmbms

- if the CSG cell is not listed in system information, the UE shall use 0 as the default value for Qoffsets,n and Qoffmbms.
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