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6.3.1
SystemInformationBlockType11
The IE SystemInformationBlockType11 contains an ETWS secondary notification.

SystemInformationBlockType11 information element
-- ASN1START

SystemInformationBlockType11 ::=
SEQUENCE {


messageIdentifier




BIT STRING (SIZE (16)),


serialNumber





BIT STRING (SIZE (16)),


warningMessageSegmentType


ENUMERATED {notLastSegment, lastSegment},


warningMessageSegmentNumber


INTEGER (0..63),


warningMessageSegment



OCTET STRING,


dataCodingScheme




OCTET STRING (SIZE (1)) 


OPTIONAL, 
-- Cond Segment1

...

}
-- ASN1STOP

	SystemInformationBlockType11 field descriptions

	messageIdentifier

Identifies the source and type of ETWS notification. The first bit contains bit 1 of the equivalent IE defined in [37, 39] and encoded according to [37] and so on.

	serialNumber

Identifies variations of an ETWS notification. The first bit contains bit 1 of the equivalent IE defined in [37, 39] and encoded according to [37] and so on.

	warningMessageSegmentType

Indicates whether the included ETWS warning message segment is the last segment or not.

	warningMessageSegmentNumber

Segment number of the ETWS warning message segment contained in the SIB. A segment number of zero corresponds to the first segment, one corresponds to the second segment, and so on.

	warningMessageSegment

Carries a segment of the Warning Message Contents IE defined in [39]. The first octet of the Warning Message Contents IE is equivalent to the CB data IE defined in and encoded according to [37] and so on.

	dataCodingScheme
Identifies the alphabet/coding and the language applied variations of an ETWS notification. The octet contains the octet of the equivalent IE defined in [37, 39] and encoded according to [38].


	Conditional presence
	Explanation

	Segment1
	The field is mandatory present in the first segment of SIB11, otherwise it is not present.
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