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5.1.1
Basic transmission scheme based on OFDM
The downlink transmission scheme is based on conventional OFDM using a cyclic prefix. The OFDM sub-carrier spacing is (f = 15 kHz. 12 consecutive sub-carriers during one slot correspond to one downlink resource block. In the frequency domain, the number of resource blocks, NRB, can range from NRB-min = 6 to NRB-max = 110. 

In addition there is also a reduced sub-carrier spacing(flow = 7.5 kHz, only for MBMS-dedicated cell. 

In the case of 15 kHz sub-carrier spacing there are two cyclic-prefix lengths, corresponding to seven and six OFDM symbols per slot respectively. 

-
Normal cyclic prefix: TCP = 160(Ts (OFDM symbol #0) , TCP = 144(Ts (OFDM symbol #1 to #6)

-
Extended cyclic prefix: TCP-e = 512(Ts (OFDM symbol #0 to OFDM symbol #5)

where Ts  = 1/ (2048 ( (f)

In case of 7.5 kHz sub-carrier spacing, there is only a single cyclic prefix length TCP-low = 1024(Ts, corresponding to 3 OFDM symbols per slot.
In case of FDD, operation with half duplex from UE point of view is supported.
Next Modified Section

5.2.1
Basic transmission scheme

For both FDD and TDD, the uplink transmission scheme is based on single-carrier FDMA, more specifically DFTS-OFDM. 
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Figure 5.2.1-1: Transmitter scheme of SC-FDMA
The uplink sub-carrier spacing (f = 15 kHz. The sub-carriers are grouped into sets of 12 consecutive sub-carriers, corresponding to the uplink resource blocks. 12 consecutive sub-carriers during one slot correspond to one uplink resource block. In the frequency domain, the number of resource blocks, NRB, can range from NRB-min = 6 to NRB-max = 110. 

There are two cyclic-prefix lengths defined: Normal cyclic prefix and extended cyclic prefix corresponding to seven and six SC-FDMA symbol per slot respectively. 

-
Normal cyclic prefix: TCP = 160(Ts (SC-FDMA symbol  #0) , TCP = 144(Ts (SC-FDMA symbol #1 to #6)

-
Extended cyclic prefix: TCP-e = 512(Ts (SC-FDMA symbol  #0 to SC-FDMA symbol  #5)

Next Modified Section

5.2.2
 Physical-layer processing
The uplink physical layer processing of transport channels consists of the following steps:

-
CRC insertion: 24 bit CRC is the baseline for PUSCH;
-
Channel coding: turbo coding based on QPP inner interleaving with trellis termination;
-
Physical-layer hybrid-ARQ processing;

-
Scrambling: UE-specific scrambling;

-
Modulation: QPSK, 16QAM, and 64QAM (64 QAM optional in UE);
-
Mapping to assigned resources and antennas ports.
Next Modified Section

5.2.4
Uplink Reference signal

Uplink reference signals [for channel estimation for coherent demodulation] are transmitted in the 4-th block of the slot [assumed normal CP]. The uplink reference signals sequence length equals the size (number of sub-carriers) of the assigned resource.
The uplink reference signals are based on prime-length Zadoff-chu sequences that are cyclically extended to the desired length.
Multiple reference signals can be created:

-
Based on different Zadoff-Chu sequence from the same set of Zadoff-Chu sequences;

-
Different shifts of the same sequence.
Next Modified Section

7.2
RRC protocol states & state transitions

RRC uses the following states:

-
RRC_IDLE:

-
PLMN selection;

-
DRX configured by NAS;
-
Broadcast of system information;

-
Paging;

-
Cell re-selection mobility;

-
The UE shall have been allocated an id which uniquely identifies the UE in a tracking area;

-
No RRC context stored in the eNB.

-
RRC_CONNECTED:

-
UE has an E-UTRAN-RRC connection;

-
UE has context in E-UTRAN;

-
E-UTRAN knows the cell which the UE belongs to;

-
Network can transmit and/or receive data to/from UE;

-
Network controlled mobility (handover and inter-RAT cell change order to GERAN with NACC);

- 
Neighbour cell measurements;

-
At PDCP/RLC/MAC level:

- 
UE can transmit and/or receive data to/from network;

- 
UE monitors control signalling channel for shared data channel to see if any transmission over the shared data channel has been allocated to the UE;

- 
UE also reports channel quality information and feedback information to eNB;

-
DRX period can be configured according to UE activity level for UE power saving and efficient resource utilization. This is under control of the eNB.

Next Modified Section

10.1.4
Paging and C-plane establishment

Paging groups (where multiple UEs can be addressed) are used on PDCCH:

-
Precise UE identity is found on PCH;

-
DRX configurable via BCCH;
-
Only one subframe allocated per paging interval per UE;

-
The network may divide UEs to different paging occasions in time;

-
There is no grouping within paging occasion;

-
One paging RNTI for PCH.

Next Modified Section

10.2.3.2
Inter-RAT handovers to E-UTRAN

From UTRAN, UE performs E-UTRAN measurements by using idle periods created by compressed mode (CELL_DCH) or DRX (other states except CELL_FACH).
From GERAN, E-UTRAN measurements are performed in the same way as WCDMA measurements for handover to UTRAN: E-UTRAN measurements are performed in GSM idle frames in a time multiplexed manner. However, it should be discussed with GERAN how to ensure that inter-RAT measurements do not take too much measurement time, while the requested 3GPP inter-RAT measurements can be performed well enough.

Design constraints of 3GPP inter-RAT measurements should be considered when L1 details of E-UTRAN concept are defined.

Next Modified Section

10.5.1.1
RRC_IDLE

Cell selection/reselection to CSG cells is based on a UE autonomous search function. The search function determines itself when/where to search, and need not be assisted by the network with information about frequencies which are dedicated to CSG cells.


To assist the search function on mixed carriers, all CSG cells on mixed carriers broadcast in system information a range of PCI values reserved by the network for use by CSG cells. Optionally also non-CSG cells on the mixed carrier can send this information in system information. The reserved PCI range is only applicable to the frequency of the PLMN where the UE received this information. The UE considers the last received reserved range of PCI values for CSG cells to be valid for a maximum of 24 hours within the entire PLMN. UE’s use of the received PCI split information is UE implementation dependent.
UE checks the suitability of CSG cells (identified by the 1 bit indicator) based on the allowed CSG list in the UE (provided by upper layers). A CSG cell is only suitable for a UE if it belongs to its allowed CSG list.

The automated searching for the CSG cells by the UE shall be disabled by the search function, if the allowed CSG list configured in the UE is empty.

In addition, manual selection of CSG cells is supported.

Cell selection/reselection to CSG cells does not require the network to provide neighbour cell information to the UE. The neighbour cell information can be provided to help the UE in specific cases, e.g. where the network wishes to trigger the UE to search for CSG cells.
Cell Reselection between allowed CSG cells is based on normal cell reselection procedure.
Next Modified Section

11.5
CQI reporting for Scheduling
The time and frequency resources used by the UE to report CQI are under the control of the eNB. CQI reporting can be either periodic or aperiodic. A UE can be configured to have both periodic and aperiodic reporting at the same time. In case both periodic and aperiodic reporting occurs in the same subframe, only the aperiodic report is transmitted in that subframe.
For efficient support of localized, distributed and MIMO transmissions, E-UTRA supports three types of CQI reporting:
-
Wideband type: providing channel quality information of entire system bandwidth of the cell;

-
Multi-band type: providing channel quality information of some subset(s) of system bandwidth of the cell;

-
MIMO type: open loop or closed loop operation (with or without PMI feedback).
Periodic CQI reporting is defined by the following characteristics:

-
When the UE is allocated PUSCH resources in a subframe where a periodic CQI report is configured to be sent, the periodic CQI report is transmitted together with uplink data on the PUSCH. Otherwise, the periodic CQI reports are sent on the PUCCH.
Aperiodic CQI reporting is defined by the following characteristics:

-
The report is scheduled by the eNB via the PDCCH;

-
Transmitted together with uplink data on PUSCH.

When a CQI report is transmitted together with uplink data on PUSCH, it is multiplexed with the transport block by L1 (i.e. the CQI report is not part of the uplink the transport block).

The eNB configures a set of sizes and formats of the reports. Size and format of the report depends on whether it is transmitted over PUCCH or PUSCH and whether it is a periodic or aperiodic CQI report.

Next Modified Section

19.2
S1 Control Plane

The S1 control plane interface (S1-MME) is defined between the eNB and the MME. The control plane protocol stack of the S1 interface is shown on Figure 19.2-1. The transport network layer is built on IP transport, similarly to the user plane but for the reliable transport of signalling messages SCTP is added on top of IP. The application layer signalling protocol is referred to as S1-AP (S1 Application Protocol).
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Figure 19.2-1: S1 Interface Control Plane (eNB-MME)

The SCTP layer provides the guaranteed delivery of application layer messages.

In the transport IP layer point-to-point transmission is used to deliver the signalling PDUs.

A single SCTP association per S1-MME interface instance shall be used with one pair of stream identifiers for S1-MME common procedures. Only a few pairs of stream identifiers should be used for S1-MME dedicated procedures.
MME communication context identifiers that are assigned by the MME for S1-MME dedicated procedures and eNB communication context identifiers that are assigned by the eNB for S1-MME dedicated procedures shall be used to distinguish UE specific S1-MME signalling transport bearers. The communication context identifiers are conveyed in the respective S1-AP messages.

Next Modified Section

19.2.1.5
E-RAB Service Management function

The E-RAB Service management function is responsible for establishing, modifying and releasing E-UTRAN resources for user data transport once a UE context is available in the eNB. The establishment and modification of E-UTRAN resources is triggered by the MME and requires respective QoS information to be provided to the eNB. The release of E-UTRAN resources is triggered by the MME either directly or following a request received from the eNB (optional). 


Next Modified Section

19.2.2.4.1
E-RAB Setup procedure
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Figure 19.2.2.4.1-1: E-RAB Setup procedure

The E-RAB Setup procedure is initiated by the MME to support:

-
Assignment of resources to a dedicated E-RAB.

-
Assignment of resources for a default E-RAB.
 -
Setup of S1 Bearer (on S1) and Data Radio Bearer (on Uu).
The E-RAB Setup procedure comprises the following steps:

-
The E-RAB SETUP REQUEST message is sent by the MME to the eNB to setup resources on S1 and Uu for one or several E-RAB(s). The E-RAB SETUP REQUEST message contains the Serving GW TEID and QoS indicator(s) per E-RAB within the E-RAB To Be Setup List.

-
Upon receipt of the E-RAB SETUP REQUEST message the eNB establishes the Data Radio Bearer(s) (RRC: Radio Bearer Setup) and resources for S1 Bearers.

-
The eNB responds with a E-RAB SETUP RESPONSE messages to inform whether the setup of resources and establishment of each E-RAB was successful or unsuccessful, with the E-RAB Setup list (E-RAB ID , eNB TEID) and the E-RAB Failed to Setup list (E-RAB ID, Cause) The eNB also creates the binding between the S1 bearer(s) (DL/UL TEID) and the Data Radio Bearer(s).
Interactions with UE Context Release Request procedure:

In case of no response from the UE the eNB shall trigger the S1 UE Context Release Request procedure.
Next Modified Section

19.2.2.5
Handover signalling procedures

Handover signalling procedures support both, inter-eNB handover and inter-RAT handover. 

Inter-RAT handovers shall be initiated via the S1 interface. 

Inter-eNB handovers shall be initiated via the X2 interface except if any of the following conditions are true:

-
there is no X2 between source and target eNB.

-
the source eNB has been configured to initiate handover to the particular target eNB via S1 interface in order to enable the change of an EPC node (MME and/or Serving GW).

-
the source eNB has attempted to start the inter-eNB HO via X2 but receives a negative reply from the target eNB with a specific cause value.

Inter-eNB handovers shall be initiated via the S1 interface, if one of the above conditions applies.
NOTE:
Affects on Home eNBs should be looked at.  

It is foreseen to re-use Handover principles from the Iu interface for inter-eNB handovers which are initiated via the S1 interface.

Next Modified Section

20.2
Control Plane

The X2 control plane interface (X2-CP) is defined between two neighbour eNBs. The control plane protocol stack of the X2 interface is shown on Figure 20.2-1 below. The transport network layer is built on SCTP on top of IP. The application layer signalling protocol is referred to as X2-AP (X2 Application Protocol).
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Figure 20.2-1: X2 Interface Control Plane

A single SCTP association per X2-C interface instance shall be used with one pair of stream identifiers for X2-C common procedures. Only a few pairs of stream identifiers should be used for X2-C dedicated procedures.
Source-eNB communication context identifiers that are assigned by the source-eNB for X2-C dedicated procedures, and target-eNB communication context identifiers that are assigned by the target-eNB for X2-C dedicated procedures, shall be used to distinguish UE specific X2-C signalling transport bearers. The communication context identifiers are conveyed in the respective X2AP messages. 

Next Modified Section

22.1
Definitions

This concept includes several different functions from eNB activation to radio parameter tuning. Figure 22.1-1 is a basic framework for all self-configuration /self-optimization functions.

Self-configuration process is defined as the process where newly deployed nodes are configured by automatic installation procedures to get the necessary basic configuration for system operation.
This process works in pre-operational state. Pre-operational state is understood as the state from when the eNB is powered up and has backbone connectivity until the RF transmitter is switched on.

As described in Figure 21.1, functions handled in the pre-operational state like:

-
Basic Setup and

-
Initial Radio Configuration

are covered by the Self Configuration process.

NOTE:
depending on the final chosen functional distribution in RAN, the feasibility of following items should be studied e.g.:

-
To obtain the necessary interface configuration;

-
Automatic registration of nodes in the system can be provided by the network; 

-
Alternative possibilities for nodes to obtain a valid configuration;

-
The required standardization scope.

Self-optimization process is defined as the process where UE & eNB measurements and performance measurements are used to auto-tune the network.
This process works in operational state. Operational state is understood as the state where the RF interface is additionally switched on.
As described in Figure 21.1, functions handled in the operational state like:

-
Optimization / Adaptation

are covered by the Self Optimization process.

NOTE: 
depending on the final chosen functional distribution in RAN the feasibility of following items should be studied e.g.:

-
The distribution of data and measurements over interfaces relevant to RAN3;

-
Functions/entities/nodes in charge of data aggregation for optimization purpose;

-
Dependencies with O&M and O&M interfaces, in the self optimization process;

-
The required standardization scope.
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Figure 22.1-1: Ramifications of Self-Configuration /Self-Optimization functionality
22.2
UE Support for self-configuration and self-optimisation

UE shall support measurements and procedures which can be used for self-configuration and self-optimisation of the E-UTRAN system.
-
UE shall support measurements and measurement reporting to support self-optimisation of the E-UTRAN system. Measurements and reports used for the normal system operation, should be used as input for the self-optimisation process as far as possible. 

NOTE:
the UE impact should be carefully investigated and taken into account.

-
The network is able to configure the measurements and the reporting for self-optimisation support by RRC signalling messages.


Next Modified Section

22.3.3
Intra-LTE/frequency Automatic Neighbour Relation Function

The ANR (Automatic Neighbor Relation) function relies on cells broadcasting their identity on global level, E-UTRAN Cell Global Identifier (ECGI).
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Figure 22.3.3-1: Automatic Neighbor Relation Function
The function works as follows:

The eNB serving cell A has an ANR function. As a part of the normal call procedure, the eNB instructs each UE to perform measurements on neighbor cells. The eNB may use different policies for instructing the UE to do measurements, and when to report them to the eNB. This measurement procedure is as specified in [16].
1.
The UE sends a measurement report regarding cell B. This report contains Cell B’s PCI, but not its ECGI.
When the eNB receives a UE measurement report containing the PCI, the following sequence may be used.

2.
The eNB instructs the UE, using the newly discovered PCI as parameter, to read the ECGI (i.e. the PLMN ID, the CSG Indicator and the Cell Identity), the TAC and all available PLMN ID(s) of the related neighbour cell. To do so, the eNB may need to schedule appropriate idle periods to allow the UE to read the ECGI from the broadcast channel of the detected neighbour cell. How the UE reads the ECGI is specified in [16].

3.
When the UE has found out the new cell’s ECGI, the UE reports the detected ECGI (i.e. the PLMN ID, the CSG Indicator and the Cell Identity) to the serving cell eNB. In addition the UE reports the tracking area code and all PLMN IDs that have been detected.

4.
The eNB decides to add this neighbour relation, and can use PCI and ECGI to:

a
Lookup a transport layer address to the new eNB.
b
Update the Neighbor Relation List.

c
If needed, setup a new X2 interface towards this eNB. The setup of the X2 interface is described in section 22.3.2.


22.3.4
Inter-RAT/Inter-frequency Automatic Neighbour Relation Function
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Figure 22.3.4-1: Automatic Neighbor Relation Function in case of UTRAN detected cell

For Inter-RAT and Inter-Frequency ANR, each cell contains an Inter Frequency Search list. This list contains all frequencies that shall be searched.

For Inter-RAT cells, the NoX2 attribute in the NRT is absent, as X2 is only defined for E-UTRAN.

The function works as follows:

The eNB serving cell A has an ANR function. During connected mode, the eNB can instruct a UE to perform measurements and detect cells on other RATs/frequencies. The eNB may use different policies for instructing the UE to do measurements, and when to report them to the eNB. 

1
The eNB instructs a UE to look for neighbour cells in the target RATs/frequencies. To do so the eNB may need to schedule appropriate idle periods to allow the UE to scan all cells in the target RATs/frequencies.  

2
The UE reports the PCI of the detected cells in the target RATs/frequencies. The PCI is defined by the carrier frequency and the Primary Scrambling Code (PSC) in case of UTRAN FDD cell, by the carrier frequency and the cell parameter ID in case of UTRAN TDD cell, by the Band Indicator + BSIC + BCCH ARFCN in case of GERAN cell and by the PN Offset in case of CDMA2000 cell.

When the eNB receives UE reports containing PCIs of cell(s) the following sequence may be used. 

3
The eNB instructs the UE, using the newly discovered PCI as parameter, to read the CGI and the RAC of the detected neighbour cell in case of GERAN detected cells, CGI, LAC and, RAC in case of UTRAN detected cells and CGI in case of CDMA2000 detected cells. For the Interfrequency case, the eNB instructs the UE, using the newly discovered PCI as parameter, to read the ECGI, TAC and all available PLMN ID(s) of the inter-frequency detected cell. The UE ignores transmissions from the serving cell while finding the requested information transmitted in the broadcast channel of the detected inter-system/inter-frequency neighbour cell. To do so, the eNB may need to schedule appropriate idle periods to allow the UE to read the requested information from the broadcast channel of the detected inter-RAT/inter-frequency neighbour cell.

4
After the UE has read the requested information in the new cell, it reports the detected CGI and RAC (in case of GERAN detected cells) or CGI, LAC and RAC (in case of UTRAN detected cells) or CGI (in case of CDMA2000 detected cells) to the serving cell eNB.  In the inter-frequency case, the UE reports the ECGI, the, tracking area code and all PLMN-ID(s) that have been detected.
5
The eNB updates its inter-RAT/inter-frequency Neighbour Relation Table.
In the inter-frequency case and if needed, the eNB can use the PCI and ECGI for a new X2 interface setup towards this eNB. The setup of the X2 interface is described in section 22.3.2.
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eNB power on (or cable connected)


(A) Basic Setup


(B) Initial Radio Configuration


(C) Optimization / Adaptation


a-1 : 	configuration of IP address 	and detection of OAM


a-2 : 	authentication of eNB/NW


a-3 : 	association to aGW


a-4 : 	downloading of eNB software 	(and operational parameters)


b-2 : 	coverage/capacity related 	parameter configuration


b-1 : 	neighbour list configuration


c-1 : 	neighbour list optimisation


c-2 : 	coverage and capacity control


Self-Configuration
(pre-operational state)


Self-Optimisation
(operational state)



