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------------------------------------------------ Start of change ---------------------------------------------------------------

8.1.3.6
Reception of an RRC CONNECTION SETUP message by the UE
The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the variable INITIAL_UE_IDENTITY.

If the values are different, the UE shall:

1>
ignore the rest of the message.

If the values are identical, the UE shall:

2>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Predefined configuration":

3>
initiate the radio bearer and transport channel configuration in accordance with the predefined parameters identified by the IE "Predefined configuration identity" with the following exception;

4> ignore the IE "RB to setup list" and the IE "Re- establishment timer".

NOTE:
IE above IEs are mandatory to include in IE “Predefined RB configuration” that is included in System Information Block 16 but should be ignored since it is not possible to establish a RAB during RRC connection establishment.

3>
initiate the physical channels in accordance with the received physical channel information elements;

2>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Default configuration":

3>
initiate the radio bearer and transport channel configuration in accordance with the default parameters identified by the IE "Default configuration mode" and IE "Default configuration identity" with the following exception:

4>
ignore the radio bearers other than signalling radio bearers.

3>
initiate the physical channels in accordance with the received physical channel information elements.

NOTE:
IE "Default configuration mode" specifies whether the FDD or TDD version of the default configuration shall be used.

2>
if IE "Specification mode" is set to "Complete specification":

3>
initiate the radio bearer, transport channel and physical channel configuration in accordance with the received radio bearer, transport channel and physical channel information elements.

1>
if IE "Default configuration for CELL_FACH" is set:

2>
act in accordance with the default parameters according to section 13.8.

1>
clear the variable ESTABLISHMENT_CAUSE;

1>
for FDD and 1.28 Mcps TDD, if the HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to TRUE:

2>
set the variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to FALSE.

1>
stop timer T300 or T318, whichever one is running, and act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following:
2>
if the UE, according to subclause 8.6.3.3, will be in the CELL_FACH state at the conclusion of this procedure:

3>
if the IE "Frequency info" is included:

4>
select a suitable UTRA cell according to [4] on that frequency.
4> for 1.28Mcps TDD, decide the working frequency according to subclause 8.6.6.1.
3> else:
4>
continue to use the currently used frequency as working frequency.
3>
enter UTRA RRC connected mode;

3>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

3>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause   8.5.46;

3>
if variable READY_FOR_COMMON_EDCH is set to FALSE:

4>
select PRACH according to subclause 8.5.17;

3>
else:

4>
configure the Enhanced Uplink in CELL_FACH state and Idle mode as specified in subclause 8.5.45 for FDD and 8.5.45a for 1.28 Mcps TDD.

3>
for 3.84 Mcps and 7.68 Mcps TDD; or

3>
for FDD and 1.28 Mcps TDD, if the UE does not support HS-DSCH reception in CELL_FACH state; or

3>
if the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis; or

3> for 1.28 Mcps TDD, if the IE "Common E-DCH system info" is not included in System Information Block type 5:

4>
select Secondary CCPCH according to subclause 8.5.19;

3>
else:

4>
set variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to FALSE;

4>
For FDD if variable READY_FOR_COMMON_EDCH is set to FALSE:
5>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type “RACH” in the UL; and

5>
if "new H-RNTI" and "new C-RNTI" are included:

6>
store the "new H-RNTI" according to subclause 8.6.3.1b;

6>
store the "new C-RNTI" according to subclause 8.6.3.9;

6>
and start to receive HS-DSCH according to the procedure in subclause 8.5.36.

5>
else:

6>
clear variable C_RNTI and delete any stored C-RNTI value;

6>
clear variable H_RNTI and delete any stored H-RNTI value;

6>
clear any stored IE "HARQ Info";

6>
set the variable INVALID_CONFIGURATION to TRUE.

4>
else:

5>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type "E-DCH" in the UL; and

5>
if the IEs "new Primary E-RNTI", "new H-RNTI" and "new C-RNTI" are included:

6>
store the "new Primary E-RNTI" according to subclause 8.6.3.14;

6>
store the "new H-RNTI" according to subclause 8.6.3.1b;

6>
store the "new C-RNTI" according to subclause 8.6.3.9;

6>
configure Enhanced Uplink in CELL_FACH state and Idle mode according to subclause 8.5.45 for FDD and 8.5.45a for 1.28 Mcps TDD;

6>
and start to receive HS-DSCH according to the procedure in subclause 8.5.36.

5>
else:

6>
clear variable C_RNTI and delete any stored C-RNTI value;

6>
clear variable H_RNTI and delete any stored H-RNTI value;

6>
clear variable E_RNTI and delete any stored E-RNTI value; 

6>
clear any stored IE "HARQ Info";

6>
set the variable INVALID_CONFIGURATION to TRUE.

3>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

/..ommit../
------------------------------------------------ 2nd of change ---------------------------------------------------------------
8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message or Target cell HS-SCCH order by the UE
The UE shall:

/..ommit../
If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency;

2>
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state:

6>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

7>
move to CELL_FACH state and proceed as below.

6>
else:

7>
if variable H_RNTI and variable C_RNTI are set:

8>
proceed as below.

7>
else:

8> initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.
3>
else: 
4>
for 1.28Mcps TDD, decide the working frequency according to subclause 8.6.6.1.

2>
else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state:

5>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

6>
move to CELL_FACH state and proceed as below.

5>
else:

6>
if variable H_RNTI and variable C_RNTI are set:

7>
proceed as below.

6>
else:

7>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4];

2>
if the UE finds a suitable UTRA cell on the current frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state:

6>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

7>
move to CELL_FACH state and proceed as below.

6>
else:

7>
if variable H_RNTI and variable C_RNTI are set:

8>
proceed as below.

7>
else:
8>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.
3>
else:
4>
for 1.28Mcps TDD, decide the working frequency according to subclause 8.6.6.1.
2>
else, if the UE can not find a suitable UTRA cell on the current frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state:

5>
if variable READY_FOR_COMMON_EDCH is set to TRUE: 

6>
move to CELL_FACH state and proceed as below.

5>
else:

6>
if variable H_RNTI and variable C_RNTI are set:

7>
proceed as below.

6>
else:

7>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.
/..ommit../
------------------------------------------------ 3rd of change ---------------------------------------------------------------

8.3.1.6
Reception of the CELL UPDATE CONFIRM/URA UPDATE CONFIRM message by the UE
When the UE receives a CELL UPDATE CONFIRM/URA UPDATE CONFIRM message; and

-
if the message is received on the CCCH, and IE "U-RNTI" is present and has the same value as the variable U_RNTI; or

-
if the message is received on DCCH:

the UE may:

/..ommit../
1>
act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following:

2>
if IE "Default configuration for CELL_FACH" is set:

3>
act in accordance with the default parameters according to section 13.8.

2>
if the IE "Frequency info" is included in the message:

3>
if the IE "RRC State Indicator" is set to the value "CELL_FACH":

4>
select a suitable UTRA cell according to [4] on that frequency;

4>
if the UE finds a suitable UTRA cell on that frequency:

5>
if the received CELL UPDATE CONFIRM message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received CELL UPDATE CONFIRM message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

6>
act as specified in subclause 8.3.1.12.
5>
else:
6>
for 1.28Mcps TDD, decide the working frequency according to subclause 8.6.6.1.
4>
else, if the UE can not find a suitable UTRA cell on the indicated frequency but it finds a suitable UTRA cell on another frequency:

5> act as specified in subclause 8.3.1.12.
3>
if the IE "RRC State Indicator" is set to the value "CELL_PCH" or "URA_PCH":

4>
select a suitable UTRA cell according to [4] on that frequency;

4>
if the UE finds a suitable UTRA cell on that frequency:

5>
if the received CELL UPDATE CONFIRM message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE in CELL_PCH state selects another cell than indicated by this IE or the received CELL UPDATE CONFIRM message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD); or

5>
if the received CELL UPDATE CONFIRM message included the IE "URA identity", and the UE in URA_PCH state selects cell being part of another URA than indicated by this IE or the received CELL UPDATE CONFIRM message did not include the IE "URA identity":

6>
act as specified in subclause 8.3.1.12.

4>
else, if the UE can not find a suitable UTRA cell on the indicated frequency but it finds a suitable UTRA cell on another frequency:

5>
act as specified in subclause 8.3.1.12.
------------------------------------------------ 4th of change ---------------------------------------------------------------

8.6.6.1
Frequency info
If, after completion of the procedure, the UE will be in CELL_DCH state, the UE shall:

1>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD, if the IE "Frequency info" is included; or

1>
for 1.28 Mcps TDD, if the IE "Frequency info" is included and the "Second Frequency info" is not included:

2>
if the frequency is different from the currently used frequency:

3>
store and use the frequency indicated by the IE "Frequency Info";

3>
if the received message is used to perform a Timing-maintained hard handover (see subclause 8.3.5.2), and IE "Timing maintained Synchronization indicator" is included:

4>
not perform any physical layer synchronisation procedure (FDD only);

3>
else:

4>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

2>
if the frequency is the same as the currently used frequency:

3>
continue to use the currently used frequency;

3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
for 1.28 Mcps TDD, if both the IE "Frequency info" and the IE "Second Frequency info" are included:

2>
the frequency in IE "Frequency info" is used as the primary frequency, and the frequency in IE "Second Frequency info" is used as the secondary frequency;

2>
store the primary frequency;

2>
if the secondary frequency is different with the currently used frequency:

3>
store and use the secondary frequency.

2>
if the secondary frequency is the same as the currently used frequency:

3>
continue to use the currently used frequency.

1>
if the IE "Frequency info" is not included and the UE has a currently used frequency:

2>
continue to use the currently used frequency;

NOTE
If the received message is used to perform a Timing-reinitialised hard handover, and the IE "Frequency Info" is not included, the UE may perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

For 1.28 Mcps TDD, if, after completion of the procedure, the UE will be in CELL_FACH state, the UE shall:

1>
if the IE "Frequency info" is included and the "Second Frequency info" is not included:


2>
store and use the frequency indicated by the IE "Frequency Info" as working frequency.


1>
if both the IE "Frequency info" and the IE "Second Frequency info" are included:

2>
the frequency in IE "Frequency info" is used as the primary frequency, and the frequency in IE "Second Frequency info" is used as the secondary frequency;

2>
store the primary frequency;

2>
if the secondary frequency is different with the currently used frequency:

3>
store and use the secondary frequency as working frequency.

2>
if the secondary frequency is the same as the currently used frequency:

3>
continue to use the currently used frequency as working frequency.



------------------------------------------------ End of change ---------------------------------------------------------------
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