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1. Overall Description:

RAN2 is discussing the UTRAN to E-UTRAN redirection requirements with regard to the time the UE will be continue attempting to search for a suitable E-UTRA cell in case no suitable cells are found.
A UTRAN network may trigger the UE to search for a suitable E-UTRA cell on specific E-UTRA carriers by sending a RRC CONNECTION RELEASE message including the IE “E-UTRA target info” in the IE “Redirection info”. The IE “E-UTRA target info” may indicate 1 to 8 EARFCNs for UE to search.

Currently, TS 25.331 states in subclause 8.1.4.3 that the UE can spend 10 seconds searching on the signalled E-UTRA frequencies, as shown below:
1>
if the RRC CONNECTION RELEASE message was received and the IE "Redirection info" was present therein:
…..

…..
2>
if the IE "E-UTRA target info" is present, attempt to camp on any of the frequencies for the indicated RAT included in the RRC CONNECTION RELEASE message, excluding any cell indicated in the list of not allowed cells for that RAT (i.e. the "blacklisted cells per freq list" for E-UTRA), if present. If no suitable cell on the indicated frequencies for that RAT is found within 10s, attempt to camp on any suitable cell on any frequencies of that RAT; or

RAN2 has concluded that the current 10 seconds value can be reduced to shorten the time the UE attempts camping on E-UTRA, in particular if only few EARFCNs are listed. 
RAN2 is considering whether the time to search and find a suitable cell within a set (1-8) of E-UTRA frequencies could be set to: (nr of signalled E-UTRA frequencies) x 1 seconds. Note that time to search and find a suitable cell is assumed to cover a cell search on the EARFCN followed by (in case the cell search is successful) SI reading (MIB and SI1) in the EUTRA cell.
2. Actions:

To RAN4 group.

ACTION: 
RAN2 kindly asks to RAN4 to inform RAN2 whether the following assumption is fair and can be used in RAN2 specifications:
The time to continue to search for a cell within a set (1-8) of E-UTRA frequencies in case no suitable cells are found could be set to: (nr of signalled E-UTRA frequencies) x 1 seconds. 
If RAN4 thinks it is not a fair assumption, RAN2 kindly asks RAN4 to provide guidance to RAN2 about the time to be used in TS 25.331
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