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	Reason for change:
(

	The introduction of Enhanced CELL_FACH in Rel-7 changed the legacy HSDPA capable UE behaviour and it could cause a backward compatibility issue (for more details, refer to R2-116352).
This CR aims to get rid of the backward compatibility issue.

	
	

	Summary of change:
(

	It is clarified that UE actions in 8.5.37a are applied only for the UE which supports HS-DSCH reception in CELL_FACH state for CELL_FACH case or HS-DSCH reception in CELL_PCH and URA_PCH state for CELL_PCH and URA_PCH cases.
Impact analysis
Impacted functionality:
The change only impacts the corrected functionality.
Inter-operability:
1. If the network is implemented according to the CR but the UE is not, then UE may not start HS-DSCH reception when UE moves into CELL_DCH state and if NW does not provide IE “HARQ info” in the RRC message, which configures HSDPA.
2. If the UE is implemented according to the CR but the network is not, then there is no inter-operability issue.
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not approved:
	UE won’t start HS-DSCH reception in CELL_DCH state if UE moves into CELL_FACH state and comes back to CELL_DCH state without configuring IE “HARQ info”.
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8.5.37a
Actions related to HS_DSCH_RECEPTION_GENERAL

For CELL_FACH state, when UE support HS-DSCH reception in CELL_FACH state  and when the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis or for CELL_PCH,URA PCH when the UE supports HS-DSCH reception in CELL_PCH and URA_PCH  and the IE "HS-DSCH paging system information"  is not included in System Information Block type 5 or System Information Block type 5bis, the UE shall:

1>
if the variable HS_DSCH_RECEPTION_GENERAL is set to TRUE:

2>
set the variable HS_DSCH_RECEPTION_GENERAL to FALSE;

2>
stop any HS-SCCH reception procedures;

2>
stop any HS-DSCH reception procedures;

2>
if the variable HSPA_RNTI_STORED_CELL_PCH is set to FALSE:

3>
clear the variable H_RNTI and remove any stored H-RNTI.

2>
reset the MAC-ehs entity [15];
2>
release all HARQ resources;

2>
if the variable HSPA_RNTI_STORED_CELL_PCH is set to FALSE:

3>
clear any stored IEs "HARQ info".
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