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1. Overall Description:

RAN2 has discussed how to handle glitches based on RAN4 agreements captured in table 1 below;

<Table 1>

	
	upon SCell addition/release
	upon SCell measurement, act/deact

	scellMeasurementCycle >= 640
	Glitch allowed
	Glitch allowed

	scellMeasurementCycle < 640
	Glitch allowed
	Glitch not allowed


It is found by RAN2 that the current RAN4 agreements have some implication on ENB scheduling performance. 

· When scellMeasurementCycle >=640ms is configured for a UE, UE is allowed to retune RF both upon SCell configuration/deconfiguration and upon SCell activation/deactivation (and measurement).

· Due to UE power consumption benefit, UE would choose to retune RF upon SCell activation/deactivation (and measurement) rather than to retune upon SCell configuration/deconfiguration.
· However ENB would have to assume RF retuning both at SCell activation/deactivation (and measurement) and SCell configuration/deconfiguration. 

· It would lead to unnecessary performance degradation because ENB has to restrict scheduling unnecessarily upon SCell configuration/deconfiguration.
The problem comes from UE freedom in case of scellMeasurementCycle >=640ms. In RAN2 perspective, there is no real gain in allowing both options. 
RAN2 would like to ask RAN5, if they don’t see gain in allowing both options, to modify its agreement so that only a single behaviour is allowed in case of scellMeasurementCycle >=640ms.
2. Actions:
RAN2 asks RAN4 to consider to modify its agreement on glitch;

· Interruptions on PCell are allowed when SCell is configured or deconfigured by RRC when scellMeasurementCycle <640ms
· Interruptions on PCell are not allowed when SCell is configured or deconfigured by RRC when scellMeasurementCycle >=640ms
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN2 Meeting#80

12nd - 16th Nov 2012   


New Orleans, US 
TSG-RAN2 Meeting#81

28th Jan – 01st Feb 2013   


Malta, MT 
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