Page 1



3GPP TSG-RAN WG2 Meeting #82 
(
R2-131590
Fukuoka, Japan, 20 – 24 May 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	25.331
	CR
	5386
	(

rev
	-
	(

Current version:
	10.11.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Introduction of T313bis for detection of Radio Link Failure on secondary uplink frequency

	
	

	Source to WG:
(

	Broadcom Corporation,Qualcomm Incorporated, Renesas Mobile Europe Ltd

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	RANimp-DC_HSUPA
	
	Date: (

	2013-05-08

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	In the current version of the specification the radio link failure criteria for the secondary uplink frequency depends on expiry of timer T313 however the same timer is used for detection of the radio link failure condition on the downlink frequency associated with the primary uplink frequency. Since both sections 8.5.6 and 8.5.6a refer to starting, stopping and expiry of T313 it is clear that radio link failure detection on primary and secondary frequencies will interfere with each other which was not the original intention. 

	
	

	Summary of change:
(

	Timer T313bis is introduced. This timer is used for radio link failure detection for the downlink associated with the secondary uplink frequency. The timer duration is the same as that for T313. T313 and T313bis operate independantly.
Impact analysis
Impacted functionality:

The UE behaviour when detecting radio link failure condition for the downlink associated with the secondary uplink frequency.

Inter-operability: 

· If the UE is implemented according to the CR and the network not there is no interoperability issue.
· If the network is implemented according to the CR and the UE is not there is no interoperability issue.


	
	

	Consequences if 
(

not approved:
	Radio link failure procedures for primary and secondary frequencies will interfere and may result in radio link failure conditions not being detected or being incorrectly detected by the UE when DC-HSUPA is configured.

	
	

	Clauses affected:
(

	8.5.6a, 10.3.3.43, 13.1, 13.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


8.5.6a
Radio link failure criteria and actions upon radio link failure on the secondary uplink frequency (FDD only)
In CELL_DCH state, after receiving N313 consecutive "out of sync" indications from layer 1 for the established F-DPCH physical channel on the downlink frequency associated with the secondary uplink frequency in FDD, the UE shall:

1>
start timer T313bis;

1>
upon receiving N315 successive "in sync" indications from layer 1 on the downlink frequency associated with the secondary uplink frequency and upon change of UE state:

2>
stop and reset timer T313bis.

1>
if T313bis expires:
2>
consider it as a "Radio link failure" on the downlink frequency associated with the secondary uplink frequency;

2>
deactivate the secondary uplink frequency, as if a HS-SCCH order to deactivate had been received.

Periods in time where neither "in sync" nor "out of sync" is reported by layer 1 on the downlink frequency associated with the secondary uplink frequency do not affect the evaluation of the number of consecutive (resp. successive) "in sync" or "out of sync" indications.
10.3.3.43
UE Timers and Constants in connected mode
This information element specifies timer- and constants values used by the UE in connected mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	T301
	MD
	
	Integer(100, 200 .. 2000 by step of 200, 3000, 4000, 6000, 8000)
	Value in milliseconds. Default value is 2000. This IE should not be used by the UE in this release of the protocol.

One spare value is needed.
	

	N301
	MD
	
	Integer(0..7)
	Default value is 2. This IE should not be used by the UE in this release of the protocol.
	

	T302
	MD
	
	Integer(100, 200... 2000 by step of 200, 3000, 4000, 6000, 8000)
	Value in milliseconds. Default value is 4000.

One spare value is needed.
	

	N302
	MD
	
	Integer(0..7)
	Default value is 3.
	

	T304
	MD
	
	Integer(100, 200, 400, 1000, 2000)
	Value in milliseconds. Default value is 2000. Three spare values are needed.
	

	N304
	MD
	
	Integer(0..7)
	Default value is 2..
	

	T305
	MD
	
	Integer(5, 10, 30, 60, 120, 360, 720, infinity)
	Value in minutes. Default value is 30.

Infinity means no update
	

	T307
	MD
	
	Integer(5, 10, 15, 20, 30, 40, 50)
	Value in seconds. Default value is 30.

One spare value is needed.
	

	T308
	MD
	
	Integer(40, 80, 160, 320)
	Value in milliseconds. Default value is 160.
	

	T309
	MD
	
	Integer(1…8)
	Value in seconds. Default value is 5.
	

	T310
	MD
	
	Integer(40 .. 320 by step of 40) 
	Value in milliseconds. Default value is 160.
	

	N310
	MD
	
	Integer(0 .. 7)
	Default value is 4.
	

	T311
	MD
	
	Integer(250 .. 2000 by step of 250) 
	Value in milliseconds. Default value is 2000.
	

	T312
	MD
	
	Integer (0..15)
	Value in seconds. Default value is 1. The value 0 is not used in this version of the specification.
	

	N312
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200, 400, 600, 800, 1000)
	Default value is 1.
	

	T313
	MD
	
	Integer (0..15)
	Value in seconds. Default value is 3.
	

	N313
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200)
	Default value is 20.
The same value also applies for timer T313bis.
	

	T314
	MD
	
	Integer(0, 2, 4, 6, 8, 12, 16, 20)
	Value in seconds. Default value is 12.
	

	T315
	MD
	
	Integer (0,10, 30, 60, 180, 600, 1200, 1800)
	Value in seconds. Default value is 180.
	

	N315
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200, 400, 600, 800, 1000)
	Default value is 1.
	

	T316
	MD
	
	Integer(0, 10, 20, 30, 40, 50, infinity)
	Value in seconds. Default value is 30.

One spare value is needed.
	

	T317
	MD
	
	
	Default value is infinity.
	

	
	
	
	Enumerated (infinity,  infinity, infinity, infinity, infinity, infinity, infinity, infinity)
	All the values are changed to "infinity" in the Rel-5.
	REL-5

	T323
	OP
	
	Enumerated (0, 5, 10, 20, 30, 60, 90, 120)
	Value in seconds. 

The use of 0secs indicates no need to apply the inhibit timer.

See Note 1
	REL-8


NOTE 1:
If T323 is configured or cleared via non-critical extensions of UTRAN MOBILITY INFORMATION message, UTRAN should explicitly signal the other timers and constants in the same message. Otherwise the T323 configuration change is not applied to UE.
13.1
Timers for UE
	Timer
	Start
	Stop
	At expiry

	T300
	Transmission of RRC CONNECTION REQUEST in case of connection establishment for reasons other than MBMS reception
	Reception of RRC CONNECTION SETUP
	Retransmit RRC CONNECTION REQUEST if V300 =< N300, else go to Idle mode

	T302
	Transmission of CELL UPDATE/URA UPDATE
	Reception of CELL UPDATE CONFIRM/URA UPDATE CONFIRM 
	Retransmit CELL UPDATE/URA UPDATE if V302 =< N302, else, go to Idle mode

	T304
	Transmission of UE CAPABILITY INFORMATION
	Reception of UE CAPABILITY INFORMATION CONFIRM
	Retransmit UE CAPABILITY INFORMATION if V304 =< N304, else initiate a cell update procedure

	T305
	Entering CELL_FACH or URA_PCH or CELL_PCH state. Reception of CELL UDPATE CONFIRM/URA UPDATE CONFIRM. 
	Entering another state.
	Transmit CELL UPDATE if T307 is not activated and the UE detects "in service area". Otherwise, if T307 is not active, start T307.

	T307
	When the timer T305 has expired and the UE detects "out of service area".
	When the UE detects "in service area".
	Transit to idle mode

	T308
	Transmission of RRC CONNECTION RELEASE COMPLETE
	Not stopped
	Transmit RRC CONNECTION RELEASE COMPLETE if V308 <=N308, else go to idle mode. 

	T309
	Upon reception of CELL CHANGE ORDER FROM UTRAN message
	Successful response to a connection establishment request in the new cell. 
	Resume the connection to UTRAN

	T310
	Transmission of PUSCH CAPACITY REQUEST
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION
	Transmit PUSCH CAPACITY REQUEST if V310 =< N310, else procedure stops.

	T311
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION message with the CHOICE "PUSCH allocation" set to "PUSCH allocation pending".
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION message with CHOICE "PUSCH allocation" set to "PUSCH allocation assignment".
	UE may initiate a PUSCH capacity request procedure.

	T312
	When the UE starts to establish dedicated CH. For 1.28 Mcps TDD, it can also apply for physical shared channel establishment.
	When the UE detects N312 "in sync" indication from L1. 
	The criteria for physical channel establishment failure is fulfilled

	T313
	When the UE detects consecutive N313 "out of sync" indication from L1 on the downlink frequency associated with the primary uplink frequency.
	When the UE detects consecutive N315 "in sync" indication from L1 on the downlink frequency associated with the primary uplink frequency.
	The criteria for Radio Link failure is fulfilled.

	T313bis
	When the UE detects consecutive N313 "out of sync" indication from L1 on the downlink frequency associated with the secondary uplink frequency.
	When the UE detects consecutive N315 "in sync" indication from L1 on the downlink frequency associated with the secondary uplink frequency.
	The criteria for Radio Link failure is fulfilled.

	T314
	When the criteria for radio link failure are fulfilled.

The timer is started if radio bearer(s) that are associated with T314 exist or if only RRC connection exists only to the CS domain.
	When the Cell Update procedure has been completed.
	See subclause 8.3.1.13.

	T315
	When the criteria for radio link failure are fulfilled.

The timer is started only if radio bearer(s) that are associated with T315 exist or if RRC connection exists to PS domain.
	When the Cell Update procedure has been completed.
	See subclause 8.3.1.14.

	T316
	When the UE detects "out of service area" in URA_PCH or CELL_PCH state
	When the UE detects "in service area".
	Initiate cell update procedure if in service area is detected. Otherwise start timer T317, transit to CELL_FACH state and initiate cell update procedure when the UE detects "in service area".

	T317
	When the T316 expires or when in CELL_FACH state, the UE detects "out of service area".
	When the UE detects "in service area".
	T317 never expires.

	T318
	Transmission of RRC CONNECTION REQUEST in case of connection establishment for MBMS reception
	Reception of RRC CONNECTION SETUP
	Enter idle mode

	T319
	When entering CELL_PCH or URA_PCH.
	When leaving CELL_PCH or URA_PCH state.
	The UE activates starts the DRX cycle based on “DRX cycle length coefficient”. 

	T320
	When receiving the CELL UPDATE CONFIRM message with IE “Wait time” and IE “RRC State Indicator” set to the value “CELL_PCH” or “URA_PCH”.
	When initiating the cell update or URA update procedure, see subclause 8.3.1.2.
	See subclause 8.3.1.16.

	T321
	See subclause 8.5.49.
	See subclause 8.5.49.
	See subclause 8.5.49.

	T322
	When received in UTRAN MOBILITY INFORMATION message in the IE “Dedicated Priority Information” or upon cell (re)selection to UTRA from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	When dedicated priorities are cleared, when new dedicated priorities are received, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	See subclause 8.3.3.7

	T323
	When transmitting a SIGNALLING CONNECTION RELEASE INDICATION message including the IE "Signalling Connection Release Indication Cause"
	See subclauses 8.2.2.3, 8.3.1.6, and 8.5.2.
	See subclause 8.1.14.4

	T324
	When a measurement report is triggered by intra frequency event 1d and the table “Target cell preconfigurations” in the variable TARGET_CELL_PRECONFIGURATION includes the cell that triggered the event and an Activation time offset equal to 0 is configured
	Upon successful reception of a Target cell HS-SCCH order or after 4 seconds or upon reception of any RRC reconfiguration message or ACTIVE SET UPDATE message
	Stop monitoring target cell HS-SCCH

	T325
	When new ETWS information is received on PCCH or BCCH in case RRC is configured to receive ETWS primary notification with security
	When the corresponding ETWS security information is received
	The ETWS primary notification with security procedure is completed unsuccessfully

	T326
	Upon receiving LOGGING MEASUREMENT CONFIGURATION including the Logged Measurements Configuration Info
	Upon reception of a new LOGGING MEASUREMENT CONFIGURATION or upon log volume exceeding the available UE memory.
	See subclause 8.5.63.4

	T327
	Upon receiving LOGGING MEASUREMENT CONFIGURATION including the Logged ANR Configuration Info
	When reaching the maximum number of entries in the LOG_ ANR_REPORT_VARIABLE or the ANR logging info is reported to the network.


	See subclause 8.5.63.5


13.3
UE constants and parameters
	Constant
	Usage

	N300
	Maximum number of retransmissions of the RRC CONNECTION REQUEST message 

	N302
	Maximum number of retransmissions of the CELL UPDATE / URA UPDATE message

	N304
	Maximum number of retransmissions of the UE CAPABILITY INFORMATION message

	N308
	Maximum number of retransmissions of the RRC CONNECTION RELEASE COMPLETE message

	N310
	Maximum number of retransmission of the PUSCH CAPACITY REQUEST message

	N312
	Maximum number of "in sync" received from L1. 

	N313
	Maximum number of successive "out of sync" received from L1.

	N315
	Maximum number of successive "in sync" received from L1 while T313 ot T313bis is activated.
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