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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply.

AoA
Angle of Arrival
BDS
BeiDou Navigation Satellite System
CID
Cell-ID (positioning method)

E-SMLC
Enhanced Serving Mobile Location Centre

E-CID
Enhanced Cell-ID (positioning method)

ECEF
Earth-Centered, Earth-Fixed

ECI
Earth-Centered-Inertial

EGNOS
European Geostationary Navigation Overlay Service

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

GAGAN
GPS Aided Geo Augmented Navigation

GLONASS
GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System)

GMLC
Gateway Mobile Location Center

GNSS
Global Navigation Satellite System

GPS
Global Positioning System

LCS
LoCation Services

LCS-AP
LCS Application Protocol

LMU
Location Measurement Unit

LPP
LTE Positioning Protocol

LPPa
LTE Positioning Protocol Annex

MO-LR
Mobile Originated Location Request

MT-LR
Mobile Terminated Location Request

NI-LR
Network Induced Location Request
PDU
Protocol Data Unit

PRS
Positioning Reference Signal

QZSS
Quasi-Zenith Satellite System

RRM
Radio Resource Management

SBAS
Space Based Augmentation System

SET
SUPL Enabled Terminal

SLP
SUPL Location Platform

SUPL
Secure User Plane Location

TADV
Timing Advance

UE
User Equipment
UTDOA
Uplink Time Difference of Arrival
WAAS
Wide Area Augmentation System

WGS-84
World Geodetic System 1984
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4.3
Standard UE Positioning Methods

The standard positioning methods supported for E-UTRAN access are:

-
network-assisted GNSS methods;

-
downlink positioning;
-
enhanced cell ID method;

-
uplink positioning.
Hybrid positioning using multiple methods from the list of positioning methods above is also supported.

These positioning methods may be supported in UE-based, UE-assisted/E-SMLC-based, eNB-assisted, and LMU-assisted/E-SMLC-based versions. Table 4.3-1 indicates which of these versions are supported in this version of the specification for the standardised positioning methods.

Table 4.3‑1: Supported versions of UE positioning methods

	Method
	UE-based
	UE-assisted, E-SMLC-based
	eNB- assisted
	LMU-assisted/ E-SMLC-based
	SUPL

	A-GNSS
	Yes
	Yes
	No
	No
	Yes Note 1
 (UE-based and UE-assisted

	Downlink
	No
	Yes
	No
	No
	Yes (UE-assisted)

	E-CID
	No
	Yes
	Yes
	No
	Yes (UE-assisted)

	Uplink
	No
	No
	No
	Yes
	No

	Note 1:
GNSS with A-BDS is currently not supported in SUPL.
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4.3.1
Network-assisted GNSS Methods

These methods make use of UEs that are equipped with radio receivers capable of receiving GNSS signals.
Examples of GNSS include GPS, Modernized GPS, Galileo, GLONASS, Space Based Augmentation Systems (SBAS), Quasi Zenith Satellite System (QZSS), and BeiDou Navigation Satellite System (BDS).

In this concept, different GNSSs (e.g. GPS, Galileo, etc.) can be used separately or in combination to determine the location of a UE.

The operation of the network-assisted GNSS methods is described in clause 8.1.
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8.1
GNSS positioning methods

8.1.1
General

Global Navigation Satellite System (GNSS) is the standard generic term for satellite navigation systems that provide autonomous geo-spatial positioning with global or regional coverage. The following GNSSs are supported in this version of the specification:

· GPS and its modernization [6,7,8];

· Galileo [9];

· GLONASS [10];

· Satellite Based Augmentation Systems (SBAS), including WAAS, EGNOS, MSAS, and GAGAN [12];

· Quasi-Zenith Satellite System (QZSS) [11].
· BeiDou Navigation Satellite System (BDS) [xx].
Each global GNSS can be used individually or in combination with others. When used in combination, the effective number of navigation satellite signals would be increased:

· extra satellites can improve availability (of satellites at a particular location) and results in an improved ability to work in areas where satellite signals can be obscured, such as in urban canyons;

· extra satellites and signals can improve reliability, i.e., with extra measurements the data redundancy is increased, which helps identify any measurement outlier problems;

· extra satellites and signals can improve accuracy due to improved measurement geometry and improved ranging signals from modernized satellites.

When GNSS is designed to inter-work with the E-UTRAN, the network assists the UE GNSS receiver to improve the performance in several respects. These performance improvements will:

-
reduce the UE GNSS start-up and acquisition times; the search window can be limited and the measurements speed up significantly;

-
increase the UE GNSS sensitivity; positioning assistance messages are obtained via E-UTRAN so the UE GNSS receiver can operate also in low SNR situations when it is unable to demodulate GNSS satellite signals;

-
allow the UE to consume less handset power than with stand-alone GNSS; this is due to rapid start-up times as the GNSS receiver can be in idle mode when it is not needed.

The network-assisted GNSS methods rely on signalling between UE GNSS receivers (possibly with reduced complexity) and a continuously operating GNSS reference receiver network, which has clear sky visibility of the same GNSS constellation as the assisted UEs. Two assisted modes are supported:

· UE-Assisted: The UE performs GNSS measurements (pseudo-ranges, pseudo Doppler, etc.) and sends these measurements to the E-SMLC where the position calculation takes place, possibly using additional measurements from other (non GNSS) sources;

· UE-Based: The UE performs GNSS measurements and calculates its own location, possibly using additional measurements from other (non GNSS) sources.

The assistance data content may vary depending on whether the UE operates in UE-Assisted or UE-Based mode.

The assistance data signalled to the UE can be broadly classified into:

-
data assisting the measurements: e.g. reference time, visible satellite list, satellite signal Doppler, code phase, Doppler and code phase search windows;

-
data providing means for position calculation: e.g. reference time, reference position, satellite ephemeris, clock corrections. 

A UE with GNSS measurement capability may also operate in an autonomous (standalone) mode. In autonomous mode the UE determines its position based on signals received from GNSS without assistance from the network. 

------------------------------------------------------- Next change ---------------------------------------------------------------------

8.1.2
Information to be transferred between E-UTRAN Elements

This subclause defines the information (e.g., assistance data, measurement data) that may be transferred between E-UTRAN elements.

8.1.2.1
Information that may be transferred from the E-SMLC to UE

Table 8.1.2.1-1 lists assistance data for both UE-assisted and UE-based modes that may be sent from the E-SMLC to the UE. 

NOTE:
The provision of these assistance data elements and the usage of these elements by the UE depend on the E‑UTRAN and UE capabilities, respectively.

Table 8.1.2.1-1: Information that may be transferred from the E-SMLC to UE

	Assistance Data 

	Reference Time

	Reference Location

	Ionospheric Models

	Earth Orientation Parameters

	GNSS-GNSS Time Offsets

	Differential GNSS Corrections

	Ephemeris and Clock Models

	Real-Time Integrity

	Data Bit Assistance

	Acquisition Assistance

	Almanac

	UTC Models 


8.1.2.1.1
Reference Time

Reference Time assistance provides the GNSS receiver with coarse or fine GNSS time information. The specific GNSS system times (e.g., GPS, Galileo, Glonass, BDS system time) shall be indicated with a GNSS ID. 

In case of coarse time assistance only, the Reference Time provides an estimate of the current GNSS system time (where the specific GNSS is indicated by a GNSS ID). The E-SMLC should achieve an accuracy of +/- 3 seconds for this time including allowing for the transmission delay between E-SMLC and UE. 

In case of fine time assistance, the Reference Time provides the relation between GNSS system time (where the specific GNSS is indicated by a GNSS ID) and E-UTRAN air-interface timing. 

8.1.2.1.2
Reference Location 

Reference Location assistance provides the GNSS receiver with an apriori estimate of its location (e.g., obtained via Cell-ID, downlink positioning, etc.) together with its uncertainty.

The geodetic reference frame shall be WGS-84, as specified in [4].

8.1.2.1.3
Ionospheric Models

Ionospheric Model assistance provides the GNSS receiver with parameters to model the propagation delay of the GNSS signals through the ionosphere. Ionospheric Model parameters as specified by GPS [6], Galileo [9], QZSS [11] , and BDS [xx]  may be provided. 

8.1.2.1.4
Earth Orientation Parameters

Earth Orientation Parameters (EOP) assistance provides the GNSS receiver with parameters needed to construct the ECEF-to-ECI coordinate transformation as specified by GPS [6].

8.1.2.1.5
GNSS-GNSS Time Offsets

GNSS-GNSS Time Offsets assistance provides the GNSS receiver with parameters to correlate GNSS time (where the specific GNSS is indicated by a GNSS-1 ID) of one GNSS with other GNSS time (where the specific GNSS is indicated by a GNSS-2 ID). GNSS-GNSS Time Offsets parameters as specified by GPS [6], Galileo [9], Glonass [10], QZSS [11] , and BDS [xx] may be provided.

8.1.2.1.6
Differential GNSS Corrections

Differential GNSS Corrections assistance provides the GNSS receiver with pseudo-range and pseudo-range-rate corrections to reduce biases in GNSS receiver measurements as specified in [13]. The specific GNSS for which the corrections are valid is indicated by a GNSS-ID.

8.1.2.1.7
Ephemeris and Clock Models

Ephemeris and Clock Models assistance provides the GNSS receiver with parameters to calculate the GNSS satellite position and clock offsets. The various GNSSs use different model parameters and formats, and all parameter formats as defined by the individual GNSSs are supported by the signalling. 

8.1.2.1.8
Real-Time Integrity

Real-Time Integrity assistance provides the GNSS receiver with information about the health status of a GNSS constellation (where the specific GNSS is indicated by a GNSS ID).

8.1.2.1.9
Data Bit Assistance

Data Bit Assistance provides the GNSS receiver with information about data bits or symbols transmitted by a GNSS satellite at a certain time (where the specific GNSS is indicated by a GNSS ID). This information may be used by the UE for sensitivity assistance (data wipe-off) and time recovery. 

8.1.2.1.10
Acquisition Assistance

Acquisition Assistance provides the GNSS receiver with information about visible satellites, reference time, expected code-phase, expected Doppler, search windows (i.e., code and Doppler uncertainty) and other information of the GNSS signals (where the specific GNSS is indicated by a GNSS ID) to enable a fast acquisition of the GNSS signals. 

8.1.2.1.11
Almanac

Almanac assistance provides the GNSS receiver with parameters to calculate the coarse (long-term) GNSS satellite position and clock offsets. The various GNSSs use different model parameters and formats, and all parameter formats as defined by the individual GNSSs are supported by the signalling. 

8.1.2.1.12
UTC Models

UTC Models assistance provides the GNSS receiver with parameters needed to relate GNSS system time (where the specific GNSS is indicated by a GNSS ID) to Universal Coordinated Time. The various GNSSs use different model parameters and formats, and all parameter formats as defined by the individual GNSSs are supported by the signalling.
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8.1.3.3
Location Information Transfer Procedure

The purpose of this procedure is to enable the E-SMLC to request position measurements or location estimate from the UE, or to enable the UE to provide location measurements to the E-SMLC for position calculation (e.g., in case of basic self location where the UE requests its own location).

8.1.3.3.1
E-SMLC initiated Location Information Transfer Procedure

Figure 8.1.3.3.1-1 shows the Location Information Transfer operations for the network-assisted GNSS method when the procedure is initiated by the E-SMLC.


[image: image1]
Figure 8.1.3.3.1-1: E-SMLC-initiated Location Information Transfer  Procedure

(1)The E-SMLC sends a LPP Request Location Information message to the UE for invocation of A-GNSS positioning. This request includes positioning instructions such as the GNSS mode (UE-assisted, UE-based, UE-based preferred but UE-assisted allowed, UE-assisted preferred, but UE-based allowed, standalone), positioning methods (GPS, Galileo, Glonass, BDS,  etc. and possibly non-GNSS methods, such as downlink positioning or E-CID), specific UE measurements requested if any, such as fine time assistance measurements, velocity, carrier phase, multi-frequency measurements, and quality of service parameters (accuracy, response time).

(2)
The UE performs the requested measurements and possibly calculates its own location. The UE sends an LPP Provide Location Information message to the E-SMLC before the Response Time provided in step (1) elapsed. If the UE is unable to perform the requested measurements, or if the Response Time provided in step 1 elapsed before any of the requested measurements have been obtained, the UE returns any information that can be provided in an LPP message of type Provide Location Information which includes a cause indication for the not provided location information.
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