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	Reason for change:
	Specify the capability indication for UEs supporting the Multiple Frequency Band Indicators feature

	
	

	Summary of change:
	In Annex A add the capability indication signalling requirement for UEs supporting the feature.
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Annex A (normative):
Multi-Band Signalling Requirements

UEs that conform to Release 4 and support the Multiple Frequency Band Indicators feature [22], [25.306] shall support the following RRC extensions in Release 10:
-
The IE "Support of Multiple Frequency Band Indicators"contained within the IEs "UE radio access capability". The UE shall use this parameter value in order to signal that it supports the signalling requirements of multiple radio frequency bands in a cell.
-
The IE "Multiple Frequency Band indicator list" contained within System Information Block type 5, System Information Block type 5bis and System Information Block type 6. The UE shall use these IEs to determine whether it is compliant with the RF requirement in the indicated frequency band, in case the UE is in the frequency that belongs to multiple frequency bands.
-
The IE "Multiple Frequency Info List FDD" contained within System Information Block type 11, System Information Block type 11bis and System Information Block type 12. The UE shall use these IEs to determine whether it is compliant with the RF requirement in the indicated frequency band, in case the UE is in the frequency that belongs to multiple frequency bands.
The UE shall be able to at least decode any unrelated RRC extensions that can be included in between the release it supports, and the IEs "Multiple Frequency Band indicator list" and "Multiple Frequency Info List FDD".
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