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	Reason for change:
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	1. OTDOA positioning capabilities have been added to the UE-EUTRA-Capability in TS 36.331, which allows a UE to indicate its support for OTDOA with or without inter-frequency RSTD measurement capability. However, corresponding capability description is currently missing in TS 36.306.

2. The sub-clause numbering in clause 7 is not alligned with the Rel-11 version of the specification.

	
	

	Summary of change:
(

	1. New sub-clauses for the otdoa-UE-assisted and interFreqRSTDmeasurement capabilities are added, according to the definiton in TS 36.331. 

2. A Void section 7.7 is added, and sub-clause 7.7 has been renumbered to sub-clause 7.8.

Impact Analysis

Impacted functionality:

Inter-frequency RSTD measurements for OTDOA
Inter-operability: 

1. If the network is implemented according to the CR and the UE is not, no interoperability problems are foreseen (but the network may incorrectly assume the UE does not support the feature).
2. If the UE is implemented according to the CR and the network is not, no interoperability problems are foreseen (but the network cannot be sure whether the UE supports inter-frequency RSTD measurements for OTDOA or not).
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not approved:
	1. The new OTDOA positioning capabilities remain absent in TS 36.306.
2. Sub-clause numbering between Rel-10 and Rel-11 versions of the
specifications remain inconsistent.
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4.3.14
IMS Voice parameters

4.3.14.1
voiceOver-PS-HS-UTRA-FDD
Only applicable if the UE supports UTRA FDD. This parameter defines whether the UE supports IMS Voice in UTRA FDD according to GSMA IR.58 profile.

4.3.14.2
voiceOver-PS-HS-UTRA-TDD128
Only applicable if the UE supports UTRA TDD 1.28Mcps. This parameter defines whether the UE supports IMS Voice in UTRA TDD 1.28Mcps.

4.3.14.3
srvcc-FromUTRA-FDD-ToGERAN
Only applicable if the UE supports UTRA FDD and GERAN. This parameter defines whether the UE supports SRVCC handover from UTRA FDD PS HS to GERAN CS.

4.3.14.4
srvcc-FromUTRA-FDD-ToUTRA-FDD
Only applicable if the UE supports UTRA FDD. This parameter defines whether the UE supports SRVCC handover from UTRA FDD PS HS to UTRA FDD CS.

4.3.14.5
srvcc-FromUTRA-TDD128-ToGERAN
Only applicable if the UE supports UTRA TDD 1.28Mcps and GERAN. This parameter defines whether the UE supports SRVCC handover from UTRA TDD 1.28Mcps PS HS to GERAN CS.

4.3.14.6
srvcc-FromUTRA-TDD128-ToUTRA-TDD128
Only applicable if the UE supports UTRA TDD 1.28Mcps. This parameter defines whether the UE supports SRVCC handover from UTRA TDD 1.28Mcps PS HS to UTRA TDD 1.28Mcps CS.
4.3.15
Void

4.3.xx
Positioning parameters

4.3.xx.1
otdoa-UE-assisted
This parameter defines whether the UE supports UE-assisted OTDOA positioning [13].
4.3.xx.2
interFreqRSTDmeasurement
This parameter defines whether the UE supports inter-frequency RSTD measurements for OTDOA positioning [13].
5
Void
7
Conditionally Mandatory features
7.1
Access control features

7.1.1
SSAC

It is mandatory to support Service Specific Access Control as specified in [5, 5.3.3.10] for UEs which are IMS voice capable in LTE.

7.1.2
CSFB Access Barring Control

It is mandatory to support CSFB Access Barring Control as specified in [5, 5.3.3.2] for UEs which are supporting CSFB to UTRA or GERAN. 
7.2
Emergency call features

7.2.1
IMS emergency call

It is mandatory to support IMS emergency call for UEs which are IMS voice capable in LTE.
7.3
MAC features

7.3.1
SR mask

It is mandatory to support configuration indicated by logicalChannelSR-Mask for UE which have set bit number 29 of featureGroupIndicators to “1” as specified in [5].

7.3.2
Power Management Indicator in PHR

Power management indicator in PHR is mandatory to support for UE applying additional power backoff due to power management (as allowed by P-MPRc [6]).
7.4
Inter-RAT Mobility features

7.4.1
High Priority CSFB redirection

It is mandatory to support the RRCConnectionRelease indicating 'cs-FallbackHighPriority' for UEs which are supporting CSFB to UTRA as specified in [5].

7.5
Delay Tolerant Access Features

7.5.1
extendedWaitTime

It is mandatory to support the RRCConnectionRelease with extendedWaitTime or RRCConnectionReject with extendedWaitTime for UEs which do support Delay Tolerant Access as specified in [5].
7.6
RRC Connection

7.6.1
Additional Spectrum Emission
It is mandatory to support handling of additionalSpectrumEmissionPCell for UEs which are carrier aggregation capable.

7.7
Void

7.8
Positioning features
7.8.1
OTDOA Inter-frequency RSTD measurement indication
It is mandatory to support delivery of InterFreqRSTDMeasurementIndication as specified in [5, 5.5.7] for UEs indicating support for inter-frequency RSTD measurements for OTDOA [13] and requiring measurement gaps for performing these measurements.
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