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1 Introduction
RAN2 has previously agreed that UE provides the mobility info to eNB when it transitions from Idle to Connected.  The following agreements were made at RAN2#83b:

1a
The UE reports an indicator of availability of visited cell history

1b
The UE reports the mobility state estimated by MSE if MSE was configured

2
The network may retrieve the visited cell history upon receiving the indication (1a)

3
The visited cell history comprises cells visited while the UE was IDLE

4
The visited cell history comprises time of stay and physical cell IDs of the visited cells 

In addition, the following FFS were also identified:

FFS whether the visited cell history comprises cells visited while the UE was CONNECTED

FFS what the granularity of the time information is

FFS how many cells the history information should cover and whether the NW can request the number it would like to be reported. 

This contribution looks at the agreements in more detail and discusses and make proposals for the FFS points.

2 Discussion

2.1 Discussion on the previous agreements:

1a
The UE reports an indicator of availability of visited cell history

This is straightforward to capture.  One can debate if an explicit indication for this is necessary or it can be inferred from the presence of the UE mobility state information.  However, it is possible that a UE might just be powered on and will be in normal mobility state but will not have any mobility history information.  

Proposal #1: Hence it is proposed to continue with the agreement to have an explicit indicator of availability of visited cell history.

1b
The UE reports the mobility state estimated by MSE if MSE was configured

According to 36.304:

Besides Normal-mobility state a High-mobility and a Medium-mobility state are applicable if the parameters (TCRmax, NCR_H, NCR_M and TCRmaxHyst) are sent in the system information broadcast of the serving cell.

Hence High and Medium mobility states are applicable only if the MSE parameters are configured in SIB.  However, this also implies that UE is otherwise in Normal mobility state.  In other words, UE always has a mobility state information but it is only necessary to report Medium and High and absence of this .  Hence it is sufficient to just code these states.  However, it seems cleaner to allow reporting of all three states and make it a mandatory IE.

Proposal #2: Hence it is proposed to use the following coding in RRC Setup Complete message:

RRCConnectionSetupComplete-v12xy-IEs ::= SEQUENCE {


mobilityState-r12




ENUMERATED {normal, medium, high, spare},

mobilityHistoryAvail



ENUMERATED {true}



OPTIONAL,

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

2. The network may retrieve the visited cell history upon receiving the indication (1a)

This is similar to that used for other UE information and straightforward to use UEInformationRequest request to information.
UEInformationRequest-r9-IEs ::=

SEQUENCE {

[..]

mobilityHistoryReportReq-r12


ENUMERATED {true}



OPTIONAL,
-- Need ON

[..]
}
3. The visited cell history comprises cells visited while the UE was IDLE

This is similar to that used for other UE information and straightforward to use UEInformationResponse to provide the information.

Proposal #3: Use UEInformationRequest/ UEInformationResponse messages to retrieve the UE history information.  
4
The visited cell history comprises time of stay and physical cell IDs of the visited cells 

It was agreed to provide the time (duration) of stay.  The agreement to use physical cell id instead of ECGI  can lead to some ambiguity on the actual cell traversed by the UE.  This can be worse if there is a mixture of small cell and macros on the same PCI.  So UE history information provided over X2 is ECGI and it would be more unambiguous to use ECGI instead of physical cell id.  

Proposal #4: Use ECGI for cell id.


visitedCellIdentity-r12



CellGlobalIdEUTRA,
2.2 Discussion on FFS points:

FFS whether the visited cell history comprises cells visited while the UE was CONNECTED

Since we haven’t (yet) agreed on any mobility information collected or retained by the network in RRC Connected, it is proposed to include cell history from both states.  The main consequence of including the cell history in connected mode is an increased size of the message.  If in the future, (in Rel-12 or late release) it is decided to keep such information in the network, it can easily be removed.  

Proposal #5: Include cells from Idle and Connected.

FFS what the granularity of the time information is

RAN3 cell history information uses a granularity of 1s.  It is proposed to use the same granularity for RRC as well.  For the range,1023 seconds allow easy identification of UE speeds well below 30km/hr which is sufficient for setting of mobility parameters.

Proposal #6: Use a granularity of 1s and maximum stay duration of 1023s.


stayDuration-12




INTEGER (0..1023)
	stayDuration
This field indicates the duration of stay in the cell in seconds.  If the duration of stay exceeds 1023s, UE shall set it to 1023s.


FFS how many cells the history information should cover and whether the NW can request the number it would like to be reported. 

Tdoc R2-133296 showed that 8 cells provide sufficient indication of the mobility state.  Note that RAN3 history information keep track of 16 cells.  

Proposal #7: It is proposed to use 8 cells to limit the number of cells that need to be recorded and reported.

maxVisitedCells-r12


INTEGER ::= 8
-- Maximum number of visited E-EUTRA cells











-- reported
2.3 Additional point to discuss:

Use of SRB1/ SRB2 for transport of cell visited history
MDT uses SRB2 to transport the rather large message with possibly 520 entries and long timestamps.  However with just 8 cells, the message is not expected to be large.  Hence it is proposed:
Proposal #8: Use SRB1 to carry the UE information response message for UE mobility history.

Use of variable for recording the cell visited history:

Proposal #9: Discuss if we should use a variable to record the visited cell history
3 Summary and proposals

The document discussed the agreements and remaining issues regarding UE mobility information on Idle to Connected transition.  The following proposals are made:
Proposal #1: Hence it is proposed to continue with the agreement to have an explicit indicator of availability of visited cell history.

Proposal #2: Hence it is proposed to use the following coding in RRC Setup Complete message:

Proposal #3: Use UEInformationRequest/ UEInformationResponse messages to retrieve the UE history information.  
Proposal #4: Use ECGI for cell id.

Proposal #5: Include cells from Idle and Connected.

Proposal #6: Use a granularity of 1s and maximum stay duration of 1023s.

Proposal #7: It is proposed to use 8 cells to limit the number of cells that need to be recorded and reported.

Proposal #8: Use SRB1 to carry the UE information response message for UE mobility history.

Proposal #9: Discuss if we should use a variable to record the visited cell history
4 Annex A: Draft TP that captures the above proposals
5.3.3.4
Reception of the RRCConnectionSetup by the UE

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
stop timer T300;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
stop timer T306, if running;

1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;

1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

2>

if upper layers provide the 'Registered MME', include and set the registeredMME as follows:

3>
if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;

3> set the mmegi and the mmec to the value received from upper layers;

2>

if upper layers provided the 'Registered MME': 

3>
include and set the gummei-Type to the value provided by the upper layers;

2>
if connecting as an RN:

3>
include the rn-SubframeConfigReq;

2>
set the dedicatedInfoNAS to include the information received from upper layers;

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include logMeasAvailable;

2>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

3>
include connEstFailInfoAvailable;
2> include the mobilityState as specified in TS 36.304 [4];

2> if the UE has stored MobilityHistoryInf:

3> include the mobilityHistoryAvail and set it to true;
2>
submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends;

	*****Next change  ******


5.6.5.3
Reception of the UEInformationRequest message

Upon receiving the UEInformationRequest message, the UE shall:

1>
if rach-ReportReq is set to true, set the contents of the rach-Report in the UEInformationResponse message as follows: 

2>
set the numberOfPreamblesSent to indicate the number of preambles sent by MAC for the last successfully completed random access procedure;
2>
if contention resolution was not successful as specified in TS 36.321 [6] for at least one of the transmitted preambles for the last successfully completed random access procedure:

3>
set the contentionDetected to true;

2>
else:

3>
set the contentionDetected to false;

1>
if rlf-ReportReq is set to true and the UE has radio link failure information or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

2>
set timeSinceFailure in VarRLF-Report to the time that elapsed since the last radio link or handover failure in E-UTRA;

2>
set the rlf-Report in the UEInformationResponse message to the value of rlf-Report in VarRLF-Report;

2>
discard the rlf-Report from VarRLF-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers;

1>
if connEstFailReportReq is set to true and the UE has connection establishment failure information in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

2>
set timeSinceFailure in VarConnEstFailReport to the time that elapsed since the last connection establishment failure in E-UTRA;

2>
set the connEstFailReport in the UEInformationResponse message to the value of connEstFailReport in VarConnEstFailReport;

2>
discard the connEstFailReport from VarConnEstFailReport upon successful delivery of the UEInformationResponse message confirmed by lower layers;

1>
if the logMeasReportReq is present and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
2>
if VarLogMeasReport includes one or more logged measurement entries, set the contents of the logMeasReport in the UEInformationResponse message as follows:

3>
include the absoluteTimeStamp and set it to the value of absoluteTimeInfo in the VarLogMeasReport;

3>
include the traceReference and set it to the value of traceReference in the VarLogMeasReport;

3>

include the traceRecordingSessionRef and set it to the value of traceRecordingSessionRef in the VarLogMeasReport;

3>
include the tce-Id and set it to the value of tce-Id in the VarLogMeasReport;

3>
include the logMeasInfoList and set it to include one or more entries from VarLogMeasReport starting from the entries logged first;
3>
if the VarLogMeasReport includes one or more additional logged measurement entries that are not included in the logMeasInfoList within the UEInformationResponse message:

4>
include the logMeasAvailable;
1>
if mobilityHistoryReportReq is set to true:

2>
include the mobilityHistoryInfo;
1>
if the logMeasReport is included in the UEInformationResponse:

2>
submit the UEInformationResponse message to lower layers for transmission via SRB2;

2>
discard the logged measurement entries included in the logMeasInfoList from VarLogMeasReport upon successful delivery of the UEInformationResponse message confirmed by lower layers;
1>
else:

2>
submit the UEInformationResponse message to lower layers for transmission via SRB1;

	*****Next change  ******


–
RRCConnectionSetupComplete
The RRCConnectionSetupComplete message is used to confirm the successful completion of an RRC connection establishment.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionSetupComplete message
-- ASN1START

RRCConnectionSetupComplete ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionSetupComplete-r8

RRCConnectionSetupComplete-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionSetupComplete-r8-IEs ::= SEQUENCE {


selectedPLMN-Identity



INTEGER (1..maxPLMN-r11),


registeredMME





RegisteredMME





OPTIONAL,


dedicatedInfoNAS




DedicatedInfoNAS,


nonCriticalExtension



RRCConnectionSetupComplete-v8a0-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1020-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1020-IEs ::= SEQUENCE {


gummei-Type-r10





ENUMERATED {native, mapped}


OPTIONAL,


rlf-InfoAvailable-r10



ENUMERATED {true}




OPTIONAL,


logMeasAvailable-r10



ENUMERATED {true}




OPTIONAL,


rn-SubframeConfigReq-r10


ENUMERATED {required, notRequired}
OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1130-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1130-IEs ::= SEQUENCE {


connEstFailInfoAvailable-r11

ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v12xy-IEs





OPTIONAL

}

RRCConnectionSetupComplete-v12xy-IEs ::= SEQUENCE {


mobilityState-r12




ENUMERATED {normal, medium, high, spare},

mobilityHistoryAvail



ENUMERATED {true}



OPTIONAL,

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

RegisteredMME ::=




SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


mmegi







BIT STRING (SIZE (16)),


mmec







MMEC

}

-- ASN1STOP

	RRCConnectionSetupComplete field descriptions

	gummei-Type

This field is used to indicate whether the GUMMEI included is native (assigned by EPC) or mapped (from 2G/3G identifiers).

	mmegi

Provides the Group Identity of the registered MME within the PLMN, as provided by upper layers, see TS 23.003 [27].

	mobilityState
This field indicates the UE mobility state in RRC-Idle just  before the RRC connection request as defined in TS 36.304 5.2.4.3 [4].

	registeredMME

This field is used to transfer the GUMMEI of the MME where the UE is registered, as provided by upper layers.

	rn-SubframeConfigReq

If present, this field indicates that the connection establishment is for an RN and whether a subframe configuration is requested or not.

	selectedPLMN-Identity

Index of the PLMN selected by the UE from the plmn-IdentityList included in SIB1. 1 if the 1st PLMN is selected from the plmn-IdentityList included in SIB1, 2 if the 2nd PLMN is selected from the plmn-IdentityList included in SIB1 and so on.


	*****Next change  ******


–
UEInformationRequest
The UEInformationRequest is the command used by E-UTRAN to retrieve information from the UE. 

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

UEInformationRequest message
-- ASN1START

UEInformationRequest-r9

::=



SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


criticalExtensions



CHOICE {



c1







CHOICE {




ueInformationRequest-r9



UEInformationRequest-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UEInformationRequest-r9-IEs ::=

SEQUENCE {


rach-ReportReq-r9




BOOLEAN,


rlf-ReportReq-r9




BOOLEAN,


nonCriticalExtension



UEInformationRequest-v930-IEs

OPTIONAL
-- Need OP

}

UEInformationRequest-v930-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,
-- Need OP


nonCriticalExtension



UEInformationRequest-v1020-IEs

OPTIONAL
-- Need OP

}

UEInformationRequest-v1020-IEs ::=
SEQUENCE {


logMeasReportReq-r10



ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension



UEInformationRequest-v1130-IEs

OPTIONAL
-- Need OP

}

UEInformationRequest-v1130-IEs ::= SEQUENCE {


connEstFailReportReq-r11


ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension



UEInformationRequest-v12xy-IEs






OPTIONAL
-- Need OP

}

UEInformationRequest-v12xy-IEs ::= SEQUENCE {


mobilityHistoryReportReq-r12


ENUMERATED {true}



OPTIONAL,
-- Need ON


nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}
-- ASN1STOP

	UEInformationRequest field descriptions

	rach-ReportReq

This field is used to indicate whether the UE shall report information about the random access procedure.


	*****Next change  ******


–
UEInformationResponse
The UEInformationResponse message is used by the UE to transfer the information requested by the E-UTRAN.

Signalling radio bearer: SRB1 or SRB2 (when logged measurement information is included)

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E-UTRAN

UEInformationResponse message
-- ASN1START

UEInformationResponse-r9
::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1







CHOICE {




ueInformationResponse-r9



UEInformationResponse-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture



SEQUENCE {}


}

}

UEInformationResponse-r9-IEs ::=

SEQUENCE {


rach-Report-r9






SEQUENCE {



numberOfPreamblesSent-r9



NumberOfPreamblesSent-r11,



contentionDetected-r9




BOOLEAN


}















OPTIONAL,


rlf-Report-r9






RLF-Report-r9


OPTIONAL,

nonCriticalExtension




UEInformationResponse-v930-IEs



OPTIONAL

}

-- Late non critical extensions

UEInformationResponse-v9e0-IEs ::= SEQUENCE {


rlf-Report-v9e0





RLF-Report-v9e0




OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- Regular non critical extensions

UEInformationResponse-v930-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING UEInformationResponse-v9e0-IEs)
OPTIONAL,


nonCriticalExtension



UEInformationResponse-v1020-IEs

OPTIONAL

}

UEInformationResponse-v1020-IEs ::= SEQUENCE {


logMeasReport-r10




LogMeasReport-r10



OPTIONAL,


nonCriticalExtension



UEInformationResponse-v1130-IEs

OPTIONAL

}

UEInformationResponse-v1130-IEs ::= SEQUENCE {


connEstFailReport-r11



ConnEstFailReport-r11


OPTIONAL,


nonCriticalExtension



UEInformationResponse-v12xy-IEs





OPTIONAL

}

UEInformationResponse-v12xy-IEs ::= SEQUENCE {


mobilityHistoryInfo-r12



MobilityHistoryInfo-r12



OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

RLF-Report-r9 ::= 




SEQUENCE {


measResultLastServCell-r9



SEQUENCE {



rsrpResult-r9






RSRP-Range,



rsrqResult-r9






RSRQ-Range


OPTIONAL


},


measResultNeighCells-r9



SEQUENCE {



measResultListEUTRA-r9



MeasResultList2EUTRA-r9


OPTIONAL,



measResultListUTRA-r9



MeasResultList2UTRA-r9


OPTIONAL,



measResultListGERAN-r9



MeasResultListGERAN



OPTIONAL,



measResultsCDMA2000-r9



MeasResultList2CDMA2000-r9

OPTIONAL


}
OPTIONAL,


...,


[[
locationInfo-r10



LocationInfo-r10

OPTIONAL,



failedPCellId-r10





CHOICE {




cellGlobalId-r10





CellGlobalIdEUTRA,




pci-arfcn-r10






SEQUENCE {





physCellId-r10






PhysCellId,





carrierFreq-r10






ARFCN-ValueEUTRA




}



}















OPTIONAL,



reestablishmentCellId-r10

CellGlobalIdEUTRA



OPTIONAL,



timeConnFailure-r10



INTEGER (0..1023)



OPTIONAL,



connectionFailureType-r10

ENUMERATED {rlf, hof}


OPTIONAL,



previousPCellId-r10



CellGlobalIdEUTRA



OPTIONAL


]],


[[
failedPCellId-v1090



SEQUENCE {




carrierFreq-v1090



ARFCN-ValueEUTRA-v9e0



}















OPTIONAL


]],


[[
basicFields-r11




SEQUENCE {




c-RNTI-r11





C-RNTI,




rlf-Cause-r11




ENUMERATED {













t310-Expiry, randomAccessProblem,













rlc-MaxNumRetx, spare1},




timeSinceFailure-r11


TimeSinceFailure-r11



}















OPTIONAL,



previousUTRA-CellId-r11


SEQUENCE {




carrierFreq-r11




ARFCN-ValueUTRA,




physCellId-r11




CHOICE {





fdd-r11






PhysCellIdUTRA-FDD,





tdd-r11






PhysCellIdUTRA-TDD




},




cellGlobalId-r11



CellGlobalIdUTRA


OPTIONAL



}















OPTIONAL,



selectedUTRA-CellId-r11


SEQUENCE {




carrierFreq-r11




ARFCN-ValueUTRA,




physCellId-r11




CHOICE {





fdd-r11






PhysCellIdUTRA-FDD,





tdd-r11






PhysCellIdUTRA-TDD




}



}















OPTIONAL


]]

}
RLF-Report-v9e0 ::= 



SEQUENCE {


measResultListEUTRA-v9e0


MeasResultList2EUTRA-v9e0

}

MeasResultList2EUTRA-r9 ::=



SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-r9

MeasResultList2EUTRA-v9e0 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-v9e0

MeasResult2EUTRA-r9 ::=



SEQUENCE {


carrierFreq-r9





ARFCN-ValueEUTRA,


measResultList-r9




MeasResultListEUTRA

}

MeasResult2EUTRA-v9e0 ::=



SEQUENCE {


carrierFreq-v9e0





ARFCN-ValueEUTRA-v9e0

OPTIONAL
}

MeasResultList2UTRA-r9 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2UTRA-r9

MeasResult2UTRA-r9 ::=



SEQUENCE {


carrierFreq-r9





ARFCN-ValueUTRA,


measResultList-r9




MeasResultListUTRA

}

MeasResultList2CDMA2000-r9 ::=

SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2CDMA2000-r9

MeasResult2CDMA2000-r9 ::= 


SEQUENCE {


carrierFreq-r9





CarrierFreqCDMA2000,


measResultList-r9




MeasResultsCDMA2000

}

LogMeasReport-r10 ::= 



SEQUENCE {


absoluteTimeStamp-r10



AbsoluteTimeInfo-r10,


traceReference-r10




TraceReference-r10,


traceRecordingSessionRef-r10

OCTET STRING (SIZE (2)),


tce-Id-r10






OCTET STRING (SIZE (1)),


logMeasInfoList-r10




LogMeasInfoList-r10,


logMeasAvailable-r10



ENUMERATED {true}



OPTIONAL,

...

}

LogMeasInfoList-r10 ::= 

SEQUENCE (SIZE (1..maxLogMeasReport-r10)) OF LogMeasInfo-r10
LogMeasInfo-r10 ::= 

SEQUENCE {


locationInfo-r10




LocationInfo-r10

OPTIONAL,


relativeTimeStamp-r10



INTEGER (0..7200),


servCellIdentity-r10



CellGlobalIdEUTRA,


measResultServCell-r10



SEQUENCE {



rsrpResult-r10





RSRP-Range,



rsrqResult-r10





RSRQ-Range


},


measResultNeighCells-r10


SEQUENCE {



measResultListEUTRA-r10



MeasResultList2EUTRA-r9

OPTIONAL,



measResultListUTRA-r10



MeasResultList2UTRA-r9

OPTIONAL,



measResultListGERAN-r10



MeasResultList2GERAN-r10
OPTIONAL,



measResultListCDMA2000-r10


MeasResultList2CDMA2000-r9
OPTIONAL


}
OPTIONAL,


...,


[[
measResultListEUTRA-v1090


MeasResultList2EUTRA-v9e0
OPTIONAL


]]

}

MeasResultList2GERAN-r10 ::=


SEQUENCE (SIZE (1..maxCellListGERAN)) OF MeasResultListGERAN

ConnEstFailReport-r11 ::= 



SEQUENCE {


failedCellId-r11




CellGlobalIdEUTRA,


locationInfo-r11




LocationInfo-r10



OPTIONAL,


measResultFailedCell-r11



SEQUENCE {



rsrpResult-r11






RSRP-Range,



rsrqResult-r11






RSRQ-Range



OPTIONAL


},


measResultNeighCells-r11



SEQUENCE {



measResultListEUTRA-r11



MeasResultList2EUTRA-r9


OPTIONAL,



measResultListUTRA-r11



MeasResultList2UTRA-r9


OPTIONAL,



measResultListGERAN-r11



MeasResultListGERAN



OPTIONAL,



measResultsCDMA2000-r11



MeasResultList2CDMA2000-r9

OPTIONAL


}
OPTIONAL,


numberOfPreamblesSent-r11


NumberOfPreamblesSent-r11,


contentionDetected-r11



BOOLEAN,


maxTxPowerReached-r11



BOOLEAN,


timeSinceFailure-r11



TimeSinceFailure-r11,


measResultListEUTRA-v1130


MeasResultList2EUTRA-v9e0

OPTIONAL,


...

}
NumberOfPreamblesSent-r11::=


INTEGER (1..200)

TimeSinceFailure-r11 ::=



INTEGER (0..172800)
MobilityHistoryInfo-r12 ::=
SEQUENCE (SIZE (1..maxVisitedCells)) OF MobilityCellList-r12
MobilityCellList-r12 ::= SEQUENCE {


visitedCellIdentity-r12



CellGlobalIdEUTRA,

stayDuration-12




INTEGER (0..1023)
}
-- ASN1STOP

	UEInformationResponse field descriptions

	absoluteTimeStamp

Indicates the absolute time when the logged measurement configuration logging is provided, as indicated by E-UTRAN within absoluteTimeInfo.

	carrierFreq

In case the UE includes carrierFreq-v9e0 and/ or carrierFreq-v1090, the UE shall set the corresponding entry of carrierFreq-r9 and/ or carrierFreq-r10 respectively to maxEARFCN.

	connectionFailureType

This field is used to indicate whether the connection failure is due to radio link failure or handover failure.

	contentionDetected

This field is used to indicate that contention was detected for at least one of the transmitted preambles, see TS 36.321 [6]. 

	c-RNTI

This field indicates the C-RNTI used in the PCell upon detecting radio link failure or the C-RNTI used in the source PCell upon handover failure.

	failedCellId

This field is used to indicate the cell in which connection establishment failed.

	failedPCellId

This field is used to indicate the PCell in which RLF is detected or the target PCell of the failed handover.

	maxTxPowerReached

This field is used to indicate whether or not the maximum power level was used for the last transmitted preamble, see TS 36.321 [6].

	measResultFailedCell

This field refers to the last measurement results taken in the cell, where connection establishment failure happened.

	measResultLastServCell

This field refers to the last measurement results taken in the PCell, where radio link failure happened.

	measResultListEUTRA

If measResultListEUTRA-v9e0, measResultListEUTRA-v1090 or measResultListEUTRA-v1130 is included, the UE shall include the same number of entries, and listed in the same order, as in measResultListEUTRA-r9, measResultListEUTRA-r10 and/ or measResultListEUTRA-r11 respectively.

	numberOfPreamblesSent

This field is used to indicate the number of RACH preambles that were transmitted. Corresponds to parameter PREAMBLE_TRANSMISSION_COUNTER in TS 36.321 [6].

	previousPCellId

This field is used to indicate the source PCell of the last handover (source PCell when the last RRC-Connection-Reconfiguration message including mobilityControlInfowas received).

	previousUTRA-CellId

This field is used to indicate the source UTRA cell of the last successful handover to E-UTRAN, when RLF occurred at the target PCell.

	reestablishmentCellId

This field is used to indicate the cell in which the re-establishment attempt was made after connection failure.

	relativeTimeStamp

Indicates the time of logging measurement results, measured relative to the absoluteTimeStamp. Value in seconds.

	rlf-Cause

This field is used to indicate the cause of the last radio link failure that was detected.

	selectedUTRA-CellId

This field is used to indicate the UTRA cell that the UE selects after RLF is detected, while T311 is running.

	stayDuration
This field indicates the duration of stay in the cell in seconds.  If the duration of stay exceeds 1023s, UE shall set it to 1023s.

	tce-Id

Parameter Trace Collection Entity Id: See TS 32.422 [58].

	timeConnFailure

This field is used to indicate the time elapsed since the last HO initialization until connection failure. Actual value = IE value * 100ms. The maximum value 1023 means 102.3s or longer.

	timeSinceFailure

This field is used to indicate the time that elapsed since the connection (establishment) failure. Value in seconds.

	traceRecordingSessionRef

Parameter Trace Recording Session Reference: See TS 32.422 [58].

	visitedCellIdentity
This field is used to indicate an ordered list of last visited E-UTRA cells, with the first entry being the last visited cell and so on.  The list includes cells visited in RRC-Idle and RRC-Connected states.


	*****Next change  ******


6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance

maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI RS processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers

maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMeasId




INTEGER ::= 32

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to

maxObjectId




INTEGER ::= 32

maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies
maxVisitedCells-r12


INTEGER ::= 8
-- Maximum number of visited E-EUTRA cells











-- reported
-- ASN1STOP

NOTE: The value of maxDRB aligns with SA2.

5 Annex B (for information): RAN3 spec on visited cell list

The UE History Information IE contains information about cells that a UE has been served by in active state prior to the target cell. The overall mechanism is described in TS 36.300 [15].

NOTE:
The definition of this IE is aligned with the definition of the UE History Information IE in TS 36.413 [4].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Last Visited Cell List
	
	1 .. <maxnoofCells>
	
	Most recent information is added to the top of this list
	–
	–

	>Last Visited Cell Information
	M
	
	9.2.39
	
	–
	–


	Range bound
	Explanation

	maxnoofCells
	Maximum number of last visited cell information records that can be reported in the IE. Value is 16.


5.1.1 9.2.40
Last Visited E-UTRAN Cell Information

The Last Visited E-UTRAN Cell Information contains information about a cell that is to be used for RRM purposes.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	ECGI

9.2.14
	
	-
	-

	Cell Type
	M
	
	9.2.42
	
	-
	-

	Time UE stayed in Cell
	M
	
	INTEGER (0..4095)
	The duration of the time the UE stayed in the cell in seconds. If the UE stays in a cell more than 4095s, this IE is set to 4095.
	-
	-

	Time UE stayed in Cell Enhanced Granularity
	O
	
	INTEGER (0..40950)
	The duration of the time the UE stayed in the cell in 1/10 seconds. If the UE stays in a cell more than 4095s, this IE is set to 40950.
	YES
	ignore

	HO Cause Value
	O
	
	9.2.6
	The cause for the handover from the E-UTRAN cell.
	YES
	ignore


