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1 Discussion and proposal
The objective of this contribution is to agree on editorial update of the TR with alignment of terminology with other LTE specifications.

Beginning of text proposal
Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

At the 3GPP TSG RAN #61meeting, the Study Item description on "Study on Group Communication for E-UTRA" was approved [2]. This study item covers evaluation of the ability of E-UTRA to fulfil the group communication requirements specified in TR 22.468 [3].
1
Scope

The present document is related to the study item "Study on Group Communication for E-UTRA" [2]. This Technical Report is to study and perform an evaluation of existing E-UTRA procedures to support Group Communication for E-UTRA. The Stage-1 requirements for this study are defined in TS 22.468 [3].

This document is intended to gather all technical outcomes of the study and analysis, and draw a conclusion on way forward.
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3
Definitions, symbols and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

BM-SC
Broadcast/Multicast Service Center
eNB
E-UTRAN NodeB

EPS
Evolved Packet System

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

GCSE
Group Communication System Enabler
GCSE AS
Group Communication System Enabler Application Server
GCSE_LTE
Group Communication System Enabler over Long Term Evolution
HARQ
Hybrid ARQ

LTE
Long Term Evolution

MBMS
Multimedia Broadcast Multicast Service

MBMS-GW
MBMS Gate Way
MBMS SAI
MBMS Service Area Identity
MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MCCH
Multicast Control Channel

MCE
Multi-cell/multicast Coordination Entity

MCH
Multicast Channel

MME
Mobility Management Entity

MSI
MCH Scheduling Information

MSP
MCH Scheduling Period

MTCH
Multicast Traffic Channel

P-GW
PDN Gateway

PCRF
Policy and Charging Rule Function
PoC
Push to talk Over Cellular

PRACH
Physical Random Access Channel

PTT
Push To Talk
QCI
QoS Class Identifier

QoS
Quality of Service

RRC
Radio Resource Control

RRC
Radio Resource Control

S-GW
Serving Gateway

SIB
System Information Block

SIP
Session Initiated Protocol
TETRA
Trans European Trunked RAdio
TMGI
Temporary Mobile Group Identity
UE
User Equipment

USD
User Service Description
VoIP
Voice over IP, 
4
Focus group communication requirements for evaluation of E-UTRA
The Stage-1 requirements for the evaluation of E-UTRA procedures for group communication are defined in 3GPP TS 22.468 [3]. The following requirements are taken from the group communication requirements specified in 3GPP TS 22.468 [3] and identified as directly applicable to the study.
-
A user can be a member of more than one group and communicates to several groups at the same time in parallel; section 4.1 of 3GPP TS 22.468 [3].

-
The group communication procedure should support the following performance requirements, section 5.1.2 of 3GPP TS 22.468 [3].

-
End to end setup time for group communication should be less than or equals to 300ms.The end-to-end setup time is defined as the time between when a group member initiates a group communication request on a UE and the point when this group member can start sending a voice or data communication. It is also assumed that there is no acknowledgement from receiver group members before it is allowed to proceed with the communication.
-
Time to join an ongoing group communication to the time it receives the group communication should be less than or equal to 300ms. The time for joining an ongoing group communication is defined as the time from when a UE requests to join an ongoing group communication to the time that it receives the group communication.
NOTE:
The 300ms indicated in the preceding requirements is based on requirements from ETSI ETR 086 [4] for legacy TETRA mission critical voice systems. It is understood that these requirements are particularly important for half duplex voice communication and other data that is delay sensitive. These requirements may not be met in some cases where the data is delay insensitive e.g., a large document and/or where the type of Group Communication requires acknowledgement(s) from Receiver Group Members before it is allowed to proceed.
-
End to end delay for media transport should be less than 150ms. The end to end delay for media transport is assumed to be the time required for the transmission of data from transmitting group member to the receiving group member.  
-
The evaluation in E-UTRAN should take into account the scalability support of the group communication taking into account that the number of receiver group members in any area may be as large as [value; FFS] and the future extension flexibility of number of group communications supported in parallel, section 5.1.5 of 3GPP TS 22.468 [3].

-
Service continuity shall be supported when the participating UEs moving among cells during group communication, section 5.1.3 of 3GPP TS 22.468 [3]

-
The evaluation should take into account radio efficiency in support of data distribution for group communication, section 5.1.4 of 3GPP TS 22.468 [3].

-
The evaluation should take into account the different priority level of group communications and support of pre-emption of lower priority communication (ie: group communications and non-group communications), section 5.3.4 of 3GPP TS 22.468 [3].

5
Evaluation of E-UTRA procedures for group communication

5.1
Group communication using unicast bearers 

5.1.1
Latency Analysis

5.1.1.1
End to end setup time 

End to end setup time requirement assumes that there is no acknowledgement from receiver group members before it is allowed to proceed with the communication. The end to end setup time requirement can be understood as a time for the establishment of the transmission path between the Transmitting Group Member UE and the GCSE AS.
The end to end setup time for a RRC_IDLE UE requesting a group communication setup is analysed below. Figure 5.1.1.1-1 shows the signalling flow involved in RRC_IDLE UE requesting a group communication setup. It is assumed that the UE registration to the group communication application server is kept while in RRC_IDLE.
The end-to-end setup time involves the time spent in step 1) to step 9).
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Figure 5.1.1.1-1: An example procedure for RRC_IDLE UE establishing a group communication using 3GPP bearer setup for establishment of dedicated bearer for VoIP.
Table 5.1.1.1-1: End to end setup time calculation for group communication over unicast bearer

	Descriptions 
	Time (ms)
	Comments

	RRC_IDLE to RRC_CONNECTED 
	50 -80
	Section 16.2 of 3GPP TR 36.912 [6]

	Time from PTT floor request to floor grant
	55
	Out of RAN WG2 scope, the figure is shown as an example representative of the procedure.

	Dedicated bearer for VoIP establishment by the Transmitting Group Member UE
	115 
	Assume dedicated bearer for VoIP is established using IMS. it is assumed 10ms for radio interface delay, 5ms for network interface delay ad 5ms for processing delay in the calculation 

	Begin establishment of VoIP bearers for the Receiving Group Member UEs 
	0
	It is assumed bearers are pre-established for receiving group members. If the bearers are established for receiving group members, that could be assumed to be established in parallel to the establishment of the VoIP bearer for the transmitting UE, hence not contributing to the end to end setup time.

	End to end setup time
	220 – 250
	Total time satisfies the end to end setup time requirement


The analysis assumed that the transmitting UE is in RRC_IDLE prior to the transmission of group communication setup (i.e. floor request). The UE first gains connection to the network. A dedicated bearer is established for VoIP upon the group communication setup request. The estimated end to end setup time is 220 to 250ms. The upper value is resulted due to the RRC connection setup procedure as per Rel.8 with 5ms PRACH cycle 3GPP TR 36.912 [6]. The end-to-end setup delay is less than 300ms which is the end to end setup requirement for strict latency traffic such as VoIP used in group communication. 

5.1.1.2
Time for joining an ongoing group communication
The time for joining an ongoing group communication requirement is on a user joining an ongoing group communication for receiving the group communication. The signalling step involves the user request for the group communication joining and the establishment of bearer in downlink for data reception. An example signalling flow  is shown in Figure 5.1.1.2-1. It is assumed that the user has already performed the registration to the group communication application server and obtained the necessary application layer security authentication. The time for joining an ongoing group communication is calculated for the UE connecting from RRC_IDLE.
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Figure 5.1.1.2-1: An example procedure for receiving group member joining an ongoing group communication

The user joining an ongoing group communication has similar number of signalling steps to that of the Transmitting Group Member UE requesting a grant for transmitting data. The time to join an ongoing group communication calculation is shown in Table 5.1.1.2-1.

Table 5.1.1.2-1: Calculation of time to join an ingoing group communication

	Descriptions
	Time (ms)
	Comments

	RRC_IDLE to RRC_CONNECTED
	50 -80
	Section 16.2 of TR 36.912

	Time from service request to grant
	55
	

	Dedicated bearer for VoIP establishment
	115 
	Assume dedicated bearer for VoIP is established using IMS. it is assumed 10ms for radio interface delay, 5ms for network interface delay ad 5ms for processing delay in the calculation 

	Time for joining an ongoing communication
	220 – 250
	Total time satisfies the requirement for joining an ongoing communication


Similar to the discussion for "end-to-end setup time requirement", under the assumption that the user has already registered and obtained the application layer security, the time to join an ongoing group communication can be met.

5.1.1.3
End to end delay for media transport
User plane delay for data transmission over the radio interface is considered to be less than 5ms in LTE. Less than 5ms is achieved under the assumption of 10% of HARQ BLER (3GPP TR 36.912, [6]). If the media is delivered with QCI 1 bearers, PDB of 100ms applies. Therefore 150ms end to end delay for media transport can be achieved for delay strict group communication applications.
Editor’s note:
Further description for the end to end delay for media transport analysis can be included.
In conclusion:

1)
The end to end setup delay requirement (300ms) for group communication via a unicast  bearer can be met using E-UTRA procedures without a pre-established radio bearer for data transmission and also for RRC_IDLE UEs establishing the group communication setup.

2)
The time to join an ongoing group communication requirement (300 ms) can be met using E-UTRA procedures without a pre-established radio bearer and also for UEs in RRC_IDLE.  It is however assumed that user is already registered with the group communication  application server and obtained the application layer security authentication.
3)
End to end delay for media transport requirement (150ms) can be met using E-UTRA unicast bearer for media transmission.
4)
If GBR bearers are kept established during long idle periods of the PTT service other GBR bearers (e.g. commercial Voice) may be rejected by the call admission control at the eNB.
FFS: Whether PTT Voice needs to be carried on a GBR bearer if not, whether the offered QoS of default bearer is acceptable for delivery of PTT voice for the short period of time over the default bearer.
5.2
Group communication using MBMS
5.2.1
Latency Analysis

5.2.1.1
Use of pre-established MBMS Point to Multipoint Radio Bearer (MRB)
Figure 5.2.1.1-1 shows an example procedure of group call over pre-configured MRB. The group members are provided with the group IDs to TMGI mapping information at the registration to the application server if the multicast delivery is supported. The service information together with the corresponding TMGI for the service can be provided to the user together with the application layer information.
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Figure 0.1-1 Group Communication over pre-configured MRB
1)
`Group is managed by GCSE AS. GCSE AS requests BM-SC to assign TMGI to the group.

2)
The MRB corresponding to the TMGI is pre-established.

3)
UE downloads User Service Description (USD) for the corresponding service.
4)
The UE establishes QCI=5 EPS bearer for GCSE signaling and registers to the GCSE AS over the EPS bearer. When the UE registers with the GCSE AS, the UE reports its capability and indicates if it is within MBMS coverage. UE may also register to BM-SC for security keys.
5)
The group call session is established in advance. This step is similar to the session establishment procedure of Push to talk Over Cellular (PoC). The unicast EPS bearer is established for future sending and/or receiving (in case of MRB is not available) of group communication. UE activities MBMS reception by reading SIB2, SIB13, SIB15 and MCCH.

6)
When a UE presses PTT button, the UE performs service request procedure to enter RRC_CONNECTED if the UE is in RRC_IDLE. 

7)
The originating UE sends Floor Request to GCSE AS.
GCSE AS knows whether MRB is available from UEs’ location and capability information from step 4. GCSE AS sends Talker Identity to UEs in the same bearer as media, i.e. pre-configured MRB (if available) and/or unicast bearer (for UEs not in MBMS coverage).
The UEs in MBMS coverage monitor MBMS Scheduling Information (MSI) on Multicast Channel (MCH) at the beginning of each MBMS Scheduling Period (MSP). The shortest MSP is 80ms in current standard. So, the average user plane delay on MBMS air interface can be as short as 40ms.
When UE detects scheduling information for the MTCH of the group, UE tunes to the MTCH to receive the Talker Identity message and the following media.

8)
The GCSE AS sends Floor Grant to the originating UE. It is up to GCSE AS implementation on the timing of sending Floor Grant. Ideally, the Talker Identity message and the first media packet should be sent by eNB in the same MSP. Otherwise, after Talker Identity is delivered, one more MSP delay is needed for media transmission.
9)
UE sends media to GCSE AS. GCSE AS forwards the media to the MRB and/or the unicast bearer(s).

5.2.1.1.1
End to end setup time
End to end setup time requirement assumes that there is no acknowledgement from receiver group members before it is allowed to proceed with the communication. The end to end setup time requirement can be understood as a time for the establishment of the transmission path between the transmitting group member UE and the GCSE_AS. Unicast bearer is used for the transmission path from the transmitting group member UE to the GCSE_AS. Therefore, end to end setup time calculation as shown in section 5.1.1.1 also applies when use of pre-established MRB for the delivery of media to the receiving group members.
5.2.1.1.2
Time for joining an ongoing group communication
Editor’s note:
Analysis of time for joining group call delivered via MRB to be included here.

5.2.1.1.3
End to end delay for media transport
The end to end delay for media transport defines the end to end delay for media transport including the processing and scheduling time taken at the network nodes. Therefore the requirement is directly link to the MCH Scheduling Period (MSP) when MBMS is used as the transport delivery mechanism. An estimation of the end to end delay for media transport for Group Communications over MRB is shown in Table 5.2.1.1.3-1.

Table 5.2.1.1.3-1 User plane delay estimation
	Description
	Time (ms)
	Comments

	Talker UE ( eNB
	10
	Reference: Annex B.2 of 3GPP TR 36.912 [6]

	eNB(SGW/PGW(GCSE_AS(BM-SC
	20
	Backhaul transmission

	BM-SC ( eNB
	40
	Assumes SYNC sequence length = 40ms = MSP/2. The eNB processing time and M1 delay are captured into the 40ms.

	MSP (Read MSI)
	80
	MSP = 80ms

	eNB ( Receiving UEs
	10
	Receiving and processing

	Total
	160
	Meets the SA1 user plane delay requirement


5.2.1.2
Use of unicast bearer for data transmission to Receiving Group Members while establishing MRB
In order to minimise the end to end setup time for group communication, unicast bearer can be used for data transmission upon start of the group call. In this solution, E-UTRAN establishes an MRB for the data transmission as soon as the number of participating UEs exceeds a certain threshold. In this solution, the following steps can be considered:

-
E-UTRAN may broadcast MBMS SAIs to inform the UE about the service areas

-
Needed only if for some services the service area is smaller than the SIB13 area and we want to a) avoid the establishment of unicast bearer for data transmission , b) support interest indication (assuming UE engaged with group call is in connected)
-
Upon start of the group call, UEs are notified using application layer procedures
-
While in service area and session is ongoing and enter connected mode
-
All eNBs in the service area are informed about the start of the group call
-
For each group call a service area is configured (e.g. using O&M) covering the region of the incident

-
The eNBs will perform periodic counting to determine if the number of UEs is exceeding a threshold so that MBMS transmission should be used.
-
While the service is ongoing (based on application layer info), the UE is in the service area and the service (TMGI) is not indicated on MCCH, the service is transmitted to the UE over unicast bearer.
-
Somewhat after session start, the eNB starts periodic counting. In case the number of UEs exceeds the threshold, it starts employing MBSFN transmission.
6
Identified technical issues (if any)

7
Conclusions
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