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7.6
Dual Connectivity

In DC, the configured set of serving cells for a UE consists of two subsets: the Master Cell Group (MCG) containing the serving cells of the MeNB, and the Secondary Cell Group (SCG) containing the serving cells of the SeNB.

When a UE is configured with CA in the MCG, the same principles as described in subclause 7.5 apply to MCG.
For SCG, the following principles are applied:

-
At least one cell in SCG has a configured UL CC and one of them, named PSCell, is configured with PUCCH resources;
-
When SCG is configured, there is always at least one SCG bearer or one Split bearer;

-
Upon detection of a physical layer problem or a random access problem on PSCell, or the maximum number of RLC retransmissions has been reached associated with the SCG, or upon detection of an access problem on PSCell (T307 expiry) during SCG change:

-
RRC connection Re-establishment procedure is not triggered;

-
All UL transmissions towards all cells of the SCG are stopped;
-
MeNB is informed by the UE of SCG failure type.

-
For split bearer, the DL data transfer over the MeNB is maintained.

-
Only the RLC AM bearer can be configured for the split bearer;
-
Like PCell, PSCell cannot be de-activated (see subclause 11.2);
-
PSCell can only be changed with SCG change (i.e. with security key change and RACH procedure);

-
Neither direct bearer type change between Split bearer and SCG bearer nor simultaneous configuration of SCG and Split bearer are supported.
With respect to the interaction between MeNB and SeNB, the following principles are applied:

-
The MeNB maintains the RRM measurement configuration of the UE and may, e.g, based on received measurement reports or traffic conditions or bearer types, decide to ask a SeNB to provide additional resources (serving cells) for a UE. 

-
Upon receiving the request from the MeNB, a SeNB may create the container that will result in the configuration of additional serving cells for the UE (or decide that it has no resource available to do so).

-
For UE capability coordination, the MeNB provides (part of) the AS configuration and the UE capabilities to the SeNB.

-
The MeNB and the SeNB exchange information about UE configuration by means of RRC containers (inter-node messages) carried in X2 messages.

-
The SeNB may initiate a reconfiguration of its existing serving cells (e.g., PUCCH towards the SeNB).

-
The SeNB decides which cell is the PSCell within the SCG.

-
The MeNB does not change the content of the RRC configuration provided by the SeNB.
-
In the case of the SCG addition and SCG SCell addition, the MeNB may provide the latest measurement results for the SCG cell(s).
-
Both MeNB and SeNB know the SFN and subframe offset of each other by OAM, e.g., for the purpose of DRX alignment and identification of measurement gap.
When adding a new SCG SCell, dedicated RRC signalling is used for sending all required system information of the cell as for CA described in sub-clause 7.5, except for the SFN acquired from MIB of the PSCell of SCG.
	Next change


10.1.2.3.4
User data forwarding for Dual Connectivity
Upon DC specific activities user data forwarding may be performed for E-RABs configured with the SCG bearer option　or with the split bearer option. The behaviour of the eNB from which data is forwarded is the same as specified for the "source eNB" for handover, the behaviour of the eNB to which data is forwarded is the same as specified for the "target eNB" for handover. If data forwarding for split bearer option is applied, the PDCP PDUs which are not acknowledged by the UE are forwarded from the SeNB to the MeNB in the course of procedures involving the release of the SCG part of the split bearer (e.g., SeNB Modification, SeNB Release, Change of SeNB).
	Next change


10.1.2.8.2
SeNB Modification




The SeNB Modification procedure may be initiated either by the MeNB or by the SeNB and be used to modify, establish or release bearer contexts, to transfer bearer contexts to and from the SeNB or to modify other properties of the UE context within the same SeNB.

SeNB modification procedure does not necessarily need to involve signaling towards the UE.
MeNB initiated SeNB Modification
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Figure 10.1.2.8.2-1: SeNB Modification procedure - MeNB initiated
The MeNB uses the procedure to initiate the addition or release of SCG SCells, SCG bearer(s) and the SCG part of split bearer(s) and to trigger PSCell change involving PSCell release. The SeNB may reject the request, except if it concerns the release of SCG cells, of SCG bearer(s) or the SCG part of split bearer(s). Figure 10.1.2.8.2-1 shows an example signaling flow for a MeNB initiated SeNB Modification procedure that includes

1. The MeNB sends the SeNB Modification Request message, which may contain bearer context related or other UE context related information, data forwarding address information (if applicable) and SCG-ConfigInfo which contains the MCG configuration and the entire UE capabilities for UE capability coordination to be used as basis for the reconfiguration by the SeNB. In case of SCG SCell addition request, the MeNB can provide the latest measurement results for the SCG cell(s) requested to be added and SCG serving cell(s). In case of SCG Change, SCG Change Indication is included.
NOTE:
MeNB may request the establishment or release of SCG or Split bearer while not reconfiguration to MCG bearer, which can be performed without SCG change.
2.
The SeNB responds with the SeNB Modification Request Acknowledge message, which may contain radio configuration information within SCG-Config message and data forwarding address information (if applicable).
3/4.
The MeNB initiates the RRC connection reconfiguration procedure. The UE applies the new configuration and replies with RRCConnectionReconfigurationComplete. In case the UE is unable to comply with (part of) the configuration included in the RRCConnectionReconfiguration message, it performs the reconfiguration failure procedure.
5.
Upon successful completion of the reconfiguration, the success of the procedure is indicated in the SeNB Reconfiguration Complete message.
6.
If instructed, the UE performs synchronisation towards the cell of the SeNB as described in SeNB addition procedure. Otherwise, the UE may perform UL transmission after having applied the new configuration.

If the bearer context at the SeNB is configured with the SCG bearer option and, if applicable

7/8.
Data forwarding between MeNB and the SeNB takes place. (Figure 10.1.2.8.2-1 depicts the case where a bearer context is transferred from the MeNB to the SeNB.)

9.
If applicable, a path update is performed.
SeNB initiated SeNB Modification
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Figure 10.1.2.8.2-2: SeNB Modification procedure - SeNB initiated
The SeNB uses the procedure to perform configuration changes of the SCG within the same SeNB, e.g., to trigger release of SCG SCell(s) (other than PSCell), SCG bearer(s) and the SCG part of split bearer(s) (upon which the MeNB may release the bearer or reconfigure it to an MCG bearer), and to trigger PSCell change.
 The MeNB cannot reject the release request of SCG SCells (other than PSCell), SCG bearer and the SCG part of split bearer. SeNB cannot initiate SCG SCell addition except for the case of SI update of SCG SCell. Figure 10.1.2.8.2-2 shows an example signaling flow for a SeNB initiated SeNB Modification procedure.

1.
The SeNB sends the SeNB Modification Required message, which may contain bearer context related, other UE context related information and SCG-Config which contains the new radio resource configuration of SCG. For bearer release or modification a corresponding E-RAB list is included in the SeNB Modification Required message. In case of SCG Change, SCG Change Indication together with SCG-Config is included. In case of release of bearer served by SeNB, SCG-Config is not included.

The SeNB can decide whether the 
Random Access procedure is required, i.e., SCG change.
2./3.
If data forwarding and/or SeNB security key change needs to be applied, the MeNB triggers the preparation of the MeNB initiated SeNB Modification procedure and provides forwarding address and/or a new SeNB security key information within the SeNB Modification Request message, respectively. If the SeNB requested to release a bearer in step 1, and the MeNB decides to reconfigure it to an MCG bearer, the MeNB provides the SCG Change Indication within the SeNB Modification Request message and the SeNB provides respective RRC information in the SCG-Configuration within the SeNB Modification Request Acknowledgement message.

NOTE:
If only forwarding addresses and/or SeNB security key are provided in step 2, the MeNB does not need to wait for the reception of step 3 to initiate the RRC connection reconfiguration procedure.
4.
If MeNB accepts the SeNB request, the MeNB sends the RRCConnectionReconfiguration message to the UE including the new radio resource configuration of SCG according to the SCG-Config.
5.
The UE applies the new configuration and replies the RRCConnectionReconfigurationComplete message. In case the UE is unable to comply with (part of) the configuration included in the RRCConnectionReconfiguration message, it performs the reconfiguration failure procedure.
6.
Upon successful completion of the reconfiguration, the success of the procedure related to SCG-Config is indicated in the SeNB Modification Confirm message.
7.
If instructed, the UE performs synchronisation towards the cell of the SeNB as described in SeNB addition procedure. Otherwise, the UE may perform UL transmission after having applied the new configuration.

8/9.
Data forwarding between MeNB and the SeNB takes place. (Figure 10.1.2.8. 2-1 depicts the case where a bearer context is transferred from the SeNB to the MeNB.)
10.
If applicable, a path update is performed.
	Next change


10.1.2.8.4
Change of SeNB


The change of SeNB is initiated by MeNB and used to transfer a UE context from a source SeNB to a target SeNB and to change the SCG configuration in UE from one SeNB to another.
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Figure 10.1.2.8.4-1: Change of SeNB
Figure 10.1.2.8.4-1 shows an example signaling flow for the Change of SeNB:

1/2.
The MeNB initiates the change of SeNB by requesting the target SeNB to allocate resources for the UE by means of the SeNB Addition Preparation procedure. MeNB includes the SCG configuration of the old SeNB in the SeNB Addition Request. If forwarding is needed, the target SeNB provides forwarding addresses to the MeNB.

3.
If the allocation of target SeNB resources was successful, the MeNB initiates the release of the source SeNB resources towards the UE and Source SeNB. If data forwarding is needed the MeNB provides data forwarding addresses to the source SeNB. Either direct data forwarding or indirect data forwarding is used for SCG bearer. Only indirect data forwarding is used for Split bearer. Reception of the SeNB Release Request message triggers the source SeNB to stop providing user data to the UE and, if applicable, to start data forwarding.
4/5.
The MeNB triggers the UE to apply the new configuration. MeNB indicates in the RRCConnectionReconfiguration message towards the UE. In case the UE is unable to comply with (part of) the configuration included in the RRCConnectionReconfiguration message, it performs the reconfiguration failure procedure.
6.
If the RRC connection reconfiguration procedure was successful, the MeNB informs the target SeNB.
7.
The UE synchronizes to the target SeNB.

8/9.
Data forwarding from the source SeNB takes place for E-RABs configured with the SCG bearer option. It may be initiated as early as the source SeNB receives the SeNB Release Request message from the MeNB.

10-14.
If one of the bearer contexts was configured with the SCG bearer option at the source SeNB, path update is triggered by the MeNB.
15.
Upon reception of the UE CONTEXT RELEASE message, the S-SeNB can release radio and C-plane related resource associated to the UE context. Any ongoing data forwarding may continue.
	Next change


10.1.2.8.6
SCG change

"SCG change" refers to a synchronous SCG reconfiguration procedure towards the UE involving random access on PSCell. This procedure is used to establish SCG, and can be used to reconfigure the SCG configuration. During SCG change, MAC configured for SCG is reset and RLC configured for SCG is re-established regardless of the bearer type(s) established on SCG. For SCG bearer, PDCP configured for SCG is re-established. In case of reconfiguration from split to MCG bearer, RLC configured for SCG is released. During SCG change, S-KeNB key is refreshed. To perform SCG change within the same SeNB, the SeNB Modification procedure as described in section 10.1.2.8.2 is used and in this case, the path switch and data forwarding for DRB on SCG may be suppressed. To perform SCG change between different SeNBs, the change of SeNB as described in section 10.1.2.8.4 is used.
	End of change


_1478142384.vsd
UE


MeNB


SeNB


S-GW


MME


1. SeNB Modification Request (carry SCG-ConfigInfo)


2. SeNB Modification Request Acknowledge  (carry SCG-Config)


3. RRCConnectionReconfiguration


6. Random Access Procedure


4. RRCConnectionReconfigurationComplete


5. SeNB Reconfiguration Complete


7. SNStatus Transfer


8. Data Forwarding


9. Path Update procedure



_1478143457.vsd
UE


MeNB


SeNB


S-GW


MME


1. SeNB Modification Required (include SCG-Config)


4. RRCConnectionReconfiguration


7. Random Access Procedure


5. RRCConnectionReconfigurationComplete


6. SeNB Modification Confirm


8. SNStatus Transfer


9. Data Forwarding


10. Path Update procedure


3. SeNB Modification Request Acknowledge


2. SeNB Modification Request


For providing of Forwarding addresses, SeNB security key, SCG Change indication



_1466929579.vsd
UE


MeNB


S-SeNB


S-GW


MME


10. E-RAB Modification Indication


14. E-RAB Modification Confirmation


11. Bearer Modification


12. End Marker Packet


13. New Path


8a. SNStatus Transfer


9. Data Forwarding


3. SeNB Release Request


T-SeNB


1. SeNB Addition Request


2. SeNB Addition Request Acknowledge


4. RRCConnectionReconfiguration


5. RRCConnectionReconfigurationComplete


6. SeNB Reconfiguration Complete


7. Random Access Procedure


8b. SN Status Transfer


15. UE Context Release



