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<Start of Changes>
22A.3.1
LWIP Operation

22A.3.1.1
LWIP Tunnel Setup and Data Bearer Configuration

Figure 22A.3.1.1-1 shows the procedure of configuring a data bearer to be transported over the LWIP tunnel.
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Figure 22A.3.1.1-1: LWIP Tunnel for data bearer setup procedure
1.
The eNB configures the UE to perform WLAN measurements for LWIP operation.

2.
The UE applies the new configuration and replies with RRCConnectionReconfigurationComplete message.

3.
UE sends WLAN measurements to the eNB.

3a.
The eNB sends the LWIP Addition Request message to request the LWIP-SeGW to allocate resources for a specific UE, including security material.

3b.
If the LWIP-SeGW is able to admit the tunnel request, it responds with the LWIP Addition Request Acknowledge message.

4.
The eNB sends the RRCConnectionReconfiguration message to the UE including the WLAN mobility set and the necessary parameters to establish IPSec tunnel over WLAN and may, configure data bearers to utilise the IPsec tunnel.

5.
The UE applies the new configuration and replies with RRCConnectionReconfigurationComplete message.

6.
UE associates with WLAN in consideration of the mobility set, if not already associated.

7.
UE sends confirmation of the WLAN association to the eNB.



The UE uses the parameters in the new radio resource configuration to setup the IPsec tunnel with the LWIP-SeGW to complete the establishment of the LWIP tunnel with the eNB over the WLAN access. eNB may add or remove data bearers to utilise the LWIP tunnel at any time after the establishment of the LWIP tunnel by sending the RRCConnectionReconfiguration message to the UE.
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