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Attachments:


1. Overall Description:

RAN2 has been discussing how the UE in RRC_IDLE or RRC_INACTIVE can request on-demand SIB(s). The key issue is whether Msg.1 or Msg.3 should be used for the UE to request the SIB(s). For the Msg.1 based request, one potential approach discussed in RAN2 is to introduce an RA preamble format for which a bitmap is inserted right after the preamble sequence as illustrated in Figure 1 below. The bitmap is used for the UE to indicate the SIB(s) requested for the gNB to provide.
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Figure 1:
An example of RA preamble format for on-demand SI request
As the feasibility of this RA preamble format falls into the realm of RAN1, RAN2 would like to consult RAN1 on it. If it turns out to be feasible, RAN2 would like to know the recommended bitmap length to be included in the new format.

2. Actions:

To RAN1 group.

ACTION: 
RAN2 respectfully would like to consult RAN1 on the feasibility of an RA preamble format for on-demand SI request. If it turns out to be feasible, RAN2 would also like to know the recommended bitmap length to be included in the new format. 
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting NR Ad-hoc
27th – 29th June 2017
Qingdao, China.
TSG-RAN WG2 Meeting #99 
21th – 25th August 2017
Berlin, Germany.
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