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1. Overall Description:
RAN2 has discussed the time to activate and deactivate the secondary cells. RAN2 concluded that the gNB can indicate the activation state (deactivated or activated) of an SCell at its configuration.

From a RAN2 perspective it is beneficial to minimize the time needed for activation, as this improves the throughput. Given the general improvements in processing time for NR compared to LTE, RAN2 assumes it should be possible to decrease the time needed to activate an SCell in NR. 

From a RAN2 perspective it is beneficial to minimize the time needed for deactivation, as this improves the energy consumption in the UE and also enables the network to more quickly activate the SCell again, should the need arise. Given the general improvements in processing time for NR compared to LTE, RAN2 assumes it should be possible to decrease the time needed to deactivate an SCell in NR.

RAN2 therefore asks RAN4 to study the delay needed to activate and deactivate an SCell and take the improvements in processing time for NR into account in trying to minimize these delays.


2. Actions:
To RAN4 group.
ACTION: 	RAN2 asks RAN4 to study the delay needed to activate and deactivate an SCell and take the general improvements in processing time for NR into account in trying to minimize these delays. 

3. Date of Next RAN2 Meetings:
RAN2#100	27 Nov – 1 Dec 2017	Reno, Nevada, USA
RAN2 NR Adhoc	22 – 26 Jan 2018	US
