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<Start of Changes>
6.3.5
Measurement information elements

–
AllowedMeasBandwidth
The IE AllowedMeasBandwidth is used to indicate the maximum allowed measurement bandwidth on a carrier frequency as defined by the parameter Transmission Bandwidth Configuration "NRB" TS 36.104 [47]. The values mbw6, mbw15, mbw25, mbw50, mbw75, mbw100 indicate 6, 15, 25, 50, 75 and 100 resource blocks respectively.

AllowedMeasBandwidth information element

-- ASN1START

AllowedMeasBandwidth ::=



ENUMERATED {mbw6, mbw15, mbw25, mbw50, mbw75, mbw100}

-- ASN1STOP

–
CSI-RSRP-Range
The IE CSI-RSRP-Range specifies the value range used in CSI-RSRP measurements and thresholds. Integer value for CSI-RSRP measurements according to mapping table in TS 36.133 [16].

CSI-RSRP-Range information element

-- ASN1START

CSI-RSRP-Range-r12 ::=





INTEGER(0..97)

-- ASN1STOP

–
Hysteresis
The IE Hysteresis is a parameter used within the entry and leave condition of an event triggered reporting condition. The actual value is field value * 0.5 dB.
Hysteresis information element

-- ASN1START

Hysteresis ::=






INTEGER (0..30)

-- ASN1STOP

–
LocationInfo
The IE LocationInfo is used to transfer detailed location information available at the UE to correlate measurements and UE position information.
LocationInfo information element

-- ASN1START

LocationInfo-r10 ::=
SEQUENCE {


locationCoordinates-r10




CHOICE {



ellipsoid-Point-r10





OCTET STRING,



ellipsoidPointWithAltitude-r10


OCTET STRING,


...,



ellipsoidPointWithUncertaintyCircle-r11




OCTET STRING,



ellipsoidPointWithUncertaintyEllipse-r11



OCTET STRING,



ellipsoidPointWithAltitudeAndUncertaintyEllipsoid-r11
OCTET STRING,



ellipsoidArc-r11


 






OCTET STRING,



polygon-r11











OCTET STRING

},


horizontalVelocity-r10




OCTET STRING



OPTIONAL,


gnss-TOD-msec-r10





OCTET STRING



OPTIONAL,


...

}

-- ASN1STOP

	LocationInfo field descriptions

	ellipsoidArc
Parameter EllipsoidArc defined in TS36.355 [54]. The first/leftmost bit of the first octet contains the most significant bit.

	ellipsoid-Point
Parameter Ellipsoid-Point defined in TS36.355 [54]. The first/leftmost bit of the first octet contains the most significant bit.

	ellipsoidPointWithAltitude

Parameter EllipsoidPointWithAltitude defined in TS36.355 [54]. The first/leftmost bit of the first octet contains the most significant bit.

	ellipsoidPointWithAltitudeAndUncertaintyEllipsoid 

Parameter EllipsoidPointWithAltitudeAndUncertaintyEllipsoid defined in TS36.355 [54]. The first/leftmost bit of the first octet contains the most significant bit.

	ellipsoidPointWithUncertaintyCircle
Parameter Ellipsoid-PointWithUncertaintyCircle defined in TS36.355 [54]. The first/leftmost bit of the first octet contains the most significant bit.

	ellipsoidPointWithUncertaintyEllipse
Parameter EllipsoidPointWithUncertaintyEllipse defined in TS36.355 [54]. The first/leftmost bit of the first octet contains the most significant bit.

	gnss-TOD-msec

Parameter Gnss-TOD-msec defined in TS36.355 [54]. The first/leftmost bit of the first octet contains the most significant bit.

	horizontalVelocity

Parameter HorizontalVelocity defined in TS36.355 [54]. The first/leftmost bit of the first octet contains the most significant bit.

	polygon

Parameter Polygon defined in TS36.355 [54]. The first/leftmost bit of the first octet contains the most significant bit.


–
MBSFN-RSRQ-Range
The IE MBSFN-RSRQ-Range specifies the value range used in MBSFN RSRQ measurements. Integer value for MBSFN RSRQ measurements is according to mapping table for the subcarrier spacing used in the MBSFN transmission in TS 36.133 [16].
MBSFN-RSRQ-Range information element

-- ASN1START

MBSFN-RSRQ-Range-r12 ::=



INTEGER(0..31)
-- ASN1STOP

<skipped unchanged parts>
–
RSRP-Range
The IE RSRP-Range specifies the value range used in RSRP measurements and thresholds. Integer value for RSRP measurements is according to mapping table and, for MBSFN RSRP measurements, according to mapping table for subcarrier spacing used in the MBSFN transmission in TS 36.133 [16]. A given field using RSRP-Range-v1360 shall only be signalled if the corresponding original field (using RSRP-Range i.e. without suffix) is set to value 0.

RSRP-Range information element

-- ASN1START

RSRP-Range ::=





INTEGER(0..97)

RSRP-Range-v1360 ::=




INTEGER(-17..-1)

RSRP-RangeSL-r12 ::=



INTEGER(0..13)

RSRP-RangeSL2-r12 ::=



INTEGER(0..7)

RSRP-RangeSL3-r12 ::=



INTEGER(0..11)

RSRP-RangeSL4-r13 ::=



INTEGER(0..49)

-- ASN1STOP

<End of Changes>
