
3GPP TSG RAN WG2 Meeting #99bis		  R2-1711622 
Prague, Czech Republic, 09-13th Oct 2017


[bookmark: _GoBack]Title:	[Draft] LS on AS security algorithms for EN-DC capable eNB
Release:	Rel-15
Work Item:	NR_newRAT

Source:	RAN WG2
To:	SA3


Contact Person:	
Name:	Keiichi Kubota
E-mail Address:	keiichik at qti dot qualcomm dot com



1. Overall Description:


RAN2 has discussed the security algorithms to be adopted for EN-DC capable. Please note that for Rel-15 EN-DC capable eNB,  RAN2 agreed to adopt either LTE-PDCP or NR-PDCP protocol for DRBs anchored at MeNB. This means that the eNB would support two PDCP versions, LTE PDCP and NR PDCP. RAN2 recommends the following aspects to be adopted for EN-DC: 


1. AS security algorithms are associated with the RAT as they are closely related to the RRC signalling and HW implementation for the RAT on the network side
2. AS security algorithms can be independent of the PDCP version (i.e. NR PDCP or LTE PDCP).
3. Adopt LTE AS security algorithms (i.e. EEAs and EIAs as currently used in EPS) for EN-DC capable eNB independent of PDCP version.


RAN2  would like to get SA3’s feedback on the above recommendations. 


2. Actions:
To SA3 group
ACTION:      RAN2 kindly asks SA3 to provide feedback on recommendations 1, 2, 3, 5  above

3. Date of Next TSG-RAN2 Meetings:
TSG RAN2 Meeting #100 	Nov 27th  – Dec 1st   2017,	Reno, USA
TSG RAN2 Meeting NR Ad-Hoc	Jan 22 - 26  2018,		USA

