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=====================================================CHANGE BEGIN============================================================
[bookmark: _Toc60777079][bookmark: _Toc90650951]6.2.1	General message structure
[bookmark: _Toc60777080][bookmark: _Toc90650952]–	NR-RRC-Definitions
This ASN.1 segment is the start of the NR RRC PDU definitions.
-- ASN1START
-- TAG-NR-RRC-DEFINITIONS-START

NR-RRC-Definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
[bookmark: _Hlk99920787]
IMPORTS
    BandCombinationParametersSidelinkNR-r16
FROM PC5-RRC-Definitions;

-- Editor’s Note: TBD during ASN.1 review whether/how to avoid IMPORTS to NR-RRC-Definitions

-- TAG-NR-RRC-DEFINITIONS-STOP
-- ASN1STOP

=====================================================NEXT CHANGE=============================================================
[bookmark: _Toc60777428][bookmark: _Toc90651301]6.3.3	UE capability information elements
–	BandCombinationParametersSidelinkNR
The IE BandCombinationListSidelinkNR contains a list of NR sidelink band combinations supporting NR sidelink.

BandCombinationListSidelinkNR information element
-- ASN1START
-- TAG-BANDCOMBINATIONPARAMETERSSIDELINKNR-START

BandCombinationParametersSidelinkNR-r17 ::= SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParametersSidelink-r17
BandParametersSidelink-r17 ::= SEQUENCE {
    freqBandSidelink-r17           FreqBandIndicatorNR
}
-- TAG- BANDCOMBINATIONPARAMETERSSIDELINKNR-STOP
-- ASN1STOP


=====================================================NEXT CHANGE=============================================================

–	BandCombinationListSL-NonRelayDiscovery
The IE BandCombinationListSL-NonRelayDiscovery contains a list of NR sidelink band combinations supporting transmission and reception of non-relay discovery message.
BandCombinationListSL-NonRelayDiscovery information element
-- ASN1START
-- TAG-BANDCOMBINATIONLISTSL-NONRELAYDISCOVERY-START

BandCombinationListSL-NonRelayDiscovery-r17 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombinationParametersSidelinkNR-r176

-- TAG-BANDCOMBINATIONLISTSL-NONRELAYDISCOVERY-STOP
-- ASN1STOP

=====================================================NEXT CHANGE=============================================================

–	BandCombinationListSL-RelayDiscovery
The IE BandCombinationListSL-RelayDiscovery contains a list of NR sidelink band combinations supporting transmission and reception of relay discovery message.
BandCombinationListSL-RelayDiscovery information element
-- ASN1START
-- TAG-BANDCOMBINATIONLISTSL-RELAYDISCOVERY-START

BandCombinationListSL-RelayDiscovery-r17 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombinationParametersSidelinkNR-r176

-- TAG-BANDCOMBINATIONLISTSL-RELAYDISCOVERY-STOP
-- ASN1STOP
===================================================== CHANGE END=============================================================
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