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The RAN2-endorsed running CR to TS 38.331 for RedCap WI contains the following text [1]:
	SIB2 field descriptions

	absThreshSS-BlocksConsolidation
Threshold for consolidation of L1 measurements per RS index. If the field is absent, the UE uses the measurement quantity as specified in TS 38.304 [20].

	cellEdgeEvaluation
Indicates the criteria for a UE to detect that it is not at cell edge, in order to relax measurement requirements for cell reselection (see TS 38.304 [20], clause 5.2.4.9.2) and clause 5.2.4.9.Y).

	cellEdgeEvaluationWhileStationary
Indicates the criteria for a UE to detect that it is not at cell edge while stationary, in order to relax measurement requirements for cell reselection (see TS 38.304 [20], clause 5.2.4.9.Y).


In this contribution, we discuss an issue with the text highlighted with yellow and suggest deleting it.
Discussions 
cellEdgeEvaluation is the signaling for configuring Rel-16 not-at-cell-edge (NACE) criterion for RRM relaxation for UEs in idle/inactive state. The criterion is configured by cellEdgeEvaluation-r16 IE with parameters s-SearchThresholdP and s-SearchThresholdQ. Meanwhile, clause 5.2.4.9.Y of the running CR to TS 38.304 specifies the evaluation of relaxed measurement criterion for a stationary RedCap UE not at cell edge, i.e., Rel-17 stationary criterion combined with Rel-17 NACE criterion, where inequalities similar to those used in the Rel-16 NACE criterion are used, except that s-SearchThresholdP and s-SearchThresholdQ are replaced by new parameters s-SearchThresholdP2 and s-SearchThresholdQ2 [2].
By including a reference to clause 5.2.4.9.Y in the field description of cellEdgeEvaluation, as highlighted above, it seems to imply that s-SearchThresholdP and s-SearchThresholdQ are also used for evaluating a stationary RedCap UE not at cell edge, i.e., Rel-16 NACE criterion can be combined with Rel-17 stationary criterion, which is explicitly disallowed by RAN2 agreement.
The highlighted text may have simply been an oversight after RAN2 agreed to introduce separate Rel-17 NACE thresholds.  In any case, it should be deleted to avoid potential mis-interpretation. A TP to revise TS 38.331 for Rel-17 is provided in the Annex.
Proposal: RAN2 adopt the TP in the Annex to revise TS 38.331 for Rel-17.
[bookmark: _Ref129681832]Conclusions
The following is proposed:
[bookmark: _Ref124589665][bookmark: _Ref71620620][bookmark: _Ref124671424]Proposal: RAN2 adopt the TP in the Annex to revise TS 38.331 for Rel-17.
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Start of changes
	SIB2 field descriptions

	absThreshSS-BlocksConsolidation
Threshold for consolidation of L1 measurements per RS index. If the field is absent, the UE uses the measurement quantity as specified in TS 38.304 [20].

	cellEdgeEvaluation
Indicates the criteria for a UE to detect that it is not at cell edge, in order to relax measurement requirements for cell reselection (see TS 38.304 [20], clause 5.2.4.9.2) and clause 5.2.4.9.Y).

	cellEdgeEvaluationWhileStationary
Indicates the criteria for a UE to detect that it is not at cell edge while stationary, in order to relax measurement requirements for cell reselection (see TS 38.304 [20], clause 5.2.4.9.Y).


End of changes

