[bookmark: _Ref452454252]3GPP TSG-RAN WG3 Meeting #104	R3-193163
Reno, Nevada, USA, May 13th – 17th, 2019

	CR-Form-v12.0

	CHANGE REQUEST

	

	
	36.420
	CR
	0016
	rev
	1
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Baseline CR for introducing Rel-16 LTE further mobility enhancement

	
	

	Source to WG:
	[bookmark: _GoBack]Intel Corporation

	Source to TSG:
	R3

	
	

	Work item code:
	LTE_feMob-Core
	
	Date:
	  2019-05-17

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	To capture agreements for Rel-16 LTE further mobility enhancement.

	
	

	Summary of change:
	RAN3-104:
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//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
[bookmark: _Toc478165564]5.1	Function list
The list of functions on the X2 interface is the following:
-	Intra LTE-Access-System Mobility Support for ECM-CONNECTED UE:
-	Context transfer from source eNB to target eNB;
-	Control of user plane transport bearers between source eNB and target eNB;
-	Handover cancellation;
-	UE context release in source eNB;
-	Dual Connectivity.;
	Handover Success Indication.
-	Load Management
-	Inter-cell Interference Coordination
-	Uplink Interference Load Management;
-	Downlink interference avoidance.
-	General X2 management and error handling functions:
-	Error indication;
-	Reset.
-	Application level data exchange between eNBs
-	Trace functions
-	Data exchange for self-optimisation

//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
[bookmark: _Toc478165569]5.2.1.X	Handover Success Indication
This function allows informing a source eNB that the UE has successfully accessed a target eNB.

