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1. Overall Description:

RAN2 discussed whether SRB bearer type should be considered for CP bearer mapping in IAB. In the discussion, RAN2 identified that some companies think per SRB bearer type mapping to BH RLC channel would be beneficial, e.g., SRB0 should be sent as separate SCTP stream to differentiate from other SRBs. However, other companies think the current RAN3 specification and agreements only allow at most one SCTP stream per UE, which holds all the UE’s SRBs, and this single per-UE SCTP stream (in the understanding of said companies) has to be mapped to a single BH RLC channel. 

Finally, RAN2 made the below agreement for CP bearer mapping in IAB and decided to ask RAN3 whether separate SCTP stream per SRB bearer type is feasible from RAN3 perspective. 
	RAN2 agreement for CP bearer mapping in RAN2#107
· We support per SRB bearer type mapping to BH RLC channel (both UL and DL), if feasible from R3 perspective, i.e. this would require separate SCTP stream per SRB bearer type.


RAN2 understands that if RAN3 confirms that separate SCTP stream per SRB bearer type is feasible in Rel16, RAN2 keeps discussing with above agreement. However, if not feasible, the above RAN2 agreement will not be considered for further discussion in RAN2. 

RAN2 has the following questions to support per SRB bearer type mapping to BH RLC channel (both UL and DL):
Questions: 1. From RAN3 perspective, is it feasible to support separate SCTP streams per SRB bearer type in Rel16? 2. From RAN3 perspective, for the purpose of per SRB type bearer mapping to BH RLC channels as agreed by RAN2 above, is it necessary to support separate SCTP streams per SRB bearer type, or can this be done by other means?
2. Actions:

RAN2 kindly asks RAN3 to provide their input to the questions above.
3. Date of Next TSG-RAN WG2 Meetings:
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