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	Reason for change:
	In the latest TS 37.340, the SN release procedure is captured with the following description:
“The Secondary Node Release procedure may be initiated either by the MN or by the SN and is used to initiate the release of the UE context at the SN. The recipient node of this request can reject it, e.g., if a SN change procedure is triggered by the SN.”
It should be understood that it means the S-NG-RAN node intiated S-NG-RAN node change will lead to M-NG-RAN node initiated S-NG-RAN node release procedure failure. However, this interaction between the S-NG-RAN initiated S-NG-RAN change procedure and M-NG-RAN initiated S-NG-RAN release procedure was not captured in the TS 38.423.

	
	

	Summary of change:
	· Introduce a interaction between S-NG-RAN initaed S-NG-RAN change procedure and M-NG-RAN initiated S-NG-RAN release procedure.
Impact Analysis:

Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact with the previous version of the specification (same release) because the changes are backward compatible.

This CR has an impact under functional point of view. 

The impact can be considered isolated because the change affects only the M-NG-RAN node initiated S-NG-RAN node release procedure.

	
	

	Consequences if not approved:
	It is not clear how the M-NG-RAN initiated S-NG-RAN release procedure interacts with the S-NG-RAN initiated S-NG-RAN change procedure.
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8.3.5.4
Abnormal Conditions

If the timer TXnDCoverall expires before the S-NG-RAN node has received the S-NODE CHANGE CONFIRM or the S-NODE CHANGE REFUSE message, the S-NG-RAN node shall regard the requested change as failed and may take further actions like triggering the S-NG-RAN node initiated S-NG-RAN node Release procedure to release all S-NG-RAN node resources allocated for the UE.

If the M-NG-RAN node receives an S-NODE CHANGE REQUIRED message including a PDU Session SN Change Required Item IE, not containing the PDU Session Resource Change Required Info – SN terminated IE, the M-NG-RAN node shall fail the S-NG-RAN node initiated S-NG-RAN node Change procedure indicating an appropriate cause.

Interaction with the M-NG-RAN node initiated Handover Preparation procedure:

If the M-NG-RAN node, after having initiated the Handover Preparation procedure, receives the S-NODE CHANGE REQUIRED message, the M-NG-RAN node shall refuse the S-NG-RAN node initiated S-NG-RAN node Change procedure with an appropriate cause value in the Cause IE.

Interaction with the S-NG-RAN node initiated S-NG-RAN node Release procedure:

If the S-NG-RAN node receives an S-NODE CHANGE CONFIRM message including a PDU Session SN Change Confirm Item IE, not containing the PDU Session Resource Change Confirm Info – SN terminated IE, the S-NG-RAN node shall trigger the S-NG-RAN node initiated S-NG-RAN node Release procedure indicating an appropriate cause.

Interaction with the M-NG-RAN node initiated S-NG-RAN node Release procedure:

If the S-NG-RAN node, after having initiated the S-NG-RAN node Change procedure, receives the S-NODE RELEASE REQUEST message, the S-NG-RAN node shall reject the M-NG-RAN node initiated S-NG-RAN node Release procedure with an appropriate cause value in the Cause IE.
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