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· RAN Node Name IE in the NG SETUP REQUEST message and RAN CONFIGURATION UPDATE message.
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	Change Begins



[bookmark: _Toc14165538]8.3.1	Initial Context Setup
[bookmark: _Toc14165539]8.3.1.1	General
The purpose of the Initial Context Setup procedure is to establish the necessary overall initial UE context at the NG-RAN node, when required, including PDU session context, the Security Key, Mobility Restriction List, UE Radio Capability and UE Security Capabilities, etc. The AMF may initiate the Initial Context Setup procedure if a UE-associated logical NG-connection exists for the UE or if the AMF has received the RAN UE NGAP ID IE in an INITIAL UE MESSAGE message or if the NG-RAN node has already initiated a UE-associated logical NG-connection by sending an INITIAL UE MESSAGE message via another NG interface instance. The procedure uses UE-associated signalling.
[bookmark: _Toc14165540]8.3.1.2	Successful Operation
<Unchanged Text Omitted>
If the Location Reporting Request Type IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node should perform the requested location reporting functionality for the UE as described in subclause 8.12.
If the UE Radio Capability for Paging IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node may use it to apply specific paging schemes.
[bookmark: _Hlk512438381]Interactions with Initial UE Message procedure:
The NG-RAN node shall use the AMF UE NGAP ID IE and RAN UE NGAP ID IE received in the INITIAL CONTEXT SETUP REQUEST message as identification of the logical connection even if the RAN UE NGAP ID IE had been allocated in an INITIAL UE MESSAGE message sent over a different NG interface instance.
Interactions with RRC Inactive Transition Report procedure:
If the RRC Inactive Transition Report Request IE is included in the INITIAL CONTEXT SETUP REQUEST message and set to "subsequent state transition report", the NG-RAN node shall, if supported, send the RRC INACTIVE TRANSITION REPORT message to the AMF to report the RRC state of the UE when the UE enters or leaves RRC_INACTIVE state.


	Next Change


[bookmark: _Toc14165621]8.7.1	NG Setup
[bookmark: _Toc14165623]<Unchanged Text Omitted>
8.7.1.2	Successful Operation


Figure 8.7.1.2-1: NG setup: successful operation
The NG-RAN node initiates the procedure by sending an NG SETUP REQUEST message including the appropriate data to the AMF. The AMF responds with an NG SETUP RESPONSE message including the appropriate data.
If the UE Retention Information IE set to “ues-retained“ is included in the NG SETUP REQUEST message, the AMF may accept the proposal to retain the existing UE related contexts and signalling connections by including the UE Retention Information IE set to “ues-retained“ in the NG SETUP RESPONSE message.
If the RAN Node Name IE is included in the NG SETUP REQUEST message, the AMF may take it as the human readable name of the NG-RAN node.



	[bookmark: _Toc14165626]Nex Change


8.7.2	RAN Configuration Update
[bookmark: _Toc14165627]8.7.2.1	General
The purpose of the RAN Configuration Update procedure is to update application level configuration data needed for the NG-RAN node and the AMF to interoperate correctly on the NG-C interface. This procedure does not affect existing UE-related contexts, if any.
[bookmark: _Toc14165628]8.7.2.2	Successful Operation
<Unchanged Text Omitted>
If the RAN Node Name IE is included in the RAN CONFIGURATION UPDATE message, the AMF may take it as the human readable name of the NG-RAN node.
If the Default Paging DRX IE is included in the RAN CONFIGURATION UPDATE message, the AMF shall use the IE as described in TS 23.502 [10].
[bookmark: _Toc14165629]8.7.2.3	Unsuccessful Operation


Figure 8.7.2.3-1: RAN configuration update: unsuccessful operation
If the AMF cannot accept the update, it shall respond with a RAN CONFIGURATION UPDATE FAILURE message and appropriate cause value.
If the RAN CONFIGURATION UPDATE FAILURE message includes the Time to Wait IE, the NG-RAN node shall wait at least for the indicated time before reinitiating the RAN Configuration Update procedure towards the same AMF.


	Nex Change


[bookmark: _Toc14165631]8.7.3	AMF Configuration Update
[bookmark: _Toc14165634]<Unchanged Text Omitted>
8.7.3.3	Unsuccessful Operation


Figure 8.7.3.3-1: AMF configuration update: unsuccessful operation
If the NG-RAN node cannot accept the update, it shall respond with an AMF CONFIGURATION UPDATE FAILURE message and appropriate cause value.
If the AMF CONFIGURATION UPDATE FAILURE message includes the Time to Wait IE, the AMF shall wait at least for the indicated time before reinitiating the AMF Configuration Update procedure towards the same NG-RAN node.


	Next Change


[bookmark: _Toc14165725]8.12.3	Location Report
[bookmark: _Toc14165727]<Unchanged Text Omitted>
8.12.3.2	Successful Operation


Figure 8.12.3.2-1: Location report
The NG-RAN node initiates the procedure by sending a LOCATION REPORT message to the AMF. The LOCATION REPORT message may be used as a response to the LOCATION REPORTING CONTROL message.
If the UE Presence in Area of Interest List IE is included in the LOCATION REPORT message, the AMF shall store this information and use it to track the UE's presence in the area of interest as defined in TS 23.502 [10].
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