

	
[bookmark: _Ref452454252][bookmark: _GoBack]3GPP TSG-RAN WG3 Meeting #105bis	R3-195709
Chongqing, China, 14th - 18th Oct 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	TS38.473
	CR
	0473
	rev
	-
	Current version:
	15.7.0
	

	

	[bookmark: _Hlt497126619]For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Support SCell removal from gNB-DU to gNB-CU 

	
	

	Source to WG:
	ZTE

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-10-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Nowadays only gNB-CU can trigger the setup/removal of the SCell(s), however, there has the case that the (S)gNB-DU detects the SCell failure, e.g., RLC failure, in this case, it should be allowed to remove this SCell by the gNB-DU.
According to current TS38.473, there is no way for the gNB-DU to inform the gNB-CU about the SCell removal via F1 signalling. In order to fix this, here we propose to add the removal SCell list in the UE CONTEXT MODIFICATION REQUIRED message.

	
	

	Summary of change:
	Add the removal SCell list in the UE CONTEXT MODIFICATION REQUIRED message.
Impact assessment towards the previous version of the specification: 
This CR has isolated impact on SCell removal from functional and procedural points of view. This CR has backward compatibility impact on ASN.1.

	
	

	Consequences if not approved:
	SCell management can not be supported completely in R15.

	
	

	Clauses affected:
	8.3.5.2, 9.2.2.10, 9.4.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



[bookmark: _Toc13920088]
[bookmark: _Toc14044356]8.3.5	UE Context Modification Required (gNB-DU initiated)
[bookmark: _Toc14044357]8.3.5.1	General
The purpose of the UE Context Modification Required procedure is to modify the established UE Context, e.g., modifying and releasing radio bearer resources. The procedure uses UE-associated signalling.
[bookmark: _Toc14044358]8.3.5.2	Successful Operation
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Figure 8.3.5.2-1: UE Context Modification Required procedure. Successful operation
The F1AP UE CONTEXT MODIFICATION REQUIRED message is initiated by the gNB-DU.
The gNB-CU reports the successful update of the UE context in the UE CONTEXT MODIFICATION CONFIRM message. 
For a given bearer for which PDCP CA duplication was already configured, if two DL UP TNL Information IEs are included in UE CONTEXT MODIFICATION REQUIRED message for a DRB, the gNB-CU shall include two UL UP TNL Information IEs in UE CONTEXT MODIFICATION CONFIRM message. The gNB-CU and gNB-DU use the UL UP TNL Information IEs and DL UP TNL Information IEs to support packet duplication for intra-gNB-DU CA as defined in TS 38.470 [2], and the first UP TNL Information IE is still for the primary path.
If the Resource Coordination Transfer Container IE is included in the UE CONTEXT MODIFICATION REQUIRED, the gNB-CU shall transparently transfer this information for the purpose of resource coordination as described in TS 36.423 [9], TS 38.423 [28].
For EN-DC operation, if the gNB-CU includes the Resource Coordination Transfer Information IE in the UE CONTEXT MODIFICATION CONFIRM message, the gNB-DU shall, if supported, use it for the purpose of resource coordination. If the gNB-CU received the MeNB Resource Coordination Information as defined in TS 36.423 [9], after completion of UE Context Modification Required procedures, the gNB-CU shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT MODIFICATION CONFIRM message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE for reception of MeNB Resource Coordination Information at the gNB acting as secondary node as described in TS 36.423 [9]. If the Resource Coordination E-UTRA Cell Information IE is included in the Resource Coordination Transfer Information IE, the gNB-DU shall store the information replacing previously received information for the same E-UTRA cell, and use the stored information for the purpose of resource coordination. If the Ignore PRACH Configuration IE is present and set to "true" the E-UTRA PRACH Configuration IE in the UE CONTEXT MODIFICATION CONFIRM message shall be ignored.
For NGEN-DC or NE-DC operation, if the gNB-CU includes the Resource Coordination Transfer Information IE in the UE CONTEXT MODIFICATION CONFIRM message, the gNB-DU shall, if supported, use it for the purpose of resource coordination. If the gNB-CU received the MR-DC Resource Coordination Information as defined in TS 38.423 [28], after completion of UE Context Modification Required procedures, the gNB-CU shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT MODIFICATION CONFIRM message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE for reception of MR-DC Resource Coordination Information at the gNB as described in TS 38.423 [28].
If the CellGroupConfig IE is included in the DU to CU RRC Information IE contained in the UE CONTEXT MODIFICATION REQUIRED message, the gNB-CU shall perform RRC Reconfiguration as described in TS 38.331 [8]. The CellGroupConfig IE shall transparently be signaled to the UE as specified in TS 38.331 [8].
If the UE CONTEXT MODIFICATION CONFIRM message includes the Execute Duplication IE, the gNB-DU shall perform CA based duplication, if configured, for the SRB for the included RRC-Container IE.
If the UE CONTEXT MODIFICATION REQUIRED message contains the RLC Status IE, the gNB-CU shall assume that RLC has been reestablished at the gNB-DU and may trigger PDCP data recovery.
If the SCell To Be Removed List IE is included in the UE CONTEXT MODIFICATION REQUIRED message, the gNB-CU shall remove the SCell indicated by SCell ID IE for a UE.
[bookmark: _Toc14044359]8.3.5.2A	Unsuccessful Operation


Figure 8.3.5.2A-1: UE Context Modification Required procedure. Unsuccessful operation.
In case none of the requested modifications of the UE context can be successfully performed, the gNB-CU shall respond with the UE CONTEXT MODIFICATION REFUSE message with an appropriate cause value.
[bookmark: _Toc14044360]8.3.5.3	Abnormal Conditions
Not applicable.
------------------------------------------------------------------------------------8<------------------------------------------------
[bookmark: _Toc14044447]9.2.2.10	UE CONTEXT MODIFICATION REQUIRED
This message is sent by the gNB-DU to request the modification of a UE context.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.2.117 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	DU To CU RRC Information

	O
	
	9.3.1.26
	
	YES
	reject

	DRB Required to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB Required to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DL UP TNL Information to be setup List 
	
	0..1
	
	
	-
	

	>>>DL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofDLUPTNLInformation>
	
	
	-
	

	>>>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	

	>>RLC Status
	O
	
	9.3.1.69
	Indicates the RLC has been re-established at the gNB-DU.
	YES
	ignore

	SRB Required to be Released List
	
	0..1
	
	
	YES
	reject

	>SRB Required to be Released List Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	DRB Required to be Released List
	
	0..1
	
	
	YES
	reject

	>DRB Required to be Released List Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	SCell To Be Removed List
	
	0..1

	
	
	YES
	ignore

	>SCell To Be Removed Item IEs
	
	1 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID

	M
	NR CGI
9.3.1.12

	
	SCell Identifier in gNB.

	
	



	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLUPTNLInformation
	Maximum no. of DL UP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.



----------------------------------------------------------------8<---------------------------------------------------------------------
-- **************************************************************
--
-- UE Context Modification Required (gNB-DU initiated) ELEMENTARY PROCEDURE
--
-- **************************************************************
 
-- **************************************************************
--
-- UE CONTEXT MODIFICATION REQUIRED
--
-- **************************************************************
 
UEContextModificationRequired ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationRequiredIEs} },
	...
}
 
UEContextModificationRequiredIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID								PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID								PRESENCE mandatory	}|
	{ ID id-ResourceCoordinationTransferContainer		CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer		PRESENCE optional	}|
	{ ID id-DUtoCURRCInformation						CRITICALITY reject	TYPE DUtoCURRCInformation							PRESENCE optional}|
	{ ID id-DRBs-Required-ToBeModified-List				CRITICALITY reject	TYPE DRBs-Required-ToBeModified-List				PRESENCE optional}|
	{ ID id-SRBs-Required-ToBeReleased-List				CRITICALITY reject	TYPE SRBs-Required-ToBeReleased-List				PRESENCE optional}|
	{ ID id-DRBs-Required-ToBeReleased-List				CRITICALITY reject	TYPE DRBs-Required-ToBeReleased-List				PRESENCE optional}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause												PRESENCE mandatory	}|,
{ ID id-SCell-ToBeRemoved-List					         CRITICALITY ignore	TYPE SCell-ToBeRemoved-List 							        PRESENCE optional	},
	...
} 
 
DRBs-Required-ToBeModified-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Required-ToBeModified-ItemIEs } }
DRBs-Required-ToBeReleased-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Required-ToBeReleased-ItemIEs } }
 
SRBs-Required-ToBeReleased-List::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-Required-ToBeReleased-ItemIEs } }
 
DRBs-Required-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-Required-ToBeModified-Item			CRITICALITY reject	TYPE DRBs-Required-ToBeModified-Item		PRESENCE mandatory},
	...
}
 
DRBs-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-Required-ToBeReleased-Item			CRITICALITY reject	TYPE DRBs-Required-ToBeReleased-Item		PRESENCE mandatory},
	...
}
 
SRBs-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-Required-ToBeReleased-Item			CRITICALITY reject	TYPE SRBs-Required-ToBeReleased-Item			PRESENCE mandatory},
	...
}
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