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3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
BSSID	Basic Service Set IDentifier
CID	Cell-ID (positioning method)
DL	Downlink
E-CID	Enhanced Cell-ID (positioning method)
eNB	E-UTRAN NodeB
EP	Elementary Procedure
EPC	Evolved Packet Core
E-SMLC	Evolved Serving Mobile Location Centre
E-UTRAN	Evolved UTRAN
GNSS	Global Navigation Satellite System
HESSID	Homogeneous Extended Service Set IDentifier
IE	Information Element
LCS	LoCation Services
LPP	LTE Positioning Protocol
LPPa	LTE Positioning Protocol Annex
MME	Mobility Management Entity
NavIC	Navigation with Indian Constellation
NW	Network
OTDOA	Observed Time Difference of Arrival
RSSI	Received Signal Strength Indicator
S1AP	S1 Application Protocol
SBAS	Satellite-based Augmentation System
SRS	Sounding Reference Signal
SSID	Service Set IDentifier 
TP	Transmission Point
UE	User Equipment
UL	Uplink
UTDOA	Uplink Time Difference of Arrival
WLAN	Wireless Local Area Network
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This parameter contains meta data for an assistance information element.
Table 9.2.22-1: Assistance Information Meta Data
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Encrypted
	O
	
	ENUMERATED (true, …)
	TS 36.331 [10]

	GNSS ID
	O
	
	ENUMERATED (gps, sbas, qzss, galileo, glonass, bds, ..., navIC) 
	TS 36.331 [10]

	SBAS ID
	O
	
	ENUMERATED (waas, egnos, msas, gagan, ...) 
	TS 36.331 [10]
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

LPPA-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) lppa (6) version1 (1) lppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
[bookmark: _Hlk20746673]Unaffected parts now shown

AssistanceInformationMetaData ::= SEQUENCE {
	encrypted			ENUMERATED {true, ...}	OPTIONAL,
	gNSSID				ENUMERATED {gps, sbas, gzss, galileo, glonass, bds, ..., navIC}	OPTIONAL,
	sBASID				ENUMERATED {waas, egnos, msas, gagan, ...}				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { AssistanceInformationMetaData-ExtIEs} }	OPTIONAL,
	...
}

AssistanceInformationMetaData-ExtIEs LPPA-PROTOCOL-EXTENSION ::= {
	...
}
Unaffected parts now shown


END
-- ASN1STOP

