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1   Introduction
It has been agreed at SA2 that suspend-resume will be supported for long eDRX cycles.  
SA2 concluded to only introduce system support for User Plane CIoT 5GS Optimization with long eDRX (i.e. solution 19 in TR 23.724) in Rel-16 for eMTC/NB-IoT.

This paper introduces asn.1 support for User Plane CIoT 5GS Optimization in line with latest baseline CR agreed at the end of RAN3#105bis. 
2   TP for baseline CR TS 38.413 for Suspend-Resume

9.4.3
Elementary Procedure Definitions

-- ASN1START

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NGAP-PDU-Descriptions  { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM NGAP-CommonDataTypes


AMFConfigurationUpdate,


AMFConfigurationUpdateAcknowledge,


AMFConfigurationUpdateFailure,


AMFStatusIndication,


CellTrafficTrace,


DeactivateTrace,


DownlinkNASTransport,


DownlinkNonUEAssociatedNRPPaTransport,


DownlinkRANConfigurationTransfer,


DownlinkRANStatusTransfer,


DownlinkUEAssociatedNRPPaTransport,


ErrorIndication,


HandoverCancel,


HandoverCancelAcknowledge,


HandoverCommand,


HandoverFailure,


HandoverNotify,


HandoverPreparationFailure,


HandoverRequest,


HandoverRequestAcknowledge,


HandoverRequired,


InitialContextSetupFailure,


InitialContextSetupRequest,


InitialContextSetupResponse,


InitialUEMessage,


LocationReport,

LocationReportingControl,


LocationReportingFailureIndication,


NASNonDeliveryIndication,


NGReset,


NGResetAcknowledge,


NGSetupFailure,


NGSetupRequest,


NGSetupResponse,


OverloadStart,


OverloadStop,


Paging,


PathSwitchRequest,


PathSwitchRequestAcknowledge,


PathSwitchRequestFailure,



PDUSessionResourceModifyConfirm,


PDUSessionResourceModifyIndication,


PDUSessionResourceModifyRequest,


PDUSessionResourceModifyResponse,


PDUSessionResourceNotify,


PDUSessionResourceReleaseCommand,


PDUSessionResourceReleaseResponse,


PDUSessionResourceSetupRequest,


PDUSessionResourceSetupResponse,


PrivateMessage,


PWSCancelRequest,


PWSCancelResponse,


PWSFailureIndication,


PWSRestartIndication,


RANConfigurationUpdate,


RANConfigurationUpdateAcknowledge,


RANConfigurationUpdateFailure,


RerouteNASRequest,


RRCInactiveTransitionReport,


SecondaryRATDataUsageReport,


TraceFailureIndication,


TraceStart,


UEContextModificationFailure,


UEContextModificationRequest,


UEContextModificationResponse,


UEContextReleaseCommand,


UEContextReleaseComplete,


UEContextReleaseRequest,

UEContextResumeRequest,


UEContextResumeResponse,


UEContextResumeFailure,

UEContextSuspendRequest,


UEContextSuspendResponse,


UEContextSuspendFailure,

UERadioCapabilityCheckRequest,


UERadioCapabilityCheckResponse,


UERadioCapabilityInfoIndication,


UETNLABindingReleaseRequest,


UplinkNASTransport,


UplinkNonUEAssociatedNRPPaTransport,


UplinkRANConfigurationTransfer,


UplinkRANStatusTransfer,


UplinkUEAssociatedNRPPaTransport,


WriteReplaceWarningRequest,


WriteReplaceWarningResponse

FROM NGAP-PDU-Contents


id-AMFConfigurationUpdate,


id-AMFStatusIndication,


id-CellTrafficTrace,


id-DeactivateTrace,


id-DownlinkNASTransport,


id-DownlinkNonUEAssociatedNRPPaTransport,


id-DownlinkRANConfigurationTransfer,


id-DownlinkRANStatusTransfer,


id-DownlinkUEAssociatedNRPPaTransport,


id-ErrorIndication,


id-HandoverCancel,


id-HandoverNotification,


id-HandoverPreparation,


id-HandoverResourceAllocation,


id-InitialContextSetup,


id-InitialUEMessage,


id-LocationReport,

id-LocationReportingControl,


id-LocationReportingFailureIndication,


id-NASNonDeliveryIndication,


id-NGReset,


id-NGSetup,


id-OverloadStart,


id-OverloadStop,


id-Paging,


id-PathSwitchRequest,


id-PDUSessionResourceModify,


id-PDUSessionResourceModifyIndication,


id-PDUSessionResourceNotify,


id-PDUSessionResourceRelease,


id-PDUSessionResourceSetup,


id-PrivateMessage,


id-PWSCancel,


id-PWSFailureIndication,


id-PWSRestartIndication,


id-RANConfigurationUpdate,


id-RerouteNASRequest,


id-RRCInactiveTransitionReport,


id-SecondaryRATDataUsageReport,


id-TraceFailureIndication,


id-TraceStart,


id-UEContextModification,


id-UEContextRelease,

id-UEContextResume,

id-UEContextSuspend,

id-UEContextReleaseRequest,


id-UERadioCapabilityCheck,


id-UERadioCapabilityInfoIndication,


id-UETNLABindingRelease,


id-UplinkNASTransport,


id-UplinkNonUEAssociatedNRPPaTransport,

id-UplinkRANConfigurationTransfer,


id-UplinkRANStatusTransfer,


id-UplinkUEAssociatedNRPPaTransport,


id-WriteReplaceWarning

FROM NGAP-Constants;
Asn1 not modified
-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

NGAP-ELEMENTARY-PROCEDURES NGAP-ELEMENTARY-PROCEDURE ::= {


NGAP-ELEMENTARY-PROCEDURES-CLASS-1


|


NGAP-ELEMENTARY-PROCEDURES-CLASS-2,



...

}

NGAP-ELEMENTARY-PROCEDURES-CLASS-1 NGAP-ELEMENTARY-PROCEDURE ::= {


aMFConfigurationUpdate


|


handoverCancel




|


handoverPreparation



|


handoverResourceAllocation

|


initialContextSetup



|


nGReset






|


nGSetup






|


pathSwitchRequest



|


pDUSessionResourceModify

|


pDUSessionResourceModifyIndication


|


pDUSessionResourceRelease

|


pDUSessionResourceSetup


|


pWSCancel





|


rANConfigurationUpdate


|


uEContextModification


|


uEContextRelease



|

uEContextResume




|

uEContextSuspend



|

uERadioCapabilityCheck


|


writeReplaceWarning

}

Asn1 not modified
uEContextReleaseRequest NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextReleaseRequest


PROCEDURE CODE


id-UEContextReleaseRequest


CRITICALITY



ignore

}

uEContextResume NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextResumeRequest


SUCCESSFUL OUTCOME

UEContextResumeResponse


UNSUCCESSFUL OUTCOME
UEContextResumeFailure


PROCEDURE CODE


id-UEContextResume

CRITICALITY



reject

}

uEContextSuspend NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextSuspendRequest


SUCCESSFUL OUTCOME

UEContextSuspendResponse


UNSUCCESSFUL OUTCOME
UEContextSuspendFailure


PROCEDURE CODE


id-UEContextSuspend

CRITICALITY



reject

}

uERadioCapabilityCheck NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UERadioCapabilityCheckRequest


SUCCESSFUL OUTCOME

UERadioCapabilityCheckResponse


PROCEDURE CODE


id-UERadioCapabilityCheck


CRITICALITY



reject

}

Asn1 not modified
9.4.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,


AMF-TNLAssociationToAddList,


AMF-TNLAssociationToRemoveList,


AMF-TNLAssociationToUpdateList,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,

CellIdentifierAndCELevel,

CellIDListForRestart,


CNAssistedRANTuning,


ConcurrentWarningMessageInd,


CoreNetworkAssistanceInformationForInactive,


CPTransportLayerInformation,

CriticalityDiagnostics,


DataCodingScheme,


DirectForwardingPathAvailability,


EmergencyAreaIDListForRestart,


EmergencyFallbackIndicator,


EN-DCSONConfigurationTransfer,


EUTRA-CGI,


FiveG-S-TMSI,


GlobalRANNodeID,


GUAMI,


HandoverFlag,


HandoverType,


IMSVoiceSupportIndicator,


IndexToRFSP,


InfoOnRecommendedCellsAndRANNodesForPaging,


LocationReportingRequestType,


MaskedIMEISV,


MessageIdentifier,


MobilityRestrictionList,


NAS-PDU,


NASSecurityParametersFromNGRAN,

NewSecurityContextInd,


NGRAN-CGI,


NGRANTraceID,


NR-CGI,


NRPPa-PDU,


NumberOfBroadcastsRequested,


OverloadResponse,


OverloadStartNSSAIList,


PagingDRX,


PagingOrigin,


PagingPriority,


PDUSessionAggregateMaximumBitRate,


PDUSessionResourceAdmittedList,


PDUSessionResourceFailedToModifyListModCfm,


PDUSessionResourceFailedToModifyListModRes,


PDUSessionResourceFailedToSetupListCxtFail,

PDUSessionResourceFailedToSetupListCxtRes,


PDUSessionResourceFailedToSetupListHOAck,


PDUSessionResourceFailedToSetupListPSReq,

PDUSessionResourceFailedToResumeListRESReq,

PDUSessionResourceFailedToResumeListRESRes,


PDUSessionResourceFailedToSetupListSURes,


PDUSessionResourceHandoverList,


PDUSessionResourceListCxtRelCpl,


PDUSessionResourceListCxtRelReq,


PDUSessionResourceListHORqd,

PDUSessionResourceSuspendListSUSReq,

PDUSessionResourceModifyListModCfm,


PDUSessionResourceModifyListModInd,


PDUSessionResourceModifyListModReq,


PDUSessionResourceModifyListModRes,


PDUSessionResourceNotifyList,

PDUSessionResourceReleasedListNot,


PDUSessionResourceReleasedListPSAck,


PDUSessionResourceReleasedListPSFail,


PDUSessionResourceReleasedListRelRes,

PDUSessionResourceSecondaryRATUsageList,


PDUSessionResourceSetupListCxtReq,


PDUSessionResourceSetupListCxtRes,


PDUSessionResourceSetupListHOReq,

PDUSessionResourceResumeListRESReq,

PDUSessionResourceResumeListRESRes,


PDUSessionResourceSetupListSUReq,


PDUSessionResourceSetupListSURes,

PDUSessionResourceSwitchedList,

PDUSessionResourceToBeSwitchedDLList,

PDUSessionResourceToReleaseListHOCmd,


PDUSessionResourceToReleaseListRelCmd,


PLMNSupportList,


PWSFailedCellIDList,


RANNodeName,


RANPagingPriority,


RANStatusTransfer-TransparentContainer,


RAN-UE-NGAP-ID,


RedirectionVoiceFallback,


RelativeAMFCapacity,


RepetitionPeriod,


ResetType,

RoutingID,


RRCEstablishmentCause,

RRCInactiveTransitionReportRequest,


RRCState,


SecurityContext,

SecurityKey,


SerialNumber,


ServedGUAMIList,


SliceSupportList,


S-NSSAI,


SONConfigurationTransfer,


SourceToTarget-TransparentContainer,


SupportedTAList,


TAIListForPaging,


TAIListForRestart,


TargetID,


TargetToSource-TransparentContainer,


TimeToWait,


TNLAssociationList,


TraceActivation,


TrafficLoadReductionIndication,

TransportLayerAddress,


UEAggregateMaximumBitRate,


UE-associatedLogicalNG-connectionList,


UEContextRequest,


UE-NGAP-IDs,


UEPagingIdentity,


UEPresenceInAreaOfInterestList,


UERadioCapability,


UERadioCapabilityForPaging,


UERetentionInformation,


UESecurityCapabilities,

UE-UP-CIoT-Support,


UnavailableGUAMIList,


UserLocationInformation,


WarningAreaCoordinates,

WarningAreaList,


WarningMessageContents,


WarningSecurityInfo,


WarningType

FROM NGAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


NGAP-PRIVATE-IES,


NGAP-PROTOCOL-EXTENSION,


NGAP-PROTOCOL-IES,


NGAP-PROTOCOL-IES-PAIR

FROM NGAP-Containers


id-AllowedNSSAI,


id-AMFName,


id-AMFOverloadResponse,


id-AMFSetID,


id-AMF-TNLAssociationFailedToSetupList,


id-AMF-TNLAssociationSetupList,


id-AMF-TNLAssociationToAddList,


id-AMF-TNLAssociationToRemoveList,


id-AMF-TNLAssociationToUpdateList,


id-AMFTrafficLoadReductionIndication,


id-AMF-UE-NGAP-ID,


id-AssistanceDataForPaging,


id-BroadcastCancelledAreaList,


id-BroadcastCompletedAreaList,


id-CancelAllWarningMessages,


id-Cause,

id-CellIdentifierAndCELevel,

id-CellIDListForRestart,


id-CNAssistedRANTuning,

id-ConcurrentWarningMessageInd,


id-CoreNetworkAssistanceInformationForInactive,


id-CriticalityDiagnostics,


id-DataCodingScheme,


id-DefaultPagingDRX,


id-DirectForwardingPathAvailability,


id-EmergencyAreaIDListForRestart,


id-EmergencyFallbackIndicator,


id-ENDC-SONConfigurationTransferDL,


id-ENDC-SONConfigurationTransferUL,


id-EUTRA-CGI,


id-FiveG-S-TMSI,


id-GlobalRANNodeID,


id-GUAMI,


id-HandoverFlag,


id-HandoverType,


id-IMSVoiceSupportIndicator,


id-IndexToRFSP,


id-InfoOnRecommendedCellsAndRANNodesForPaging,


id-LocationReportingRequestType,


id-MaskedIMEISV,


id-MessageIdentifier,


id-MobilityRestrictionList,


id-NAS-PDU,


id-NASC,


id-NASSecurityParametersFromNGRAN,


id-NewAMF-UE-NGAP-ID,


id-NewGUAMI,


id-NewSecurityContextInd,

id-NGAP-Message,


id-NGRAN-CGI,


id-NGRANTraceID,


id-NR-CGI,


id-NRPPa-PDU,


id-NumberOfBroadcastsRequested,


id-OldAMF,


id-OverloadStartNSSAIList,

id-PagingDRX,


id-PagingOrigin,


id-PagingPriority,


id-PDUSessionResourceAdmittedList,


id-PDUSessionResourceFailedToModifyListModCfm,


id-PDUSessionResourceFailedToModifyListModRes,


id-PDUSessionResourceFailedToSetupListCxtFail,


id-PDUSessionResourceFailedToSetupListCxtRes,


id-PDUSessionResourceFailedToSetupListHOAck,


id-PDUSessionResourceFailedToSetupListPSReq,

id-PDUSessionResourceFailedToResumeListRESReq,

id-PDUSessionResourceFailedToResumeListRESRes,


id-PDUSessionResourceFailedToSetupListSURes,


id-PDUSessionResourceHandoverList,


id-PDUSessionResourceListCxtRelCpl,

id-PDUSessionResourceListCxtRelReq,

id-PDUSessionResourceListHORqd,

id-PDUSessionResourceSuspendListSUSReq,

id-PDUSessionResourceModifyListModCfm,


id-PDUSessionResourceModifyListModInd,


id-PDUSessionResourceModifyListModReq,


id-PDUSessionResourceModifyListModRes,


id-PDUSessionResourceNotifyList,


id-PDUSessionResourceReleasedListNot,


id-PDUSessionResourceReleasedListPSAck,


id-PDUSessionResourceReleasedListPSFail,


id-PDUSessionResourceReleasedListRelRes,


id-PDUSessionResourceSecondaryRATUsageList,

id-PDUSessionResourceSetupListCxtReq,


id-PDUSessionResourceSetupListCxtRes,


id-PDUSessionResourceSetupListHOReq,

id-PDUSessionResourceResumeListRESReq,

id-PDUSessionResourceResumeListRESRes,


id-PDUSessionResourceSetupListSUReq,


id-PDUSessionResourceSetupListSURes,


id-PDUSessionResourceSwitchedList,

id-PDUSessionResourceToBeSwitchedDLList,

id-PDUSessionResourceToReleaseListHOCmd,


id-PDUSessionResourceToReleaseListRelCmd,


id-PLMNSupportList,


id-PWSFailedCellIDList,


id-RANNodeName,


id-RANPagingPriority,


id-RANStatusTransfer-TransparentContainer,


id-RAN-UE-NGAP-ID, 


id-RedirectionVoiceFallback,


id-RelativeAMFCapacity,


id-RepetitionPeriod,


id-ResetType,


id-RoutingID,


id-RRCEstablishmentCause,

id-RRCInactiveTransitionReportRequest,


id-RRCState,


id-SecurityContext,

id-SecurityKey,


id-SerialNumber,


id-ServedGUAMIList,


id-SliceSupportList,


id-SONConfigurationTransferDL,


id-SONConfigurationTransferUL,


id-SourceAMF-UE-NGAP-ID,


id-SourceToTarget-TransparentContainer,


id-SupportedTAList,


id-TAIListForPaging,


id-TAIListForRestart,


id-TargetID,


id-TargetToSource-TransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-TraceCollectionEntityIPAddress,


id-UEAggregateMaximumBitRate,


id-UE-associatedLogicalNG-connectionList,


id-UEContextRequest,


id-UE-NGAP-IDs,


id-UEPagingIdentity,


id-UEPresenceInAreaOfInterestList,


id-UERadioCapability,


id-UERadioCapabilityForPaging,


id-UERetentionInformation,


id-UESecurityCapabilities,

id-UE-UP-CIoT-Support,

id-UnavailableGUAMIList,


id-UserLocationInformation,


id-WarningAreaCoordinates,

id-WarningAreaList,


id-WarningMessageContents,


id-WarningSecurityInfo,


id-WarningType

FROM NGAP-Constants;

Asn1 not modified 
-- **************************************************************

--

-- INITIAL CONTEXT SETUP REQUEST

--

-- **************************************************************

InitialContextSetupRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {InitialContextSetupRequestIEs} },


...

}

InitialContextSetupRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-OldAMF








CRITICALITY reject
TYPE AMFName










PRESENCE optional

}|


{ ID id-UEAggregateMaximumBitRate



CRITICALITY reject
TYPE UEAggregateMaximumBitRate





PRESENCE conditional
}|


{ ID id-CoreNetworkAssistanceInformationForInactive

CRITICALITY ignore
TYPE CoreNetworkAssistanceInformationForInactive

PRESENCE optional

}|


{ ID id-GUAMI








CRITICALITY reject
TYPE GUAMI











PRESENCE mandatory
}|


{ ID id-PDUSessionResourceSetupListCxtReq

CRITICALITY reject
TYPE PDUSessionResourceSetupListCxtReq


PRESENCE optional

}|


{ ID id-AllowedNSSAI






CRITICALITY reject
TYPE AllowedNSSAI









PRESENCE mandatory
}|


{ ID id-UESecurityCapabilities




CRITICALITY reject
TYPE UESecurityCapabilities






PRESENCE mandatory
}|


{ ID id-SecurityKey







CRITICALITY reject
TYPE SecurityKey









PRESENCE mandatory
}|


{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation








PRESENCE optional

}|


{ ID id-MobilityRestrictionList




CRITICALITY ignore
TYPE MobilityRestrictionList






PRESENCE optional

}|


{ ID id-UERadioCapability





CRITICALITY ignore
TYPE UERadioCapability








PRESENCE optional

}|


{ ID id-IndexToRFSP







CRITICALITY ignore
TYPE IndexToRFSP









PRESENCE optional

}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV









PRESENCE optional

}|


{ ID id-NAS-PDU








CRITICALITY ignore
TYPE NAS-PDU










PRESENCE optional

}|


{ ID id-EmergencyFallbackIndicator



CRITICALITY reject
TYPE EmergencyFallbackIndicator





PRESENCE optional

}|


{ ID id-RRCInactiveTransitionReportRequest

CRITICALITY ignore
TYPE RRCInactiveTransitionReportRequest


PRESENCE optional

}|


{ ID id-UERadioCapabilityForPaging



CRITICALITY ignore
TYPE UERadioCapabilityForPaging





PRESENCE optional

}|


{ ID id-RedirectionVoiceFallback



CRITICALITY ignore
TYPE RedirectionVoiceFallback





PRESENCE optional

}|


{ ID id-LocationReportingRequestType


CRITICALITY ignore
TYPE LocationReportingRequestType




PRESENCE optional

}|


{ ID id-CNAssistedRANTuning





CRITICALITY ignore
TYPE CNAssistedRANTuning







PRESENCE optional

}|


{ ID id-UE-UP-CIoT-Support





CRITICALITY ignore
TYPE UE-UP-CIoT-Support








PRESENCE optional

},


...

}

-- **************************************************************

Asn1 not modified 
-- **************************************************************

--

-- UE CONTEXT RELEASE COMPLETE

--

-- **************************************************************

UEContextReleaseComplete ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextReleaseComplete-IEs} },


...

}

UEContextReleaseComplete-IEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID







CRITICALITY ignore
TYPE AMF-UE-NGAP-ID










PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID







CRITICALITY ignore
TYPE RAN-UE-NGAP-ID










PRESENCE mandatory
}|


{ ID id-UserLocationInformation





CRITICALITY ignore
TYPE UserLocationInformation






PRESENCE optional

}|


{ ID id-InfoOnRecommendedCellsAndRANNodesForPaging
CRITICALITY ignore
TYPE InfoOnRecommendedCellsAndRANNodesForPaging
PRESENCE optional

}|


{ ID id-PDUSessionResourceListCxtRelCpl



CRITICALITY
reject
TYPE PDUSessionResourceListCxtRelCpl




PRESENCE optional

}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional

}|


{ ID id-CellIdentifierAndCELevel

CRITICALITY ignore
TYPE CellIdentifierAndCELevel
PRESENCE optional},


...

}

-- **************************************************************

Asn1 not modified 
-- **************************************************************

--

-- HANDOVER REQUEST

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {HandoverRequestIEs} },


...

}

HandoverRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-HandoverType






CRITICALITY reject
TYPE HandoverType








PRESENCE mandatory
}|


{ ID id-Cause








CRITICALITY ignore
TYPE Cause










PRESENCE mandatory
}|


{ ID id-UEAggregateMaximumBitRate



CRITICALITY reject
TYPE UEAggregateMaximumBitRate




PRESENCE mandatory
}|


{ ID id-CoreNetworkAssistanceInformationForInactive

CRITICALITY ignore
TYPE CoreNetworkAssistanceInformationForInactive


PRESENCE optional

}|


{ ID id-UESecurityCapabilities




CRITICALITY reject
TYPE UESecurityCapabilities





PRESENCE mandatory
}|


{ ID id-SecurityContext






CRITICALITY reject
TYPE SecurityContext







PRESENCE mandatory
}|


{ ID id-NewSecurityContextInd




CRITICALITY reject
TYPE NewSecurityContextInd





PRESENCE optional

}|


{ ID id-NASC








CRITICALITY reject
TYPE NAS-PDU









PRESENCE optional

}|


{ ID id-PDUSessionResourceSetupListHOReq

CRITICALITY reject
TYPE PDUSessionResourceSetupListHOReq


PRESENCE mandatory
}|


{ ID id-AllowedNSSAI






CRITICALITY reject
TYPE AllowedNSSAI








PRESENCE mandatory
}|


{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation







PRESENCE optional

}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV








PRESENCE optional

}|


{ ID id-SourceToTarget-TransparentContainer

CRITICALITY reject
TYPE SourceToTarget-TransparentContainer

PRESENCE mandatory
}|


{ ID id-MobilityRestrictionList




CRITICALITY ignore
TYPE MobilityRestrictionList





PRESENCE optional

}|

{ ID id-LocationReportingRequestType


CRITICALITY ignore
TYPE LocationReportingRequestType



PRESENCE optional

}|


{ ID id-RRCInactiveTransitionReportRequest

CRITICALITY ignore
TYPE RRCInactiveTransitionReportRequest

PRESENCE optional

}|


{ ID id-GUAMI








CRITICALITY reject
TYPE GUAMI










PRESENCE mandatory
}|


{ ID id-RedirectionVoiceFallback



CRITICALITY ignore
TYPE RedirectionVoiceFallback




PRESENCE optional

}|


{ ID id-CNAssistedRANTuning





CRITICALITY ignore
TYPE CNAssistedRANTuning






PRESENCE optional

}|

{ ID id-UE-UP-CIoT-Support





CRITICALITY ignore
TYPE UE-UP-CIoT-Support








PRESENCE optional

},

...

}

-- **************************************************************

Asn1 not modified 
-- **************************************************************

--

-- PATH SWITCH REQUEST ACKNOWLEDGE

--

-- **************************************************************

PathSwitchRequestAcknowledge ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { PathSwitchRequestAcknowledgeIEs} },


...

}

PathSwitchRequestAcknowledgeIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID







CRITICALITY ignore
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID







CRITICALITY ignore
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-UESecurityCapabilities





CRITICALITY reject
TYPE UESecurityCapabilities






PRESENCE optional

}|


{ ID id-SecurityContext







CRITICALITY reject
TYPE SecurityContext








PRESENCE mandatory
}|


{ ID id-NewSecurityContextInd





CRITICALITY reject
TYPE NewSecurityContextInd






PRESENCE optional

}|


{ ID id-PDUSessionResourceSwitchedList



CRITICALITY ignore
TYPE PDUSessionResourceSwitchedList



PRESENCE mandatory
}|


{ ID id-PDUSessionResourceReleasedListPSAck


CRITICALITY ignore
TYPE PDUSessionResourceReleasedListPSAck

PRESENCE optional

}|


{ ID id-AllowedNSSAI







CRITICALITY reject
TYPE AllowedNSSAI









PRESENCE mandatory
}|


{ ID id-CoreNetworkAssistanceInformationForInactive


CRITICALITY ignore
TYPE CoreNetworkAssistanceInformationForInactive


PRESENCE optional

}|


{ ID id-RRCInactiveTransitionReportRequest


CRITICALITY ignore
TYPE RRCInactiveTransitionReportRequest


PRESENCE optional

}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics






PRESENCE optional

}|


{ ID id-RedirectionVoiceFallback




CRITICALITY ignore
TYPE RedirectionVoiceFallback





PRESENCE optional

}|


{ ID id-CNAssistedRANTuning






CRITICALITY ignore
TYPE CNAssistedRANTuning







PRESENCE optional

}|

{ ID id-UE-UP-CIoT-Support





CRITICALITY ignore
TYPE UE-UP-CIoT-Support








PRESENCE optional

},


...

}

-- **************************************************************

Asn1 not modified 
-- **************************************************************

--

-- UE CONTEXT RESUME REQUEST

--

-- **************************************************************

UEContextResumeRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextResumeRequestIEs} },


...

}

UEContextResumeRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-PDUSessionResourceResumeListRESReq

CRITICALITY reject
TYPE PDUSessionResourceResumeListRESReq


PRESENCE optional

}|


{ ID id-PDUSessionResourceFailedToResumeListRESReq


CRITICALITY reject
TYPE PDUSessionResourceFailedToResumeListRESReq




PRESENCE optional

},


...

}

-- **************************************************************

--

-- UE CONTEXT RESUME RESPONSE

--

-- **************************************************************

UEContextResumeResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextResumeResponseIEs} },


...

}

UEContextResumeResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-PDUSessionResourceResumeListRESRes

CRITICALITY reject
TYPE PDUSessionResourceResumeListRESRes


PRESENCE optional

}|


{ ID id-PDUSessionResourceFailedToResumeListRESRes


CRITICALITY reject
TYPE PDUSessionResourceFailedToResumeListRESRes




PRESENCE optional

}|


{ ID id-SecurityContext
CRITICALITY reject
TYPE SecurityContext

PRESENCE optional

}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics








PRESENCE optional

},


...

}

-- **************************************************************

--

-- UE CONTEXT RESUME FAILURE

--

-- **************************************************************

UEContextResumeFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { UEContextResumeFailureIEs} },


...

}

UEContextResumeFailureIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID



CRITICALITY ignore
TYPE AMF-UE-NGAP-ID



PRESENCE mandatory
}|

{ ID id-RAN-UE-NGAP-ID






CRITICALITY ignore
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional

},


...

}

-- **************************************************************

--

-- UE CONTEXT SUSPEND REQUEST

--

-- **************************************************************

UEContextSuspendRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextSuspendRequestIEs} },


...

}

UEContextSuspendRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|

{ ID id-InfoOnRecommendedCellsAndRANNodesForPaging
CRITICALITY ignore
TYPE InfoOnRecommendedCellsAndRANNodesForPaging
PRESENCE optional

}|


{ ID id-CellIdentifierAndCELevel

CRITICALITY ignore
TYPE CellIdentifierAndCELevel
PRESENCE optional}|

{ ID id-PDUSessionResourceSuspendListSUSReq

CRITICALITY reject
TYPE PDUSessionResourceSuspendListSUSReq


PRESENCE optional

},

...

}

-- **************************************************************

--

-- UE CONTEXT SUSPEND RESPONSE

--

-- **************************************************************

UEContextSuspendResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextSuspendResponseIEs} },


...

}

UEContextSuspendResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY ignore
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY ignore
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-SecurityContext
CRITICALITY reject
TYPE SecurityContext

PRESENCE optional

}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics








PRESENCE optional

},


...

}

-- **************************************************************

--

-- UE CONTEXT SUSPEND FAILURE

--

-- **************************************************************

UEContextSuspendFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { UEContextSuspendFailureIEs} },


...

}

UEContextSuspendFailureIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID



CRITICALITY ignore
TYPE AMF-UE-NGAP-ID



PRESENCE mandatory
}|

{ ID id-RAN-UE-NGAP-ID






CRITICALITY ignore
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional

},


...

}

9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Asn1 not modified
CellIDCancelledNR ::= SEQUENCE (SIZE(1..maxnoofCellIDforWarning)) OF CellIDCancelledNR-Item

CellIDCancelledNR-Item ::= SEQUENCE {


nR-CGI




NR-CGI,


numberOfBroadcasts

NumberOfBroadcasts,


iE-Extensions

ProtocolExtensionContainer { {CellIDCancelledNR-Item-ExtIEs} } OPTIONAL,


...

}

CellIDCancelledNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

CellIdentifierAndCELevel ::= SEQUENCE {


globalCellID

NGRAN-CGI,


cELevel



CELevel,


iE-Extensions

ProtocolExtensionContainer { { CellIdentifierAndCELevel-ExtIEs} } OPTIONAL,


...

}

CellIdentifierAndCELevel-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- Coverage Enhancement level encoded according to TS 36.331 [16] --

CELevel ::= OCTET STRING

CellIDListForRestart ::= CHOICE {


eUTRA-CGIListforRestart

EUTRA-CGIList,


nR-CGIListforRestart

NR-CGIList,


choice-Extensions

ProtocolIE-SingleContainer { {CellIDListForRestart-ExtIEs} }

}

CellIDListForRestart-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

Asn1 not modified
PDUSessionResourceResumeListRESReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceResumeItemRESReq
PDUSessionResourceResumeItemRESReq ::= SEQUENCE {


pDUSessionID







PDUSessionID,


uEContextResumeRequestTransfer

OCTET STRING (CONTAINING UEContextResumeRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceResumeItemRESReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceResumeItemRESReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceResumeListRESRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceResumeItemRESRes
PDUSessionResourceResumeItemRESRes ::= SEQUENCE {


pDUSessionID







PDUSessionID,


uEContextResumeResponseTransfer

OCTET STRING (CONTAINING UEContextResumeResponseTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceResumeItemRESRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceResumeItemRESRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceSetupListSURes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemSURes

PDUSessionResourceSetupItemSURes ::= SEQUENCE {


pDUSessionID










PDUSessionID,


pDUSessionResourceSetupResponseTransfer




OCTET STRING (CONTAINING PDUSessionResourceSetupResponseTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupItemSURes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemSURes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Asn1 not modified
PDUSessionResourceSuspendListSUSReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSuspendItemSUSReq

PDUSessionResourceSuspendItemSUSReq ::= SEQUENCE {


pDUSessionID

PDUSessionID,

uEContextSuspendRequestTransfer

OCTET STRING (CONTAINING UEContextSuspendRequestTransfer),

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSuspendItemSUSReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSuspendItemSUSReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Asn1 not modified
PDUSessionResourceFailedToResumeListRESReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToResumeItemRESReq
PDUSessionResourceFailedToResumeItemRESReq ::= SEQUENCE {


pDUSessionID





PDUSessionID,


cause







Cause,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceFailedToResumeItemRESReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToResumeItemRESReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceFailedToResumeListRESRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToResumeItemRESRes
PDUSessionResourceFailedToResumeItemRESRes ::= SEQUENCE {


pDUSessionID





PDUSessionID,


cause







Cause,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceFailedToResumeItemRESRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToResumeItemRESRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceSetupRequestTransfer ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceSetupRequestTransferIEs} },


...

}

PDUSessionResourceSetupRequestTransferIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionAggregateMaximumBitRate
CRITICALITY reject
TYPE PDUSessionAggregateMaximumBitRate

PRESENCE optional

}|


{ ID id-UL-NGU-UP-TNLInformation


CRITICALITY reject
TYPE UPTransportLayerInformation



PRESENCE mandatory
}|


{ ID id-AdditionalUL-NGU-UP-TNLInformation
CRITICALITY reject
TYPE UPTransportLayerInformationList

PRESENCE optional

}|


{ ID id-DataForwardingNotPossible


CRITICALITY reject
TYPE DataForwardingNotPossible



PRESENCE optional

}|


{ ID id-PDUSessionType





CRITICALITY reject
TYPE PDUSessionType







PRESENCE mandatory
}|


{ ID id-SecurityIndication




CRITICALITY reject
TYPE SecurityIndication






PRESENCE optional

}|


{ ID id-NetworkInstance





CRITICALITY reject
TYPE NetworkInstance






PRESENCE optional

}|


{ ID id-QosFlowSetupRequestList



CRITICALITY reject
TYPE QosFlowSetupRequestList




PRESENCE mandatory
}|


{ ID id-CommonNetworkInstance



CRITICALITY ignore
TYPE CommonNetworkInstance





PRESENCE optional
},


...

}

Asn1 not modified
SupportedTAList ::= SEQUENCE (SIZE(1..maxnoofTACs)) OF SupportedTAItem

SupportedTAItem ::= SEQUENCE {


tAC








TAC,


broadcastPLMNList

BroadcastPLMNList,


iE-Extensions

ProtocolExtensionContainer { {SupportedTAItem-ExtIEs} } OPTIONAL,


...

}

SupportedTAItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
SuspendIndicator ::= ENUMERATED {


true,


...

}

-- T

Asn1 not modified
UEContextRequest ::= ENUMERATED {requested, ...}
UEContextResumeRequestTransfer ::= SEQUENCE {


qosFlowFailedToResumeList



QosFlowListWithCause











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {UEContextResumeRequestTransfer-ExtIEs} }

OPTIONAL,


...

}

UEContextResumeRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
UEContextResumeResponseTransfer ::= SEQUENCE {


qosFlowFailedToResumeList



QosFlowListWithCause











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {UEContextResumeResponseTransfer-ExtIEs} }

OPTIONAL,


...

}

UEContextResumeResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
UEContextSuspendRequestTransfer ::= SEQUENCE {


suspendIndicator



SuspendIndicator




OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {UEContextSuspendRequestTransfer-ExtIEs} }

OPTIONAL,

...

}

UEContextSuspendRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
UEHistoryInformation ::= SEQUENCE (SIZE(1..maxnoofCellsinUEHistoryInfo)) OF LastVisitedCellItem

Asn1 not modified
UE-UP-CIoT-Support ::= ENUMERATED {supported, ...}

Asn1 not modified
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NGAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-AMFConfigurationUpdate




ProcedureCode ::= 0

id-AMFStatusIndication





ProcedureCode ::= 1

id-CellTrafficTrace






ProcedureCode ::= 2
id-DeactivateTrace






ProcedureCode ::= 3
id-DownlinkNASTransport





ProcedureCode ::= 4

id-DownlinkNonUEAssociatedNRPPaTransport
ProcedureCode ::= 5

id-DownlinkRANConfigurationTransfer


ProcedureCode ::= 6

id-DownlinkRANStatusTransfer



ProcedureCode ::= 7

id-DownlinkUEAssociatedNRPPaTransport

ProcedureCode ::= 8

id-ErrorIndication






ProcedureCode ::= 9

id-HandoverCancel






ProcedureCode ::= 10

id-HandoverNotification





ProcedureCode ::= 11

id-HandoverPreparation





ProcedureCode ::= 12

id-HandoverResourceAllocation



ProcedureCode ::= 13

id-InitialContextSetup





ProcedureCode ::= 14

id-InitialUEMessage






ProcedureCode ::= 15

id-LocationReportingControl




ProcedureCode ::= 16
id-LocationReportingFailureIndication

ProcedureCode ::= 17
id-LocationReport






ProcedureCode ::= 18

id-NASNonDeliveryIndication




ProcedureCode ::= 19

id-NGReset








ProcedureCode ::= 20

id-NGSetup








ProcedureCode ::= 21

id-OverloadStart






ProcedureCode ::= 22
id-OverloadStop







ProcedureCode ::= 23
id-Paging








ProcedureCode ::= 24

id-PathSwitchRequest





ProcedureCode ::= 25

id-PDUSessionResourceModify




ProcedureCode ::= 26

id-PDUSessionResourceModifyIndication

ProcedureCode ::= 27

id-PDUSessionResourceRelease



ProcedureCode ::= 28

id-PDUSessionResourceSetup




ProcedureCode ::= 29

id-PDUSessionResourceNotify




ProcedureCode ::= 30

id-PrivateMessage






ProcedureCode ::= 31

id-PWSCancel







ProcedureCode ::= 32

id-PWSFailureIndication





ProcedureCode ::= 33

id-PWSRestartIndication





ProcedureCode ::= 34

id-RANConfigurationUpdate




ProcedureCode ::= 35

id-RerouteNASRequest





ProcedureCode ::= 36

id-RRCInactiveTransitionReport



ProcedureCode ::= 37

id-TraceFailureIndication




ProcedureCode ::= 38

id-TraceStart







ProcedureCode ::= 39

id-UEContextModification




ProcedureCode ::= 40

id-UEContextRelease






ProcedureCode ::= 41

id-UEContextReleaseRequest




ProcedureCode ::= 42

id-UERadioCapabilityCheck




ProcedureCode ::= 43

id-UERadioCapabilityInfoIndication


ProcedureCode ::= 44

id-UETNLABindingRelease





ProcedureCode ::= 45

id-UplinkNASTransport





ProcedureCode ::= 46

id-UplinkNonUEAssociatedNRPPaTransport

ProcedureCode ::= 47
id-UplinkRANConfigurationTransfer


ProcedureCode ::= 48

id-UplinkRANStatusTransfer




ProcedureCode ::= 49

id-UplinkUEAssociatedNRPPaTransport


ProcedureCode ::= 50

id-WriteReplaceWarning





ProcedureCode ::= 51

id-SecondaryRATDataUsageReport



ProcedureCode ::= 52
id-UEContextResume






ProcedureCode ::= xx
id-UEContextSuspend






ProcedureCode ::= xx

-- **************************************************************

--

-- Extension constants

Asn1 not modified

id-OldAssociatedQosFlowList-ULendmarkerexpected


ProtocolIE-ID ::= 159


id-CNTypeRestrictionsForEquivalent





ProtocolIE-ID ::= 160


id-CNTypeRestrictionsForServing






ProtocolIE-ID ::= 161


id-NewGUAMI











ProtocolIE-ID ::= 162


id-ULForwarding










ProtocolIE-ID ::= 163


id-ULForwardingUP-TNLInformation





ProtocolIE-ID ::= 164


id-CNAssistedRANTuning








ProtocolIE-ID ::= 165


id-CommonNetworkInstance







ProtocolIE-ID ::= 166

id-PDUSessionResourceFailedToResumeListRESReq,


ProtocolIE-ID ::= xxx

id-PDUSessionResourceFailedToResumeListRESRes,


ProtocolIE-ID ::= xxx

id-PDUSessionResourceSuspendListSUSReq,




ProtocolIE-ID ::= xxx


id-PDUSessionResourceResumeListRESReq,




ProtocolIE-ID ::= xxx

id-PDUSessionResourceResumeListRESRes,




ProtocolIE-ID ::= xxx

id-UE-UP-CIoT-Support








ProtocolIE-ID ::= xxx

id-CellIdentifierAndCELevel 
 


ProtocolIE-ID ::= xxx
END

-- ASN1STOP


- 2 -

