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1
Introduction

RAN3 reached some agreements related to Time Sensitive Communications (TSC) at RAN3#105, which are captured in the NR IIoT BL CRs. In this paper, we propose resolutions for the remaining open issues:

1)
Where to introduce the TSC Assistance Information IE?

2)
Encoding of the Periodicity IE

3)
Encoding of the Burst Arrival Time IE

4)
Encoding of the CN Packet Delay Budget IE
2
Discussion
This paper provides the TP for the F1AP baseline CR, in alignment with the proposals for NGAP in R3-196567 [1].

Appendix A is the TP in case TSC Assistance Information IE is included inside the QoS Flow Level QoS Parameters IE (Option A in section 2.1 of [1]).

Appendix B is an alternative TP in case TSC Assistance Information IE is included outside the QoS Flow Level QoS Parameters IE (Option B in section 2.1 of [1]) in the following F1AP messages:
1)
UE CONTEXT SETUP REQUEST
2)
UE CONTEXT MODIFICATION REQUEST
Proposal:
Agree to the text proposal for XnAP in either appendix A or B, in alignment with NGAP agreements.
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Appendix: TP for TS 38.473 BL CR, Option A
Beginning of Text Proposal for TS 38.473 
9.3.1.45
QoS Flow Level QoS Parameters

This IE defines the QoS to be applied to a QoS flow or to a DRB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE QoS Characteristics
	M
	
	
	
	-
	

	>Non-dynamic 5QI
	
	
	
	
	-
	

	>>Non Dynamic 5QI Descriptor
	M
	
	9.3.1.49
	
	-
	

	>Dynamic 5QI
	
	
	
	
	-
	

	>>Dynamic 5QI Descriptor
	M
	
	9.3.1.47
	
	-
	

	NG-RAN Allocation and Retention Priority
	M
	
	9.3.1.48
	
	-
	

	GBR QoS Flow Information
	O
	
	9.3.1.46
	This IE shall be present for GBR QoS Flows only and is ignored otherwise.
	-
	

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, ...)
	Details in TS 23.501 [21]. This IE applies to non-GBR flows only and is ignored otherwise.
	-
	

	PDU Session ID
	O
	
	INTEGER (0 ..255)
	As specified in TS 23.501 [21].
	YES
	ignore

	UL PDU Session Aggregate Maximum Bit Rate
	O
	
	Bit Rate

9.3.1.22
	The PDU session Aggregate Maximum Bit Rate Uplink which is associated with the involved PDU session.
	YES
	ignore

	TSC Traffic Characteristics
	O
	
	9.3.1.x
	This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore


Next Change
9.3.1.47
Dynamic 5QI Descriptor

This IE indicates the QoS Characteristics for a Non-standardised or not pre-configured 5QI for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Priority Level
	M
	
	INTEGER (1..127)
	For details see TS 23.501 [21].
	-
	

	Packet Delay Budget
	M
	
	9.3.1.51
	For details see TS 23.501 [21].
	-
	

	Packet Error Rate
	M
	
	9.3.1.52
	For details see TS 23.501 [21].
	-
	

	5QI
	O
	
	INTEGER (0..255,...)
	This IE contains the dynamically assigned 5QI as specified in TS 23.501 [21].
	-
	

	Delay Critical
	C-ifGBRflow
	
	ENUMERATED (delay critical, non-delay critical)
	For details see TS 23.501 [21].
	-
	

	Averaging Window
	C-ifGBRflow 
	
	9.3.1.53
	For details see TS 23.501 [21].
	-
	

	Maximum Data Burst Volume
	O
	
	9.3.1.54
	For details see TS 23.501 [21]. This IE shall be included if the Delay Critical IE is set to “delay critical” and shall be ignored otherwise.
	-
	

	CN Packet Delay Budget
	O
	
	Packet Delay Budget

9.3.1.51
	Core Network Packet Delay Budget is specified in TS 23.501 [9].

This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore


	Condition
	Explanation

	ifGBRflow
	This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.


Next Change
9.3.1.49
Non Dynamic 5QI Descriptor

This IE indicates the QoS Characteristics for a standardized or pre-configured 5QI for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	5QI
	M
	
	INTEGER (0..255,...)
	This IE contains the standardized or pre-configured 5QI as specified in TS 23.501 [21]
	-
	

	Priority Level
	O
	
	INTEGER (1..127)
	For details see TS 23.501 [21]. When included overrides standardized or pre-configured value.
	-
	

	Averaging Window
	O
	
	9.3.1.53
	This IE applies to GBR QoS Flows only. For details see TS 23.501 [21]. When included overrides standardized or pre-configured value.
	-
	

	Maximum Data Burst Volume
	O
	
	9.3.1.54
	For details see TS 23.501 [21]. When included overrides standardized or pre-configured value. If the 5QI refers to a non-delay critical QoS flow the IE shall be ignored.
	-
	

	CN Packet Delay Budget
	O
	
	Packet Delay Budget

9.3.1.51
	Core Network Packet Delay Budget is specified in TS 23.501 [9].

This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore


Next Change
9.3.1.51
Packet Delay Budget

This IE indicates the Packet Delay Budget for a QoS flow.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Packet Delay Budget
	M
	
	INTEGER (0..1023, ...)
	Upper bound value for the delay that a packet may experience expressed in unit of 0.5ms.

	Fractional Part of PDB
	O
	
	INTEGER (1..49)
	If present, overall packet delay budget is obtained by adding the value of this IE to the Packet Delay Budget. Expressed in units of 0.01 ms. 


Next Change
9.3.1.x
TSC Traffic Characteristics
This IE provides the traffic characteristics of TSC QoS flows.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TSC Assistance Information Downlink
	O
	
	TSC Assistance Information

9.3.1.y
	

	TSC Assistance Information Uplink
	O
	
	TSC Assistance Information

9.3.1.y
	


9.3.1.y
TSC Assistance Information
This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [9]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	9.3.1.z1
	

	Burst Arrival Time
	O
	
	9.3.1.z2
	


Next Change
9.3.1.z1
Periodicity
This IE indicates the Periodicity of the TSC QoS flow as defined in TS 23.501 [9]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	INTEGER (0..1280)
	Periodicity expressed in units of 0.5 ms

	Fractional Part of Periodicity
	O
	
	INTEGER (1..499)
	If present, periodicity is obtained by adding the value of this IE to the Periodicity IE. Expressed in units of 1 us.


9.3.1.z2
Burst Arrival Time

This IE indicates the Burst Arrival Time of the TSC QoS flow as defined in TS 23.501 [9]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Burst Arrival Time
	M
	
	OCTET STRING
	Encoded in the same format as the ReferenceTime IE as defined in TS 38.331 [8]. The value is truncated to 1 us granularity.


B
Appendix: TP for TS 38.473 BL CR, Option B

Beginning of Text Proposal for TS 38.473 
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	reject

	ServCellIndex
	M
	
	INTEGER (0..31,...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	YES
	ignore

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	Candidate SpCell List
	
	0..1
	
	
	YES
	ignore

	>Candidate SpCell Item IEs
	
	1 .. <maxnoofCandidateSpCells>
	
	
	EACH
	ignore

	>>Candidate SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	-
	

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	

	>>SCellIndex
	M
	
	INTEGER (1..31)
	
	-
	

	>>SCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	-
	

	>>servingCellMO
	O
	
	INTEGER (1..64)
	
	YES
	ignore

	SRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	If included, it should be set to true.
	-
	

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	-
	

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	-
	

	>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	YES
	ignore

	>>>>DRB QoS
	M
	
	9.3.1.45
	
	-
	

	>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.x
	
	YES
	ignore

	>>UL UP TNL Information to be setup List
	
	1
	
	
	-
	

	>>> UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>> RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>> UL Configuration
	O
	
	UL Configuraiton  

9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication 
	-
	

	>> DC Based Duplication Configured
	O
	
	ENUMERATED (true, ..., false)
	Indication on whether DC based PDCP duplication is configured or not. If included, it should be set to true.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	Duplication Activation

9.3.1.36
	Information on the initial state of  DC basedUL PDCP duplication
	YES
	reject

	>>DL PDCP SN length
	M
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	Inactivity Monitoring Request 
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8], encapsulated in a PDCP PDU.
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.55
	
	YES
	ignore

	Serving PLMN
	O
	
	PLMN ID

9.3.1.14
	Indicates the PLMN serving the UE.
	YES
	ignore

	gNB-DU UE Aggregate Maximum Bit Rate Uplink
	C-ifDRBSetup
	
	Bit Rate 9.3.1.22
	The gNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the gNB-DU.
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Resource Coordination Transfer Information
	O
	
	9.3.1.73
	
	YES
	ignore

	servingCellMO
	O
	
	INTEGER (1..64, ...)
	
	YES
	ignore

	New gNB-CU UE F1AP ID
	O
	
	gNB-CU UE F1AP ID

9.3.1.4
	
	YES
	reject

	RAN UE ID
	O
	
	OCTET STRING (SIZE (8))
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of ULUP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofCandidateSpCells
	Maximum no. of SpCells allowed towards one UE, the maximum value is 64.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.


	Condition
	Explanation

	ifDRBSetup
	This IE shall be present only if the DRB to Be Setup List IE is present.


Next Change
9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	ignore

	ServCellIndex
	O
	
	INTEGER (0..31, ...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	YES
	ignore

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information


	O


	
	9.3.1.25
	
	YES
	reject

	Transmission Action Indicator
	O
	
	9.3.1.11
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	RRC Reconfiguration Complete Indicator
	O
	
	9.3.1.30
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the RRCConnectionReconfiguration message as defined in TS 38.331 [8], encapsulated in a PDCP PDU.
	YES
	reject

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	

	>>SCellIndex
	M
	
	INTEGER (1..31)
	
	-
	

	>>SCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	-
	

	>>servingCellMO
	O
	
	INTEGER (1..64)
	
	YES
	ignore

	SCell To Be Removed List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Removed Item IEs
	
	1 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	

	SRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SRB to Be Setup Item IEs
	
	1..<maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	
	-
	

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	-
	

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	YES
	ignore

	>>>>DRB QoS
	M
	
	9.3.1.45
	
	-
	

	>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.x
	This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	>>UL UP TNL Information to be setup List 
	
	1
	
	
	-
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>> RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>UL Configuration
	O
	
	UL Configuration 

9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication
	-
	

	>> DC Based Duplication Configured
	O
	
	ENUMERATED (true, ..., false)
	Indication on whether DC based PDCP duplication is configured or not. If included, it should be set to true.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	Duplication Activation

9.3.1.36
	Information on the initial state of  DC based UL PDCP duplication 
	YES
	reject

	>>DL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	O
	
	
	
	-
	

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Used for EN-DC case to convey E-RAB Level QoS Parameters
	-
	

	>>>DRB Information
	
	1
	
	Used for NG-RAN cases
	YES
	ignore

	>>>>DRB QoS
	M
	
	9.3.1.45
	
	-
	

	>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.x
	This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	>> UL UP TNL Information to be setup List 
	
	0..1
	
	
	-
	

	>>> UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>UL Configuration
	O
	
	UL Configuration 

9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>DL PDCP SN length
	O
	
	ENUMERATED(12bits,18bits , ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>Bearer Type Change
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	>> RLC Mode
	O
	
	9.3.1.27
	
	YES
	ignore

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication
	YES
	reject

	>> DC Based Duplication Configured
	O
	
	ENUMERATED (true, …, false)
	Indication on whether DC based PDCP duplication is configured or not.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of  DC based UL PDCP duplication 
	YES
	reject

	SRB To Be Released List
	
	0..1
	
	
	YES
	reject

	>SRB To Be Released Item IEs
	
	1.. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Released Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	Inactivity Monitoring Request
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject

	DRX configuration indicator
	O
	
	ENUMERATED(release,...)
	
	YES
	ignore

	RLC Failure Indication
	O
	
	9.3.1.66
	
	YES
	ignore

	Uplink TxDirectCurrentList Information
	O
	
	9.3.1.67
	
	YES
	ignore

	GNB-DU Configuration Query
	O
	
	ENUMERATED (true, ...)
	Used to request the gNB-DU to provide its configuration.
	YES
	reject

	gNB-DU UE Aggregate Maximum Bit Rate Uplink
	O
	
	Bit Rate 9.3.1.22
	The gNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the gNB-DU.
	YES
	ignore

	Execute Duplication
	O
	
	ENUMERATED (true, ...)
	This IE may be sent only if duplication has been configured for the UE.
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Resource Coordination Transfer Information
	O
	
	9.3.1.73
	
	YES
	ignore

	servingCellMO
	O
	
	INTEGER (1..64, ...)
	
	YES
	ignore

	Need for Gap
	O
	
	ENUMERATED (true, …)
	Indicate gap for SeNB configured measurement is requested.It only applied to NE DC scenario.
	Yes
	ignore

	Full Configuration
	O
	
	ENUMERATED (full, ...)
	
	YES
	reject


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of UL UP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.


Next Change
9.3.1.47
Dynamic 5QI Descriptor

This IE indicates the QoS Characteristics for a Non-standardised or not pre-configured 5QI for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Priority Level
	M
	
	INTEGER (1..127)
	For details see TS 23.501 [21].
	-
	

	Packet Delay Budget
	M
	
	9.3.1.51
	For details see TS 23.501 [21].
	-
	

	Packet Error Rate
	M
	
	9.3.1.52
	For details see TS 23.501 [21].
	-
	

	5QI
	O
	
	INTEGER (0..255,...)
	This IE contains the dynamically assigned 5QI as specified in TS 23.501 [21].
	-
	

	Delay Critical
	C-ifGBRflow
	
	ENUMERATED (delay critical, non-delay critical)
	For details see TS 23.501 [21].
	-
	

	Averaging Window
	C-ifGBRflow 
	
	9.3.1.53
	For details see TS 23.501 [21].
	-
	

	Maximum Data Burst Volume
	O
	
	9.3.1.54
	For details see TS 23.501 [21]. This IE shall be included if the Delay Critical IE is set to “delay critical” and shall be ignored otherwise.
	-
	

	CN Packet Delay Budget
	O
	
	Packet Delay Budget

9.3.1.51
	Core Network Packet Delay Budget is specified in TS 23.501 [9].

This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore


	Condition
	Explanation

	ifGBRflow
	This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.


Next Change
9.3.1.49
Non Dynamic 5QI Descriptor

This IE indicates the QoS Characteristics for a standardized or pre-configured 5QI for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	5QI
	M
	
	INTEGER (0..255,...)
	This IE contains the standardized or pre-configured 5QI as specified in TS 23.501 [21]
	-
	

	Priority Level
	O
	
	INTEGER (1..127)
	For details see TS 23.501 [21]. When included overrides standardized or pre-configured value.
	-
	

	Averaging Window
	O
	
	9.3.1.53
	This IE applies to GBR QoS Flows only. For details see TS 23.501 [21]. When included overrides standardized or pre-configured value.
	-
	

	Maximum Data Burst Volume
	O
	
	9.3.1.54
	For details see TS 23.501 [21]. When included overrides standardized or pre-configured value. If the 5QI refers to a non-delay critical QoS flow the IE shall be ignored.
	-
	

	CN Packet Delay Budget
	O
	
	Packet Delay Budget

9.3.1.51
	Core Network Packet Delay Budget is specified in TS 23.501 [9].

This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore


Next Change
9.3.1.51
Packet Delay Budget

This IE indicates the Packet Delay Budget for a QoS flow.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Packet Delay Budget
	M
	
	INTEGER (0..1023, ...)
	Upper bound value for the delay that a packet may experience expressed in unit of 0.5ms.

	Fractional Part of PDB
	O
	
	INTEGER (1..49)
	If present, overall packet delay budget is obtained by adding the value of this IE to the Packet Delay Budget. Expressed in units of 0.01 ms. 


Next Change
9.3.1.x
TSC Traffic Characteristics
This IE provides the traffic characteristics of TSC QoS flows.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TSC Assistance Information Downlink
	O
	
	TSC Assistance Information

9.3.1.y
	

	TSC Assistance Information Uplink
	O
	
	TSC Assistance Information

9.3.1.y
	


9.3.1.y
TSC Assistance Information
This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [9]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	9.3.1.z1
	

	Burst Arrival Time
	O
	
	9.3.1.z2
	


Next Change
9.3.1.z1
Periodicity
This IE indicates the Periodicity of the TSC QoS flow as defined in TS 23.501 [9]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	INTEGER (0..1280)
	Periodicity expressed in units of 0.5 ms

	Fractional Part of Periodicity
	O
	
	INTEGER (1..499)
	If present, periodicity is obtained by adding the value of this IE to the Periodicity IE. Expressed in units of 1 us.


9.3.1.z2
Burst Arrival Time

This IE indicates the Burst Arrival Time of the TSC QoS flow as defined in TS 23.501 [9]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Burst Arrival Time
	M
	
	OCTET STRING
	Encoded in the same format as the ReferenceTime IE as defined in TS 38.331 [8]. The value is truncated to 1 us granularity.


