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[bookmark: _Toc45832533]9.3.1.125	Alternative QoS Parameters Set List
This IE contains alternative sets of QoS parameters which the NG-RAN node can indicate to be fulfilled when notification control is enabled and it cannot fulfil the requested list of QoS parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Alternative QoS Parameters Set Item
	
	1..<maxnoofQoSParaSets>
	
	
	-
	

	[bookmark: _Hlk23319941]>Alternative QoS Parameters Set Index
	M
	
	9.3.1.123
	
	-
	

	>Guaranteed Flow Bit Rate Downlink
	O
	
	Bit Rate 
9.3.1.4
	
	-
	

	>Guaranteed Flow Bit Rate Uplink
	O
	
	Bit Rate 
9.3.1.4
	
	-
	

	>Packet Delay Budget
	O
	
	9.3.1.51
	
	-
	

	>Packet Error Rate
	O
	
	9.3.1.52
	
	-
	

	>Maximum Data Burst Volume
	O
	
	9.3.1.54
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSParaSets
	Maximum no. of alternative sets of QoS Parameters allowed for the QoS profile. Value is 8.




	

[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<unchanged text omitted>
IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
<unchanged text omitted>
	id-SIB10-message,
	id-RequestedP-MaxFR2,
	id-DLCarrierList,
	id-ExtendedTAISliceSupportList,
	id-E-CID-MeasurementQuantities-Item,
	id-ConfiguredTACIndication,
	id-MaxDataBurstVolume,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,
	maxnoofDLUPTNLInformation,
	maxnoofNrCellBands,

<unchanged text omitted>
AlternativeQoSParaSetItem ::= SEQUENCE {
	alternativeQoSParaSetIndex			QoSParaSetIndex,
	guaranteedFlowBitRateDL				BitRate					OPTIONAL,
	guaranteedFlowBitRateUL				BitRate					OPTIONAL,
	packetDelayBudget					PacketDelayBudget		OPTIONAL,
	packetErrorRate						PacketErrorRate			OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {AlternativeQoSParaSetItem-ExtIEs} }	OPTIONAL,
	...
}

AlternativeQoSParaSetItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-MaxDataBurstVolume					CRITICALITY ignore	EXTENSION MaxDataBurstVolume							PRESENCE optional		},
	...
}

<unchanged text omitted>
[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588]9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<unchanged text omitted>
id-TRP-MeasurementRequestList						ProtocolIE-ID ::= 422
id-MeasurementBeamInfoRequest						ProtocolIE-ID ::= 423
id-E-CID-ReportCharacteristics						ProtocolIE-ID ::= 424
id-ConfiguredTACIndication							ProtocolIE-ID ::= 425
id-Extended-GNB-DU-Name								ProtocolIE-ID ::= 426
id-Extended-GNB-CU-Name								ProtocolIE-ID ::= 427
id-MaximumDataBurstVolume							ProtocolIE-ID ::= y


