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[bookmark: _Toc367182965][bookmark: _Toc20955041][bookmark: _Toc29991228][bookmark: _Toc36555628][bookmark: _Toc44497291][bookmark: _Toc45107679][bookmark: _Toc45901299][bookmark: _Toc51850378][bookmark: _Toc20955256][bookmark: _Toc29991453][bookmark: _Toc36555853][bookmark: _Toc44497573][bookmark: _Toc45107961][bookmark: _Toc45901581][bookmark: _Toc51850660]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
5.1	XnAP procedure modules
The Xn interface XnAP procedures are divided into two modules as follows:
1.	XnAP Basic Mobility Procedures;
2.	XnAP Global Procedures;
The XnAP Basic Mobility Procedures module contains procedures used to handle the UE mobility within E-UTRANNG-RAN.
The Global Procedures module contains procedures that are not related to a specific UE. The procedures in this module are in contrast to the above module involving two peer NG-RAN nodes.
[bookmark: _Toc20955244][bookmark: _Toc29991441][bookmark: _Toc36555841][bookmark: _Toc44497561][bookmark: _Toc45107949][bookmark: _Toc45901569][bookmark: _Toc51850648]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955100][bookmark: _Toc29991287][bookmark: _Toc36555687][bookmark: _Toc44497365][bookmark: _Toc45107753][bookmark: _Toc45901373]8.3.4.2	Successful Operation
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
Interaction with the M-NG-RAN node initiated S-NG-RAN node Modification Preparation procedure:
If applicable, as specified in TS 37.340 [8], the S-NG-RAN node may receive, after having initiated the S-NG-RAN node initiated S-NG-RAN node Modification procedure, the S-NODE MODIFICATION REQUEST message including the measGapConfig IE as defined in TS 38.331 [10] within the M-NG-RAN node to S-NG-RAN node Container IE.
If applicable, the S-NG-RAN node may receive, after having initiated the S-NG-RAN node initiated S-NG-RAN node Modification procedure, the S-NODE MODIFICATION REQUEST message including the SN triggered IE.
[bookmark: _Toc20955101][bookmark: _Toc29991288][bookmark: _Toc36555688][bookmark: _Toc45901374][bookmark: _Toc44497366][bookmark: _Toc45107754]If applicable, the S-NG-RAN node may receive, after having initiated the S-NG-RAN node initiated S-NG-RAN node Modification procedure, the S-NODE MODIFICATION REQUEST message including the SN triggered IE.8.3.4.3	Unsuccessful Operation
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.1.8	PDU Session Resource Setup Response Info – MN terminated
This IE contains the result of the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an MN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRBs Admitted List
	
	1
	
	
	–
	

	>DRBs Admitted Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN DL SCG UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node GTP-U tunnel endpoint(s) of the DRB’s Xn transport at its Lower Layer SCG resource. For delivery of DL PDUs.
	–
	

	>>secondary SN DL SCG UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node GTP-U tunnel endpoint(s) of the DRB’s Xn transport at its Lower Layer SCG resource. For delivery of DL PDUs in case of PDCP duplication.
	–
	

	>>LCID
	O
	
	9.2.3.70
	LCID for primary path or LCID for split secondary path for fallback to split bearer for primary path if PDCP duplication is applied
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	Ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node GTP-U tunnel endpoint(s) of the DRB’s Xn transport at its Lower Layer SCG resource. For delivery of DL PDUs in case of additional PDCP duplication.
	–
	

	DRBs Not Admitted To Be Setup or Modified List
	O
	
	DRB List with Cause
9.2.1.28
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2



[bookmark: _Toc20955245][bookmark: _Toc29991442][bookmark: _Toc36555842][bookmark: _Toc44497562][bookmark: _Toc45107950][bookmark: _Toc45901570][bookmark: _Toc51850649]9.2.1.9	PDU Session Resource Modification Info – SN terminated
This IE contains information related to a PDU session resource for an M-NG-RAN node initiated request to modify DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U UP TNL Information at UPF
	O
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	Network Instance
	O
	
	9.2.3.85
	This IE shall be ignored if the Common Network Instance IE is present.
	–
	

	QoS Flows To Be Setup List
	
	0..1
	
	
	–
	

	>QoS Flows To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	–
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information. 
	–
	

	>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>TSC Traffic Characteristics
	O
	
	9.2.3.114
	
	YES
	ignore

	>>Redundant QoS Flow Indicator 
	O
	
	9.2.3.118
	
	YES
	ignore

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	Applicable for the QoS flows contained in the QoS Flows To Be Setup List IE.
	–
	

	QoS Flows To Be Modified List
	
	0..1
	
	
	–
	

	>QoS Flows To Be Modified Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters 
	O
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	–
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information. 
	–
	

	>>TSC Traffic Characteristics
	O
	
	9.2.3.114
	
	YES
	ignore

	>>Redundant QoS Flow Indicator
	O
	
	9.2.3.118
	
	YES
	ignore

	QoS Flows To Be Released List
	
	0..1
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBs to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN DL CG UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node GTP-U endpoint(s) of a DRB’s Xn transport bearer at its lower layer CG resource. For delivery of DL PDUs.
	–
	

	>>secondary MN DL CG UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node GTP-U endpoint(s) of a DRB’s Xn transport bearer at its lower layer CG resource. For delivery of DL PDUs in case of PDCP duplication.
	–
	

	>>LCID
	O
	
	9.2.3.70
	LCID for primary path or LCID for split secondary path for fallback to split bearer for primary path if PDCP duplication is applied
	–
	

	>>RLC Status
	O
	
	9.2.3.80
	
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node GTP-U endpoint(s) of a DRB’s Xn transport bearer at its lower layer CG resource. For delivery of DL PDUs in case of additional PDCP duplication.
	–
	

	DRBs To Be Released List
	O
	
	DRB List with Cause
9.2.1.28
	
	–
	

	Common Network Instance
	O
	
	9.2.3.92
	
	YES
	ignore

	Default DRB Allowed
	O
	
	9.2.3.93
	
	YES
	ignore

	Non-GBR Resources Offered
	O
	
	9.2.3.98
	
	YES
	ignore

	Redundant UL NG-U UP TNL Information at UPF
	O
	
	UP Transport Layer Information
9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs for the redundant transmission
	YES
	ignore

	Redundant Common Network Instance 
	O
	
	Common Network Instance
9.2.3.92
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.



[bookmark: _Toc20955248][bookmark: _Toc29991445][bookmark: _Toc36555845][bookmark: _Toc44497565][bookmark: _Toc45107953][bookmark: _Toc45901573][bookmark: _Toc51850652]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.1.12	PDU Session Resource Modification Response Info – MN terminated
This IE contains the PDU session resource related result of an M-NG-RAN node initiated modification of DRBs configured with an MN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRBs Admitted to be Setup or Modified List
	
	1
	
	
	–
	

	>DRBs Admitted to be Setup or Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN DL SCG UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node GTP-U tunnel endpoint(s) of the DRB’s Xn transport at its Lower Layer SCG resource. For delivery of DL PDUs.
	–
	

	>>secondary SN DL SCG UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node GTP-U tunnel endpoint(s) of the DRB’s Xn transport at its Lower Layer SCG resource. For delivery of DL PDUs in case of PDCP duplication.
	–
	

	>>LCID
	O
	
	9.2.3.70
	LCID for primary path or LCID for split secondary path for fallback to split bearer for primary path if PDCP duplication is applied
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	Ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node GTP-U tunnel endpoint(s) of the DRB’s Xn transport at its Lower Layer SCG resource. For delivery of DL PDUs in case of additional PDCP duplication.
	–
	

	DRBs Released List
	O
	
	DRB List
9.2.1.29
	
	–
	

	DRBs Not Admitted To Be Setup or Modified List
	O
	
	DRB List with Cause
9.2.1.28
	
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.



[bookmark: _Toc20955258][bookmark: _Toc29991455][bookmark: _Toc36555855][bookmark: _Toc44497575][bookmark: _Toc45107963][bookmark: _Toc45901583][bookmark: _Toc51850662]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.1.22	PDU Session Resource Modification Required Info – MN terminated
This IE contains PDU session resource information of an S-NG-RAN node initiated modification request of DRBs configured with an MN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRBs To Be Modified List
	O
	
	
	
	–
	

	>DRBs To Be Modified Item
	
	1..<maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN DL SCG UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer. For delivery of DL PDUs.
	–
	

	>>secondary SN DL SCG UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer. For delivery of DL PDUs in case of PDCP Duplication
	–
	

	>>LCID
	O
	
	9.2.3.70
	LCID for primary path or LCID for split secondary path for fallback to split bearer for primary path if PDCP duplication is applied
	–
	

	>>RLC Status
	O
	
	9.2.3.80
	
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	Ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer. For delivery of DL PDUs in case of additional PDCP Duplication
	–
	

	DRBs To Be Released List
	O
	
	DRB List with Cause
9.2.1.28
	
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955261][bookmark: _Toc29991458][bookmark: _Toc36555858][bookmark: _Toc44497578][bookmark: _Toc45107966][bookmark: _Toc45901586]9.2.1.25	PDU Session List with data forwarding info from the target node
This IE contains a list of PDU session related data forwarding information from the target NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session List with data forwarding from the target node
	
	1 .. <maxnoofPDUsessions>
	
	
	–
	

	>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>Data Forwarding Info from target NG-RAN node
	MO
	
	9.2.1.16
	
	–
	

	>DRB IDs taken into use
	O
	
	DRB List 9.2.1.29
	Indicating the DRB IDs taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject



	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256.



<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

