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	Title:	
	Update on Reflective QoS Attribute

	
	

	Source to WG:
	ZTE, China Unicom, China Telecom, CMCC
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	Work item code:
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	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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…
Rel-15	(Release 15)
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Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	According to TS23.501:
When the RQA has been provided to the NG-RAN for a QoS Flow and the 5GC determines that the QoS Flow carries no more SDF for which Reflective QoS has to be used, the SMF should signal the removal of the RQA (Reflective QoS Attribute) from the QoS Flow's QoS profile to the NG-RAN on N2 reference point.
Therefore, the “removal” value in the Reflective QoS Attribute IE needs to be added in order to align with stage2.

	
	

	Summary of change:
	Extend the value of the Reflective QoS Attribute IE.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolate impact on the reflective QoS attribute.
This CR has ASN.1 impact with backward compatible way.


	
	

	Consequences if not approved:
	The stop for the reflective QoS can not be supported.

	
	

	Clauses affected:
	9.2.3.5, 9.3.5
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[bookmark: _Toc45900746][bookmark: _Toc36555511][bookmark: _Toc29991360][bookmark: _Toc51851030][bookmark: _Toc45107621][bookmark: _Toc45901182]9.2.3.5	QoS Flow Level QoS Parameters
This IE defines the QoS Parameters to be applied to a QoS flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE QoS Characteristics
	M
	
	
	

	>Non Dynamic 5QI
	
	
	
	

	>>Non dynamic 5QI Descriptor
	M
	
	9.2.3.8
	

	>Dynamic 5QI
	
	
	
	

	>>Dynamic 5QI Descriptor
	M
	
	9.2.3.9
	

	Allocation and Retention Priority
	M 
	
	9.2.3.7
	

	GBR QoS Flow Information
	O
	
	9.2.3.6
	This IE shall be present for GBR QoS flows and is ignored otherwise.

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, ..., removal)
	Reflective QoS is specified in TS 23.501 [7]. This IE applies to Non-GBR bearers only and is ignored otherwise.

	[bookmark: _Hlt180811783]Additional QoS flow Information
	O
	
	ENUMERATED (more likely, …)
	If this IE is set to "more likely", this indicates that traffic for this QoS flow is likely to appear more often than traffic for other flows established for the PDU session. This IE may be present in case of Non-GBR flows only and is ignored otherwise.
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

ReflectiveQoSAttribute ::= ENUMERATED {subject-to-reflective-QoS, ..., removal}
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