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	To introduce the support of flexible gNB ID length.

	
	

	Summary of change:
	Add the support of flexible gNB ID length :
-	To introduce NG-RAN CGI in the SON Configuration Transfer
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This IE contains the configuration information, used by e.g., SON functionality, and additionally includes the NG-RAN node identifier of the destination of this configuration information and the NG-RAN node identifier of the source of this information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Target RAN Node ID
	M
	
	
	

	>Global RAN Node ID
	M
	
	9.3.1.5
	

	>Selected TAI
	M
	
	TAI
9.3.3.11
	

	>NG-RAN CGI
	O
	
	9.3.1.73
	If this IE is present, the Global RAN Node ID IE should be ignored. This IE shall not be present if the SON Information IE contains the SON Information Reply IE.

	Source RAN Node ID
	M
	
	
	

	>Global RAN Node ID
	M
	
	9.3.1.5
	

	>Selected TAI
	M
	
	TAI
9.3.3.11
	

	SON Information
	M
	
	9.3.3.7
	

	Xn TNL Configuration Info
	C-ifSONInformationRequest
	
	9.3.3.9
	Source NG-RAN node Xn TNL Configuration Info.



	Condition
	Explanation

	ifSONInformationRequest
	This IE shall be present if the SON Information IE contains the SON Information Request IE set to "Xn TNL Configuration Info"




