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1. Introduction
The signaling transport for enhanced eNB architecture evolution was discussed during RAN3#112-e. In R3-212712 [1], the summary of the offline discussion was presented. This paper tried to have further discussions on the remaining open issues.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]2. Background
For sec 1, add new sentences including the new logical names
For section 3, add only references to definitions
No changes needed to secs. 4 and 5
For section 6, add the new eNB logical entities names (agreed in CB 48) to each occurrence of the gNB-CU-CP and gNB-CU-UP
For section 7, add a note establishing the equivalence between all the CP logical entities and between all the UP logical entities
3. Discussion
In the RAN3#112-e, the group agreed to add a note establishing the equivalence between all the CP logical entities and between all the UP logical entities for section 7 as following:
[bookmark: _Toc13759429][bookmark: _Toc29461981][bookmark: _Toc45888052][bookmark: _Toc64447754]*********
7	Transport layer
Note: The transport layer structure and mechanism specified in this section are also used between ng-eNB-CU-CP and ng-eNB-CU-UP or between eNB-CP and eNB-UP, unless stated otherwise.
*********
This description is too general from the aspect of the specification. To align with the BL CR to 38.463, we propose to make it clearer that each instance of gNB-CU-CP could be treated as ng-eNB-CU-CP or eNB-CP, and each instance of gNB-CU-UP could be treated as ng-eNB-CU-UP or eNB-UP, for ng-eNB or eNB CP/UP separation respectively.
[bookmark: _GoBack]Update the note in section 7 with that each instance of gNB-CU-CP could be treated as ng-eNB-CU-CP or eNB-CP, and each instance of gNB-CU-UP could be treated as ng-eNB-CU-UP or eNB-UP, for ng-eNB or eNB CP/UP separation respectively.
[bookmark: _Toc423019950][bookmark: _Toc423020279][bookmark: _Toc423020296]4. Conclusion
Based on the discussion in this paper, we propose the following:
[bookmark: _Toc423020280]Proposal 1:	Update the note in section 7 with that each instance of gNB-CU-CP could be treated as ng-eNB-CU-CP or eNB-CP, and each instance of gNB-CU-UP could be treated as ng-eNB-CU-UP or eNB-UP, for ng-eNB or eNB CP/UP separation respectively.
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