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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955614][bookmark: _Toc29461052][bookmark: _Toc29505784][bookmark: _Toc36556309]9.3.1.33	UL Configuration
This IE includes the UL configuration for the DRB and the corresponding Cell Groups.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UL Configuration 
	M
	
	ENUMERATED (no-data, shared, only, ..., primary-shared)
	Indicates the UL configuration for a Cell Group that is part of a DRB.  “no data” means  that the Cell Group is not used for UL data. “shared” means that the Cell Group is used for UL data together with at least another Cell Group. “only” means that only this Cellg Group is used for UL data. “primary-shared” means that the Cell Group is used for UL data together with at least another Cell Group and that this Cell Group is the primary path as defined in 38.331 [10].



<<<<<<<<<<<<<<<<<<<< End of 1st Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --




	

<<<<<<<<<<<<<<<<<<<< 2nd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512]9.4.5	Information Element Definitions
-- TEXT OMITTED –
UL-Configuration	::=	ENUMERATED	{
	no-data,
	shared,
	only,
	...,
	primary-shared
}
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
