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[bookmark: _Toc20955048][bookmark: _Toc29991235][bookmark: _Toc36555635][bookmark: _Toc44497298][bookmark: _Toc45107686][bookmark: _Toc45901306][bookmark: _Toc51850385][bookmark: _Toc56693388][bookmark: _Toc64446931][bookmark: _Toc66286425][bookmark: _Toc74151120]8.2.1	Handover Preparation
[bookmark: _Toc20955049][bookmark: _Toc29991236][bookmark: _Toc36555636][bookmark: _Toc44497299][bookmark: _Toc45107687][bookmark: _Toc45901307][bookmark: _Toc51850386][bookmark: _Toc56693389][bookmark: _Toc64446932][bookmark: _Toc66286426][bookmark: _Toc74151121]8.2.1.1	General
This procedure is used to establish necessary resources in an NG-RAN node for an incoming handover. If the procedure concerns a conditional handover, parallel transactions are allowed. Possible parallel requests are identified by the target cell ID when the source UE AP IDs are the same.
The procedure uses UE-associated signalling.
[bookmark: _Toc20955050][bookmark: _Toc29991237][bookmark: _Toc36555637][bookmark: _Toc44497300][bookmark: _Toc45107688][bookmark: _Toc45901308][bookmark: _Toc51850387][bookmark: _Toc56693390][bookmark: _Toc64446933][bookmark: _Toc66286427][bookmark: _Toc74151122]8.2.1.2	Successful Operation


Figure 8.2.1.2-1: Handover Preparation, successful operation


<Unchanged Text Omitted>
Redundant transmission:
-	For each PDU session, if the Redundant UL NG-U UP TNL Information at UPF IE is included in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use it as the uplink termination point for the user plane data for the redundant transmission for the concerned PDU session.
-	For each PDU session, if the Additional Redundant UL NG-U UP TNL Information at UPF List IE is included in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use them as the uplink termination points for the user plane data for the redundant transmission for the concerned PDU session.
-	For each PDU session, if the Redundant Common Network Instance IE is included in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [7].
-	For each PDU session, if the Redundant PDU Session Information IE is included in the PDU Session Resource To Be Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received information in the UE context and set up the redundant user plane for the concerned PDU session, as specified in TS 23.501 [7]. 
-	For each PDU session, if the Extended Redundant PDU Session Information IE is included in the PDU Session Resource To Be Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received information in the UE context and consider it to identify redundant PDU sessions, as specified in TS 23.501 [7]. 



<Unchanged Text Omitted>
[bookmark: _Toc20955084][bookmark: _Toc29991271][bookmark: _Toc36555671][bookmark: _Toc44497349][bookmark: _Toc45107737][bookmark: _Toc45901357][bookmark: _Toc51850436][bookmark: _Toc56693439][bookmark: _Toc64446982][bookmark: _Toc66286476][bookmark: _Toc74151171]8.3.1	S-NG-RAN node Addition Preparation
[bookmark: _Toc20955085][bookmark: _Toc29991272][bookmark: _Toc36555672][bookmark: _Toc44497350][bookmark: _Toc45107738][bookmark: _Toc45901358][bookmark: _Toc51850437][bookmark: _Toc56693440][bookmark: _Toc64446983][bookmark: _Toc66286477][bookmark: _Toc74151172]8.3.1.1	General
The purpose of the S-NG-RAN node Addition Preparation procedure is to request the S-NG-RAN node to allocate resources for dual connectivity operation for a specific UE.
The procedure uses UE-associated signalling.
[bookmark: _Toc20955086][bookmark: _Toc29991273][bookmark: _Toc36555673][bookmark: _Toc44497351][bookmark: _Toc45107739][bookmark: _Toc45901359][bookmark: _Toc51850438][bookmark: _Toc56693441][bookmark: _Toc64446984][bookmark: _Toc66286478][bookmark: _Toc74151173]8.3.1.2	Successful Operation


Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation


<Unchanged Text Omitted>
Redundant transmission:
-	For each PDU session, if the Redundant UL NG-U UP TNL Information at UPF IE is included in the PDU Session Resource Setup Info – SN terminated IE, the S-NG-RAN node shall, if supported, use it as the uplink termination point for the user plane data for this PDU session for the redundant transmission and it shall include the Redundant DL NG-U UP TNL Information at NG-RAN IE in the PDU Session Resource Setup Response Info – SN terminated IE as described in TS 23.501 [9].
-	For each PDU session, if the Redundant Common Network Instance IE is included in the PDU Session Resource Setup Info – SN terminated IE the S-NG-RAN node shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [7].
-	For each PDU session for which the Redundant QoS Flow Indicator IE is include in QoS Flows To Be Setup List IE contained in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, store and use it as specified in TS 23.501 [7].
-	For each PDU session, if the Redundant PDU Session Information IE is included in the PDU Session Resource Setup Info - SN terminated IE in the S-NODE ADDITION REQUEST message, the S-NODE-RAN node shall, if supported, store the received information in the UE context and setup the redundant user plane resources for the concerned PDU session, as specified in TS 23.501 [7].
-	For each PDU session resource successfully setup for which the Redundant PDU Session Information IE is included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, include the Used RSN Information IE in the PDU Session Resource Setup Response Info – SN terminated IE in the S-NODE ADDITION REQUEST ACKNOWLEDGE message.
-	For each PDU session, if the Extended Redundant PDU Session Information IE is included in the PDU Session Resource Setup Info - SN terminated IE in the S-NODE ADDITION REQUEST message, the S-NODE-RAN node shall, if supported, store the received information in the UE context and consider it to identify redundant PDU sessions, as specified in TS 23.501 [7].

<Unchanged Text Omitted>
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This procedure is used to enable an M-NG-RAN node to request an S-NG-RAN node to either modify the UE context at the S-NG-RAN node or to query the current SCG configuration for supporting delta signalling in M-NG-RAN node initiated S-NG-RAN node change, or to provide the S-RLF-related information to the S-NG-RAN node.
The procedure uses UE-associated signalling.
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Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation

<Unchanged Text Omitted>
Redundant transmission:
-	If the S-NODE MODIFICATION REQUEST message contains for a PDU session resource to be modified which is configured with the SN terminated bearer option, the Redundant UL NG-U UP TNL Information at UPF IE, the S-NG-RAN node shall, if supported, use it as the new UL NG-U address for the redundant transmission as specified in TS 23.501 [7].
-	For each PDU session, if the Redundant Common Network Instance IE is included in the PDU Session Resource Setup Info – SN terminated IE or in the PDU Session Resource Modification Info – SN terminated IE, the S-NG-RAN node shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [7].
-	For each PDU session, if the Redundant QoS Flow Indicator IE is set to false for all QoS flows, the S-NG-RAN node shall, if supported, stop the redundant transmission and release the redundant tunnel for the concerned PDU Session as specified in TS 23.501 [7].
-	For each PDU session for which the Redundant QoS Flow Indicator IE is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall, if supported, store and use it as specified in TS 23.501 [7].
-	For each PDU session, if the Redundant PDU Session Information IE is included in the PDU Session Resource Setup Info - SN terminated IE in the S-NODE MODIFICATION REQUEST message, the S-NODE-RAN node shall, if supported, store the received information in the UE context and setup the redundant user plane for the concerned PDU session, as specified in TS 23.501 [7].
-	For each PDU session resource successfully setup for which the Redundant PDU Session Information IE is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall, if supported, include the Used RSN Information IE in the PDU Session Resource Setup Response Info – SN terminated IE in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message.
-	For each PDU session, if the Extended Redundant PDU Session Information IE is included in the PDU Session Resource Setup Info - SN terminated IE in the S-NODE MODIFICATION REQUEST message, the S-NODE-RAN node shall, if supported, store the received information in the UE context and consider it to identify redundant PDU sessions, as specified in TS 23.501 [7].

<Unchanged Text Omitted>

[bookmark: _Toc20955236][bookmark: _Toc29991433][bookmark: _Toc36555833][bookmark: _Toc44497553][bookmark: _Toc45107941][bookmark: _Toc45901561][bookmark: _Toc51850640][bookmark: _Toc56693643][bookmark: _Toc64447186][bookmark: _Toc66286680][bookmark: _Toc74151375][bookmark: _Toc14207674][bookmark: _Toc20954286][bookmark: _Toc29902290][bookmark: _Toc29906294][bookmark: _Toc36550284]9.2.1.1	PDU Session Resources To Be Setup List
This IE contains PDU session resource related information used at UE context transfer between NG-RAN nodes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resources To Be Setup List
	
	1
	
	
	–
	

	>PDU Session Resources To Be Setup Item
	
	1 .. <maxnoof PDU sessions >
	
	
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>PDU Session Resource Aggregate Maximum Bitrate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	This IE shall be present when at least one Non-GBR QoS Flow has been setup.
	–
	

	>>UL NG-U UP TNL Information at UPF 
	M
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	[bookmark: _Hlk525921959]>>Source DL NG-U TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Indicates the possibility to keep the NG-U GTP-U tunnel termination point at the target NG-RAN node.
	–
	

	>>Security Indication
	O
	
	9.2.3.52
	
	–
	

	>>PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	>>Network Instance
	O
	
	9.2.3.85
	This IE is ignored if the Common Network Instance IE is present.
	–
	

	>>QoS Flows To Be Setup List
	
	1
	
	
	–
	

	>>>QoS Flows To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>>>E-RAB ID
	O
	
	INTEGER (0..15, …)
	
	–
	

	>>>>TSC Traffic Characteristics
	O
	
	[bookmark: _Hlk44431505]9.2.3.114
	
	YES
	ignore

	>>>>Redundant QoS Flow Indicator
	O
	
	9.2.3.118
	
	YES
	ignore

	>>Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	
	–
	

	>>Additional UL NG-U UP TNL Information at UPF List
	O
	
	Additional UP Transport Layer Information 9.2.1.32
	Additional UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	YES
	ignore

	>> Common Network Instance
	O
	
	9.2.3.92
	
	YES
	ignore

	>>Redundant UL NG-U UP TNL Information at UPF 
	O
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs for the redundant transmission
	YES
	ignore

	>>Additional Redundant UL NG-U UP TNL Information at UPF List
	O
	
	Additional UP Transport Layer Information 9.2.1.32
	Additional Redundant UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	YES
	ignore

	>>Redundant Common Network Instance
	O
	
	Common Network Instance
9.2.3.92
	
	YES
	ignore

	>>Redundant PDU Session Information
	O
	
	9.2.3.112
	
	YES
	Ignore

	>>Extended Redundant PDU Session Information
	O
	
	9.2.3.aaa
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.




<Unchanged Text Omitted>
[bookmark: _Toc20955241][bookmark: _Toc29991438][bookmark: _Toc36555838][bookmark: _Toc44497558][bookmark: _Toc45107946][bookmark: _Toc45901566][bookmark: _Toc51850645][bookmark: _Toc56693648][bookmark: _Toc64447191][bookmark: _Toc66286685][bookmark: _Toc74151380]9.2.1.5	PDU Session Resource Setup Info – SN terminated
This IE contains information for the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U UP TNL Information at UPF
	M
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	Network Instance
	O
	
	9.2.3.85
	This IE shall be ignored if the Common Network Instance IE is present.
	–
	

	QoS Flows To Be Setup List
	
	1
	
	
	–
	

	>QoS Flow To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	–
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information. 
	–
	

	>>TSC Traffic Characteristics
	O
	
	9.2.3.114
	
	YES
	ignore

	>>Redundant QoS Flow Indicator
	O
	
	[bookmark: _Hlk44431615]9.2.3.118
	
	YES
	ignore

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	
	–
	

	Security Indication
	O
	
	9.2.3.52
	
	–
	

	Security Result
	O
	
	9.2.3.67
	Indicates security activation status in MN.
	YES
	reject

	Common Network Instance
	O
	
	9.2.3.92
	
	YES
	ignore

	[bookmark: _Hlk44457243]Default DRB Allowed
	O
	
	9.2.3.93
	
	YES
	ignore

	Split Session Indicator
	O
	
	9.2.3.94
	
	YES
	reject

	Non-GBR Resources Offered
	O
	
	9.2.3.98
	
	YES
	ignore

	Redundant UL NG-U UP TNL Information at UPF
	O
	
	UP Transport Layer Information
9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs for the redundant transmission.
	YES
	ignore

	Redundant Common Network Instance 
	O
	
	Common Network Instance
9.2.3.92
	
	YES
	ignore

	Redundant PDU Session Information
	O
	
	9.2.3.112
	
	YES
	Ignore

	Extended Redundant PDU Session Information
	O
	
	9.2.3.aaa
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64




<Unchanged Text Omitted>
[bookmark: _Toc45652402][bookmark: _Toc45658834][bookmark: _Toc45720654][bookmark: _Toc45798534][bookmark: _Toc45897923][bookmark: _Toc51746127][bookmark: _Toc64446391][bookmark: _Toc73982261]9.2.3.aaa	Extended Redundant PDU Session Information
This IE defines Extended Redundancy information to be applied to a PDU session.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PDU Session Pair ID
	M
	
	PDU Session ID
9.2.3.18
	



<Unchanged Text Omitted>


3GPP
[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc20953918][bookmark: _Toc29391096][bookmark: _Toc36551835][bookmark: _Toc45832071][bookmark: _Toc51763024][bookmark: _Toc64382077][bookmark: _Toc73964595]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************



<Unchanged Text Omitted>
	id-RedundantPDUSessionInformation,
	id-UsedRSNInformation,
	id-RLCDuplicationInformation,
	id-CSI-RSTransmissionIndication,
	id-UERadioCapabilityID,
	id-secondary-SN-UL-PDCP-UP-TNLInfo,
	id-pdcpDuplicationConfiguration,
	id-duplicationActivation,
	id-NPRACHConfiguration,
	id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
	id-SFN-Offset,
	id-ExtendedRedundantPDUSessionInformation,


<Unchanged Text Omitted>

[bookmark: _Hlk513990739]-- **************************************************************
--
-- PDU Session Resources To Be Setup List
--
-- **************************************************************


PDUSessionResourcesToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourcesToBeSetup-Item

PDUSessionResourcesToBeSetup-Item ::= SEQUENCE {
	pduSessionId					PDUSession-ID,
	s-NSSAI							S-NSSAI,
	pduSessionAMBR					PDUSessionAggregateMaximumBitRate													OPTIONAL,
	uL-NG-U-TNLatUPF				UPTransportLayerInformation,
[bookmark: _Hlk525922913]	source-DL-NG-U-TNL-Information  UPTransportLayerInformation															OPTIONAL,
	securityIndication				SecurityIndication																	OPTIONAL,
	pduSessionType					PDUSessionType,
	pduSessionNetworkInstance		PDUSessionNetworkInstance															OPTIONAL,
	qosFlowsToBeSetup-List			QoSFlowsToBeSetup-List,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource											OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourcesToBeSetup-Item-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourcesToBeSetup-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-Additional-UL-NG-U-TNLatUPF-List			CRITICALITY ignore	EXTENSION Additional-UL-NG-U-TNLatUPF-List 		PRESENCE optional}|
{ ID id-PDUSessionCommonNetworkInstance				CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional}|
[bookmark: _Hlk44462442]{ ID id-Redundant-UL-NG-U-TNLatUPF					CRITICALITY	ignore	EXTENSION UPTransportLayerInformation				PRESENCE optional}|
{ ID id-Additional-Redundant-UL-NG-U-TNLatUPF-List	CRITICALITY ignore	EXTENSION Additional-UL-NG-U-TNLatUPF-List  	PRESENCE optional}|
{ ID id-RedundantCommonNetworkInstance				CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional}|
{ ID id-RedundantPDUSessionInformation				CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation			PRESENCE optional}|
{ ID id-ExtendedRedundantPDUSessionInformation		CRITICALITY ignore	EXTENSION ExtendedRedundantPDUSessionInformation			PRESENCE optional},
	...
}

-- **************************************************************
--
-- PDU Session Resource Setup Info - SN terminated
--
-- **************************************************************


PDUSessionResourceSetupInfo-SNterminated ::= SEQUENCE {
	uL-NG-U-TNLatUPF				UPTransportLayerInformation,
	pduSessionType					PDUSessionType,
	pduSessionNetworkInstance		PDUSessionNetworkInstance																	OPTIONAL,
	qosFlowsToBeSetup-List			QoSFlowsToBeSetup-List-Setup-SNterminated,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource													OPTIONAL,
	securityIndication				SecurityIndication																			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupInfo-SNterminated-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSetupInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SecurityResult						CRITICALITY reject	EXTENSION SecurityResult							PRESENCE optional}|
	{ ID id-PDUSessionCommonNetworkInstance		CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional}|
	{ID id-DefaultDRB-Allowed					CRITICALITY ignore	EXTENSION DefaultDRB-Allowed						PRESENCE optional}|
	{ ID id-SplitSessionIndicator				CRITICALITY reject	EXTENSION SplitSessionIndicator					PRESENCE optional}|
	{ID id-NonGBRResources-Offered				CRITICALITY ignore	EXTENSION NonGBRResources-Offered				PRESENCE optional}|
	{ ID id-Redundant-UL-NG-U-TNLatUPF			CRITICALITY	ignore	EXTENSION UPTransportLayerInformation			PRESENCE optional}|
	{ ID id-RedundantCommonNetworkInstance		CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional}|
	{ ID id-RedundantPDUSessionInformation		CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation		PRESENCE optional}|
	{ ID id-ExtendedRedundantPDUSessionInformation		CRITICALITY ignore	EXTENSION ExtendedRedundantPDUSessionInformation			PRESENCE optional},
	...
}


<Unchanged Text Omitted>
	


<Unchanged Text Omitted>
ExtendedRedundantPDUSessionInformation ::= SEQUENCE {
	pDUSessionPairID					PDUSessionID,
	iE-Extensions		ProtocolExtensionContainer { { ExtendedRedundantPDUSessionInformation-ExtIEs} }	OPTIONAL,
	...
}

ExtendedRedundantPDUSessionInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}



<Unchanged Text Omitted>
[bookmark: _Toc20955410][bookmark: _Toc29991618][bookmark: _Toc36556021][bookmark: _Toc44497806][bookmark: _Toc45108193][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc56693898][bookmark: _Toc64447442][bookmark: _Toc66286936][bookmark: _Toc74151634]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

<Unchanged Text Omitted>
id-SCGIndicator																						ProtocolIE-ID ::= 247
id-UESpecificDRX																					ProtocolIE-ID ::= 248
id-ExtendedRedundantPDUSessionInformation															ProtocolIE-ID ::= aaa
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