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	Reason for change:
	At the RAN3#112-e meeting, some clarification on NPN Mobility Information in MRL has been discussed in R3-212090,R3-212091. It seems there are some different understandings of the configuration of SPLMN/ EPLMNs as well as NPN Mobility information. In the discussion, some companies think “the associated PNI-NPN Restricted IE can be set to “not-restricted” only if this PLMN Identity is contained in the Serving PLMN IE or the Equivalent PLMNs IE in the MRL; the associated PNI-NPN Restricted IE can be set to “restricted”only if this PLMN Identity is not contained in the Serving PLMN IE or the Equivalent PLMNs IE in the MRL”.

In short,some companies think the SPLMN/EPLMNs only include “not-restricted” PLMN. But it may not be correct.
-> the Serving PLMN IE in MRL is Mandatory, if UE accesses a cell of restricted PLMN, we wonder how to fill in this IE;
-> the following procedure specified in TS38.300, “If the Xn handover results in a change of serving PLMN (to an equivalent PLMN), the source gNB shall replace the serving PLMN with the identity of the target PLMN and move the serving PLMN to the equivalent PLMN list, before propagating the roaming and access restriction information”, can not work;
-> the equivalent PLMNs is defined in TS24.501, the UE shall store a list of equivalent PLMNs for PLMN selection and cell selection. When a UE is switched on, UE shall first select a PLMN , and then, the UE searches for a suitable cell of the selected PLMN. If EPLMNs only includes “not-restricted” PLMN, the UE can not select the CAG-only cell in the “restricted” PLMN.

In order to make the specification more clear, it is proposed to add the semantics description of the NPN Mobility Information IE in MRL as“In the case of PNI-NPN, any of PLMN Identity listed in the Allowed PNI-NPN List needs to be present in the Serving PLMN IE or the Equivalent PLMNs IE”

Furthermore, In TS23.501, it specifies that “For a UE registered in an SNPN, the AMF shall not provide a list of equivalent PLMNs to the UE and shall not provide a list of permitted PLMNs to NG-RAN.” So, it is proposed to add the semantics description of the NPN Mobility Information IE in MRL as “In the case of SNPN, the Equivalent PLMNs IE shall not be present, and the PLMN Identity in the Serving PLMN IE is the associated PLMN Identity of the SNPN”.


	
	

	Summary of change:
	· Adding the semantics description of the NPN Mobility Information IE in MRL as“In the case of PNI-NPN, any of PLMN Identity listed in the Allowed PNI-NPN List needs to be present in the Serving PLMN IE or the Equivalent PLMNs IE”
· Adding the semantics description of the NPN Mobility Information IE in MRL as“In the case of SNPN, the Equivalent PLMNs IE shall not be present, and the PLMN Identity in the Serving PLMN IE  is the associated PLMN Identity of the SNPN”
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the NPN Mobility Information.
No ASN.1 impact


	
	

	Consequences if not approved:
	It is ambiguous for the RAN node on the usage of the NPN mobility information with respect to the serving PLMN and equivalent PLMNs.
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This IE defines roaming or access restrictions for subsequent mobility actions for which the NG-RAN provides information about the target of the mobility action towards the UE, e.g., handover, or for SCG selection during dual connectivity operation or for assigning proper RNAs. If the NG-RAN receives the Mobility Restriction List IE, it shall overwrite previously received restriction information. NG-RAN behaviour upon receiving this IE is specified in TS 23.501 [7].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Serving PLMN
	M
	
	PLMN Identity
9.2.2.4
	
	–
	

	Equivalent PLMNs
	
	0..<maxnoofEPLMNs>
	
	Allowed PLMNs in addition to Serving PLMN.
This list corresponds to the list of "equivalent PLMNs" as defined in TS 24.501 [30].
This list is part of the roaming restriction information. Roaming restrictions apply to PLMNs other than the Serving PLMN and Equivalent PLMNs.
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	RAT Restrictions
	
	0..<maxnoofPLMNs>
	
	This IE contains RAT restriction related information as specified in TS 23.501 [7].
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>RAT Restriction Information
	M
	
	BIT STRING {
e-UTRA (0),
nR (1), nR-unlicensed (2)}
(SIZE(8, …))
	Each position in the bitmap represents a RAT.
If a bit is set to "1", the respective RAT is restricted for the UE.
If a bit is set to "0", the respective RAT is not restricted for the UE. Bits 3-7 are reserved for future use.
	–
	

	>Extended RAT Restriction Information
	O
	
	9.2.3.99
	If this IE is included, the RAT Restriction Information IE is ignored.
	YES
	ignore

	Forbidden Area Information
	
	0..<maxnoofPLMNs>
	
	This IE contains Forbidden Area information as specified in TS 23.501 [7].
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>Forbidden TACs
	
	1..<maxnoofForbiddenTACs>
	
	
	–
	

	>>TAC
	M
	
	9.2.2.5
	The TAC of the forbidden TAI.
	–
	

	Service Area Information
	
	0..<maxnoofPLMNs>
	
	This IE contains Service Area Restriction information as specified in TS 23.501 [7].
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>Allowed TACs
	
	0..<maxnooAllowedAreas>
	
	
	–
	

	>>TAC
	M
	
	9.2.2.5
	The TAC of the allowed TAI.
	–
	

	>Not Allowed TACs
	
	0..<maxnooAllowedAreas>
	
	
	–
	

	>>TAC
	M
	
	9.2.2.5
	The TAC of the not-allowed TAI.
	–
	

	Last E-UTRAN PLMN Identity
	O
	
	9.2.2.4
	Indicates the E-UTRAN PLMN ID from where the UE formerly handed over to 5GS and which is preferred in case of subsequent mobility to EPS.
	YES
	ignore

	Core Network Type Restriction for serving PLMN
	O
	
	ENUMERATED
(EPCForbidden, …)
	Indicates whether the UE is restricted to connect to EPC for the Serving PLMN as specified in TS 23.501 [7].
	YES
	ignore

	Core Network Type Restriction for Equivalent PLMNs
	
	0..<maxnoofEPLMNs>
	
	
	YES
	ignore

	>PLMN Identity
	M
	
	9.2.2.4
	Includes any of the Equivalent PLMNs listed in the Mobility Restriction List IE for which CN Type restriction applies as specified in TS 23.501 [7].
	–
	

	>Core Network Type Restriction
	M
	
	ENUMERATED
(EPCForbidden, 5GCForbidden, …)
	Indicates whether the UE is restricted to connect to EPC or to 5GC for this PLMN.
	–
	

	NPN Mobility Information
	O
	
	9.2.3.119
	In the case of PNI-NPN, any of PLMN Identity listed in the  Allowed PNI-NPN List needs to be present in the Serving PLMN IE or the Equivalent PLMNs IE; 
In the case of SNPN, the Equivalent PLMNs IE shall not be present, and the PLMN Identity in the Serving PLMN IE  is the associated PLMN Identity of the SNPN.
	YES
	reject



	Range bound
	Explanation

	maxnoofEPLMNs
	Maximum no. of equivalent PLMNs. Value is 15.

	maxnoofPLMNs
	Maximum no. of allowed PLMNs. Value is 16.

	maxnoofForbiddenTACs
	Maximum no. of forbidden Tracking Area Codes. Value is 4096.

	maxnoofAllowedAreas
	Maximum no. of allowed or not allowed Tracking Areas. Value is 16.
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