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Introduction
The eNPN RAN WID was agreed at RAN#89 and further revised at RAN#90 in tdoc [2].

This RAN work item builds on the result of the study for enhancement of NPN in SA2 and the associated work item. The scope of the SA2 study work was specified in [3] and the associated TR is in [4].

Not all the key issues addressed in [3,4] have NG-RAN impacts. More precisely the following three key issues addressed by SA2 are foreseen to have impacts on NG-RAN:

· Access of SNPN with subscription/credentials owned by a separate entity (SA2 key issue 1)
· Support for UE onboarding and remote provisioning (SA2 key issue 4)
· IMS Voice and Emergency Services for SNPN (SA2 key issue 3) 
Among those, only key issue 1 and key issue 4 are assumed to have RAN3 impacts.

This paper provides updates on the open points related to stage 2 aspects on onboarding.

Conclusion and Proposal

Agreements stage 2:
Replace “onboarding indicator” by “onboarding indication” in BLCR 38.410 and BLCR 38.300 and remove corresponding editor’s notes

Add editor’s note to BLCR 38.300: “whether to capture that UE can be handed over to a cell of the O-SNPN not indicating onboarding support is FFS”

Add the following text to BLCR 38.300: “The NG-RAN node indicates supports for the associated S-NSSAI in the NG Setup procedure (FFS)”.
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16.6.x
Access with credentials owned by a Credentials Holder

An SNPN may allow access to UEs being authorized using credentials or subscription owned by a separate credential holder (CH). The support of this feature is uniform across the SNPN as specified in TS 23.501 [3].


16.6.y
Support of UE onboarding and remote provisioning

An SNPN may offer support for restricted 3GPP connectivity for remote provisioning of credentials. The feature is enabled/disabled per cell. The NG-RAN node indicates support for the associated S-NSSAI in the NG Setup procedure (FFS). 
Editor’s Note: whether to NG-RAN node indicates support for the onboarding associated S-NSSAI is to be confirmed. 
The NG-RAN nodes receive information about onboarding support capabilities of the AMF(s) using the NGAP Setup procedure. This information is used by the NG-RAN node to select a suitable AMF when receiving the “Onboarding Indication” at initial access from the UE. This “Onboarding Indication” is further relayed to the AMF in the NGAP Initial UE Message. The AMF checks that this is consistent with information received over NAS (FFS). 


Editor’s Note: whether the “Onboarding Indicator” received over RRC is relayed to the AMF is to be confirmed.

Editor’s Note: whether NG-RAN nodes should be informed of the restricted nature of the PDU session is FFS.

Editor’s Note: whether to capture that the UE can be handed over to a cell of the O-SNPN not indicating onboarding support is FFS. 
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