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1. Introduction
This TP is based on the following proposals and observations.
Proposal 1: The issue on CHO with SCG configuration shall be discussed with CPAC.
Proposal 2: The new IE (e.g., “CHO DC Indicator” for EN-DC and “CHO MR-DC Indicator” for MR-DC) shall be added in the SN addition request message to inform candidate target SN that it is for CHO with SCG configuration issue.
Observation 1: The signaling for Early data forwading is already enhanced in both Rel-16 specification and CPAC related BLCR, no other signaling enhancement is needed to support Early data forwarding for CHO with SCG configuration case.
[bookmark: _GoBack]The detail analysis can be seen in R3-21473.
2. Text Proposal for TS36.423

------------------------------------------------Start of the change--------------------------------------------------
9.1.4.1	SGNB ADDITION REQUEST
This message is sent by the MeNB to the en-gNB to request the preparation of resources for EN-DC operation for a specific UE
Direction: MeNB  en-gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB
	YES
	reject

	NR UE Security Capabilities
	M
	
	9.2.107
	
	YES
	reject

	SgNB Security Key
	M
	
	9.2.101
	The S-KgNB which is provided by the MeNB, see TS 33.401 [18].
	YES
	reject

	SgNB UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate
9.2.12
	The UE Aggregate Maximum Bit Rate is split into MeNB UE Aggregate Maximum Bit Rate and SgNB UE Aggregate Maximum Bit Rate which are enforced by MeNB and en-gNB respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity
9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	E-RABs To Be Added List
	
	1
	
	
	YES
	reject

	>E-RABs To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes the E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>MeNB DL GTP Tunnel Endpoint at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>RLC Mode
	O
	
	RLC Mode
9.2.119
	Indicates the RLC mode at the MeNB for PDCP transfer to en-gNB.
	YES
	ignore

	>>>>Bearer Type
	O
	
	9.2.92
	
	YES
	ignore

	>>>>Ethernet Type
	O
	
	9.2.157
	
	YES
	ignore

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>MeNB UL GTP Tunnel Endpoint at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>Secondary MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs in case of PDCP duplication.
	–
	

	>>>>RLC Mode
	M
	
	RLC Mode
9.2.119
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>>>UL Configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the UL.
	YES
	ignore

	>>>>DL PDCP SN Length 
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the DL.
	YES
	ignore

	>>>>Duplication activation
	O
	
	9.2.137
	Indicated the initial staus of PDCP duplication.
	YES
	ignore

	MeNB to SgNB Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	SgNB UE X2AP ID
	O
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Expected UE Behaviour
	O
	
	9.2.70
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject

	Requested split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRB are requested.
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore

	SGNB Addition Trigger Indication
	O
	
	ENUMERATED (SN change, inter-eNB HO, intra-eNB HO, ...)
	This IE indicates the trigger for SGNB Addition procedure.
	YES
	reject

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.25
	
	YES
	ignore

	MeNB Cell ID
	M
	
	ECGI
9.2.14
	Indicates the cell ID for PCell in MeNB.
	YES
	reject

	Desired Activity Notification Level
	O
	
	9.2.141
	
	YES
	ignore

	Trace Activation
	O
	
	9.2.2
	
	YES
	ignore

	Location Information at SgNB reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s location information is to be provided.
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.69
	
	YES
	ignore

	Additional RRM Policy Index
	O
	
	9.2.25a
	
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	UE Context Reference at Source NG-RAN
	O
	
	RAN UE NGAP ID 9.2.152
	
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.59
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.2.64
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.2.171
	
	YES
	reject

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	Conditional PSCell Addition Information Request
	O
	
	
	
	YES
	reject

	>CPAC Indicator
	M
	
	ENUMERATED (CPAC-initiation, ...)
	
	-
	-

	>Maximum Number of PSCells To Prepare
	O
	
	INTEGER (1..FFS, …)
	Indicates the maximum number of PSCells that the target may prepare.
	-
	-

	CHO DC Indicator
	
	
	ENUMERATED (true, ...)
	Indicating that it is for Conditional Handover with SCG configuration, as specified in TS 37.340 [8].
	YES
	reject



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256.



	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	C-ifMCGandSCGpresent_GBR
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and GBR QoS Information IE is present in  Full E-RAB Level QoS Parameters IE.


------------------------------------------------End of the change--------------------------------------------------




