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1	Introduction
In this paper we outline possible content of functional description of CCO for such split architecture.
2	Discussion
As discussed in [1], open points remain for the functional description of NR CCO. However taking into account definitions of coverage issue and capacity issue proposed in [1], a basic operation mode for Rel-17 CCO could be as follows:
· The gNB-DU detects capacity issue and reports to the gNB-CU. For capacity issues, the gNB-DU may also take local action.
· The gNB-CU detects coverage issue.
· The gNB-CU sends coverage/capacity configuration parameters to the concerned gNB-DU(s).
· The gNB-CU and the gNB-DU shall respect coverage configuration parameters limitations provided by the OAM.

A TP to TS 38.401 based on the above is provided in annex.

Proposal: RAN3 is kindly requested to discuss and agree the TP provided in annex.
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The gNB-DU detects capacity issue and reports to the gNB-CU. For capacity issues, the gNB-DU may also take local action. The gNB-CU detects coverage issue. The gNB-CU sends coverage/capacity configuration parameters to the concerned gNB-DU(s). The gNB-CU and the gNB-DU shall respect coverage configuration parameters limitations provided by the OAM.

8.14.x.2	Overall procedures for CCO 
The following clauses describe the overall procedures for CCO involving F1.
tbc

<<< end of changes >>>



