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-------------------------------------------Change 1-------------------------------------------

[bookmark: _Toc20955048][bookmark: _Toc29991235][bookmark: _Toc36555635][bookmark: _Toc44497298][bookmark: _Toc45107686][bookmark: _Toc45901306][bookmark: _Toc51850385][bookmark: _Toc56693388][bookmark: _Toc64446931][bookmark: _Toc66286425][bookmark: _Toc74151120][bookmark: _Toc81321728]8.2.1	Handover Preparation
[bookmark: _Toc20955049][bookmark: _Toc29991236][bookmark: _Toc36555636][bookmark: _Toc44497299][bookmark: _Toc45107687][bookmark: _Toc45901307][bookmark: _Toc51850386][bookmark: _Toc56693389][bookmark: _Toc64446932][bookmark: _Toc66286426][bookmark: _Toc74151121][bookmark: _Toc81321729]8.2.1.1	General
This procedure is used to establish necessary resources in an NG-RAN node for an incoming handover. If the procedure concerns a conditional handover, parallel transactions are allowed. Possible parallel requests are identified by the target cell ID when the source UE AP IDs are the same.
The procedure uses UE-associated signalling.
[bookmark: _Toc20955050][bookmark: _Toc29991237][bookmark: _Toc36555637][bookmark: _Toc44497300][bookmark: _Toc45107688][bookmark: _Toc45901308][bookmark: _Toc51850387][bookmark: _Toc56693390][bookmark: _Toc64446933][bookmark: _Toc66286427][bookmark: _Toc74151122][bookmark: _Toc81321730]8.2.1.2	Successful Operation


Figure 8.2.1.2-1: Handover Preparation, successful operation
The source NG-RAN node initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node. When the source NG-RAN node sends the HANDOVER REQUEST message, it shall start the timer TXnRELOCprep.
If the Conditional Handover Information Request IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall consider that the request concerns a conditional handover and shall include the Conditional Handover Information Acknowledge IE in the HANDOVER REQUEST ACKNOWLEDGE message.
>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
[bookmark: OLE_LINK5]If the UE Radio Capability ID IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [7] and TS 23.502 [13].
If the QMC Information IE is contained in the HANDOVER REQUEST, the NG-RAN node shall, if supported, take it into account for QoE measurements handling, as described in TS 38.300 [9].
-------------------------------------------Change 2-------------------------------------------

[bookmark: _Toc44497313][bookmark: _Toc45107701][bookmark: _Toc45901321][bookmark: _Toc51850400][bookmark: _Toc56693403][bookmark: _Toc64446946][bookmark: _Toc66286440][bookmark: _Toc74151135][bookmark: _Toc81321743]8.2.4	Retrieve UE Context
[bookmark: _Toc20955064][bookmark: _Toc29991251][bookmark: _Toc36555651][bookmark: _Toc44497314][bookmark: _Toc45107702][bookmark: _Toc45901322][bookmark: _Toc51850401][bookmark: _Toc56693404][bookmark: _Toc64446947][bookmark: _Toc66286441][bookmark: _Toc74151136][bookmark: _Toc81321744]8.2.4.1	General
The purpose of the Retrieve UE Context procedure is to either retrieve the UE context from the old NG-RAN node and transfer it to the NG-RAN node where the UE RRC Connection has been requested to be established, or to enable the old NG-RAN node to forward an RRC message to the UE via the new NG-RAN node without context transfer.
The procedure uses UE-associated signalling.
[bookmark: _Toc20955065][bookmark: _Toc29991252][bookmark: _Toc36555652][bookmark: _Toc44497315][bookmark: _Toc45107703][bookmark: _Toc45901323][bookmark: _Toc51850402][bookmark: _Toc56693405][bookmark: _Toc64446948][bookmark: _Toc66286442][bookmark: _Toc74151137][bookmark: _Toc81321745]8.2.4.2	Successful Operation


Figure 8.2.4.2-1: Retrieve UE Context, successful operation
The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node.
>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
If the UE Radio Capability ID IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG- RAN node shall, if supported store this information in the UE context and use it as defined in TS 23.501 [7] and TS 23.502 [13].
If the QMC Information IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the NG-RAN node shall, if supported, take it into account for QoE measurements handling, as described in TS 38.300 [9].
-------------------------------------------Change 3-------------------------------------------


[bookmark: _Toc20955178][bookmark: _Toc29991373][bookmark: _Toc36555773][bookmark: _Toc44497480][bookmark: _Toc45107868][bookmark: _Toc45901488][bookmark: _Toc51850567][bookmark: _Toc56693570][bookmark: _Toc64447113][bookmark: _Toc66286607][bookmark: _Toc74151302][bookmark: _Toc81321910]9.1	Message Functional Definition and Content
[bookmark: _Toc20955179][bookmark: _Toc29991374][bookmark: _Toc36555774][bookmark: _Toc44497481][bookmark: _Toc45107869][bookmark: _Toc45901489][bookmark: _Toc51850568][bookmark: _Toc56693571][bookmark: _Toc64447114][bookmark: _Toc66286608][bookmark: _Toc74151303][bookmark: _Toc81321911]9.1.1	Messages for Basic Mobility Procedures
[bookmark: _Toc20955180][bookmark: _Toc29991375][bookmark: _Toc36555775][bookmark: _Toc44497482][bookmark: _Toc45107870][bookmark: _Toc45901490][bookmark: _Toc51850569][bookmark: _Toc56693572][bookmark: _Toc64447115][bookmark: _Toc66286609][bookmark: _Toc74151304][bookmark: _Toc81321912]9.1.1.1	HANDOVER REQUEST
This message is sent by the source NG-RAN node to the target NG-RAN node to request the preparation of resources for a handover.
Direction: source NG-RAN node  target NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Source NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	reject

	Target Cell Global ID
	M
	
	9.2.3.25
	Includes either an E-UTRA CGI or an NR CGI
	YES
	reject

	GUAMI
	M
	
	9.2.3.24
	
	YES
	reject

	UE Context Information
	
	1
	
	
	YES
	reject

	>NG-C UE associated Signalling reference
	M
	
	AMF UE NGAP ID
9.2.3.26
	Allocated at the AMF on the source NG-C connection.
	–
	

	>Signalling TNL association address at source NG-C side
	M
	
	CP Transport Layer Information
9.2.3.31
	This IE indicates the AMF’s IP address of the SCTP association used at the source NG-C interface instance.
Note: If no UE TNLA binding exists at the source NG-RAN node, the source NG-RAN node indicates the TNL association address it would have selected if it would have had to create a UE TNLA binding.
	–
	

	>UE Security Capabilities
	M
	
	9.2.3.49
	
	–
	

	>AS Security Information
	M
	
	9.2.3.50
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	[bookmark: OLE_LINK29][bookmark: OLE_LINK30]>UE Aggregate Maximum Bit Rate
	M
	
	9.2.3.17
	
	–
	

	>PDU Session Resources To Be Setup List
	
	1
	9.2.1.1
	Similar to NG-C signalling, containing UL tunnel information per PDU Session Resource;
and in addition, the source side QoS flow  DRB mapping
	–
	

	>RRC Context
	M
	
	OCTET STRING
	Either includes the HandoverPreparationInformation message as defined in subclause 10.2.2. of TS 36.331 [14], or the HandoverPreparationInformation-NB message as defined in subclause 10.6.2 of TS 36.331 [14], if the target NG-RAN node is an ng-eNB,
or the HandoverPreparationInformation message as defined in subclause 11.2.2 of TS 38.331 [10], if the target NG-RAN node is a gNB.
	–
	

	>Location Reporting Information
	O
	
	9.2.3.47
	Includes the necessary parameters for location reporting.
	–
	

	>Mobility Restriction List
	O
	
	9.2.3.53
	
	–
	

	>Management Based MDT PLMN List 
	O
	
	MDT PLMN List
9.2.3.133
	
	YES
	ignore

	>5GC Mobility Restriction List Container
	O
	
	9.2.3.100
	
	YES
	ignore

	[bookmark: _Hlk44414173]>NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.3.107
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	>LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.3.108
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	>UE Radio Capability ID
	O
	
	9.2.3.138
	
	YES
	reject

	Trace Activation
	O
	
	9.2.3.55
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	UE History Information
	M
	
	9.2.3.64
	
	YES
	ignore

	UE Context Reference at the S-NG-RAN node
	O
	
	
	
	YES
	ignore

	>Global NG-RAN Node ID
	M
	
	9.2.2.3
	
	–
	

	>S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	–
	

	Conditional Handover Information Request
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, …)
	
	–
	

	>Target NG-RAN node UE XnAP ID
	C-ifCHOmod
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the target NG-RAN node
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	–
	

	NR V2X Services Authorized
	O
	
	[bookmark: _Hlk44414243]9.2.3.105
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.2.3.106
	
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.2.3.109
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the handover; the source NG-RAN node provides it in order to enable later analysis of the conditions that led to a wrong HO.
	YES
	ignore

	UE History Information from the UE
	O
	
	[bookmark: _Hlk44418955]9.2.3.110
	
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	QMC Information
	O
	
	9.2.3.a
	
	YES
	ignore



	Condition
	Explanation

	ifCHOmod
	This IE shall be present if the CHO Trigger IE is present and set to "CHO-replace".



	Range bound
	Explanation

	maxnoofMDTPLMNs
	PLMNs in the Management Based MDT PLMN list. Value is 16.



-------------------------------------------Change 4-------------------------------------------

[bookmark: _Toc20955188][bookmark: _Toc29991383][bookmark: _Toc36555783][bookmark: _Toc44497490][bookmark: _Toc45107878][bookmark: _Toc45901498][bookmark: _Toc51850577][bookmark: _Toc56693580][bookmark: _Toc64447123][bookmark: _Toc66286617][bookmark: _Toc74151312][bookmark: _Toc81321920]9.1.1.9	RETRIEVE UE CONTEXT RESPONSE
This message is sent by the old NG-RAN node to transfer the UE context to the new NG-RAN node.
Direction: old NG-RAN node  new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	[bookmark: OLE_LINK9]Old NG-RAN node UE XnAP ID reference
	M
	
	[bookmark: OLE_LINK184]NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	GUAMI
	M
	
	9.2.3.24
	
	YES
	reject

	UE Context Information – Retrieve UE Context Response
	M
	
	9.2.1.13
	
	YES
	reject

	Trace Activation
	O
	
	9.2.3.55
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	Location Reporting Information
	O
	
	9.2.3.47
	Includes the necessary parameters for location reporting.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.2.3.105
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.2.3.106
	
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.2.3.109
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	UE History Information
	O
	
	9.2.3.64
	
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.2.3.133
	
	YES
	ignore

	QMC Information
	O
	
	9.2.3.a
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMDTPLMNs
	PLMNs in the Management Based MDT PLMN list. Value is 16.




-------------------------------------------Change 5-------------------------------------------

[bookmark: _Toc56521741][bookmark: _Toc36551751][bookmark: _Toc45831973][bookmark: _Toc20953836][bookmark: _Toc29391014][bookmark: _Toc51762926]9.2.3.a	QMC Information
The IE contains the information about the QoE Measurement Collection (QMC) configuration.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UE Application layer measurement information List
	
	0..1
	
	
	YES
	ignore

	>UE Application layer measurement information Item
	
	1..<maxnoofUEApplicationLayerMeas>
	
	
	
	

	>>UE Application layer measurement information
	M
	
	9.2.3.b
	
	-
	



	Range bound
	Explanation

	maxnoofUEApplicationLayerMeas
	Maximum no. of UE application layer measurement. Value is FFS.




-------------------------------------------Change 6-------------------------------------------

9.2.3.b UE Application Layer Measurement Information
The IE defines the information about the QoE Measurement Collection (QMC) configuration.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoE Reference
	M
	
	OCTET STRING (SIZE(6))
	QoE Reference, as defined in clause 5.2 of TS 28.405. It consists of MCC+MNC+QMC ID, where the MCC and MNC are coming with the trace activation request from the management system to identify one PLMN containing the management system, and QMC ID is a 3 bytes Octet String.
	-
	-

	Measurement Configuration Application Layer ID
	M
	
	
	This IE indicates the identity of the application layer measurement configuration, as defined in TS 38.331 [10].
	-
	-

	QoE Measurement Type
	M
	
	ENUMERATED
(s-based, ...)
	
	-
	-

	Service Type
	M
	
	ENUMERATED
(QMC for DASH streaming, QMC for MTSI, QMC for VR, ...)
	This IE indicates the service type of QoE measurements.
	-
	-

	QoE Measurement Status (WA)
	M
	
	ENUMERATED
(ongoing, configured...)
	Indicates whether a measurement has been activated.
	-
	-

	CHOICE MDT Alignment Information
	O
	
	
	Indicates the MDT measurements with which alignment is required.
	-
	-

	>S-based MDT
	
	
	
	
	
	

	>>NG-RAN Trace ID
	M
	
	9.2.3.97
	Indicates the MDT measurements with which alignment is required.
	-
	-

	>M-based MDT
	
	
	
	
	
	

	>>Trace Reference
	M
	
	OCTET STRING (SIZE(6))
	Trace Reference defined in TS 32.422 [23]. 
	-
	-

	Measurement Collection Entity IP Address
	O
	
	Transport Layer Address
9.2.3.29
	The IP address of the entity receiving the QoE measurement report. 
	-
	-

	CHOICE Area Scope of QMC
	C-ifQoEMeasTypeSignalingBased
	
	
	
	-
	-

	 >Cell based
	
	
	
	
	
	-

	>>Cell ID List for QMC
	
	1 .. <maxnoofCellIDforQMC>
	
	
	
	-

	>>>NR CGI
	M
	
	9.2.2.7
	
	-
	-

	>TA based
	
	
	
	
	
	-

	>>TA List for QMC
	
	1 .. <maxnoofTAforQMC>
	
	
	
	-

	>>>TAC
	M
	
	9.2.2.5
	The TAI is derived using the current serving PLMN.
	-
	-

	>TAI based
	
	
	
	
	-
	-

	>>TAI List for QMC
	
	1 .. <maxnoofTAforQMC>
	
	
	-
	-

	 >>>TAI
	M
	
	9.2.3.20
	
	-
	-

	>PLMN based
	
	
	
	
	
	-

	>>PLMN List for QMC
	
	1 .. <maxnoofPLMNforQMC>
	
	
	
	-

	  >>>PLMN Identity
	M
	
	9.2.2.4
	
	-
	-

	S-NSSAI List
	O
	0..1
	
	
	-
	-

	>S-NSSAI Item
	
	1 .. <maxnoofSNSSAIforQMC>
	
	
	-
	-

	>>S-NSSAI
	M
	
	S-NSSAI 9.3.1.38
	
	-
	-




	Condition
	Explanation

	ifQoEMeasTypeSignalingBased
	This IE shall be present if the QoE Measurement Type IE is set to the value “s-based”




	Range bound
	Explanation

	maxnoofQoEMeasConfig
	Maximum no. of simultaneous QoE measurement configurations at a UE. Value is FFS

	maxnoofCellIDforQMC
	Maximum no. of Cell IDs comprising the QMC scope. Value is 32.

	maxnoofTAforQMC
	Maximum no. of TA comprising the QMC scope. Value is 8.

	maxnoofPLMNforQMC
	Maximum no. of PLMNs in the PLMN list for QMC scope. Value is 16.

	maxnoofSNSSAIforQMC
	Maximum no. of S-NSSAIs comprising the QMC scope. Value is 16.
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