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	Reason for change:
	In RAN3#114-e, two Options were discussed on revising the handling of PDU session NAS PDU in modify procedure:
Opt1: If the NAS-PDU IE is received for the PDU session, the NG-RAN node shall pass it to the UE.
Opt2: The NG-RAN node shall pass the NAS-PDU IE received for the PDU session to the UE when modifying the PDU session configuration. The NG-RAN node does not send the NAS PDUs associated to the failed PDU sessions to the UE.

The specification is updated to support Opt2, it is also align with the PDU session setup procedure.
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	Procedual text change in the PDU session resource Modify procedure.
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The change has limited impact to the PDU session modify procedure. The change is backwards compatible.
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The purpose of the PDU Session Resource Modify procedure is to enable configuration modifications of already established PDU session(s) for a given UE. It is also to enable the setup, modification and release of the QoS flow for already established PDU session(s). The procedure uses UE-associated signalling.
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Figure 8.2.3.2-1: PDU session resource modify: successful operation
The AMF initiates the procedure by sending a PDU SESSION RESOURCE MODIFY REQUEST message to the NG-RAN node.
*******************************
Skip to the next Change
*******************************
For each PDU session included in the PDU Session Resource Modify Request List IE:
*******************************
Skip to the next Change
*******************************
-	For each PDU session successfully modified If the NAS-PDU IE is received for the PDU session, the NG-RAN node shall pass the PDU session NAS-PDU IE it to the UE, if it is included. when modifying the Data Radio Bearer configuration. The NG-RAN node shalldoes not send to the UE the PDU session NAS PDU associated to the PDU sessions failed to be modified.received for the PDU session when all the QoS flows to be added or modified are failed and no QoS flow was requested to be released, even if e.g. the NG-U UP TNL modification is successful. 
-	The NG-RAN node may change allocation of resources on NG according to the requested target configuration.
-	If the PDU Session Aggregate Maximum Bit Rate IE is included in the PDU Session Resource Modify Request Transfer IE, the NG-RAN node shall store and use the received PDU Session Aggregate Maximum Bit Rate value when enforcing traffic policing for Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [9].	
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