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[bookmark: _Toc534727677][bookmark: _Toc29391549][bookmark: _Toc29391609][bookmark: _Toc29391669][bookmark: _Toc36552239][bookmark: _Toc45882467][bookmark: _Toc51762792]3.2	Abbreviations
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
5GC	5G Core Network
AMF	Access and Mobility Management Function
CIoT	Cellular IoT
NB-IoT	Narrow Band Internet of Things
NG-U	NG User plane interface
QMC	QoE Measurement Collection
QoE	Quality of Experience
RIM	Remote Interference Management
SMF	Session Management Function
UP	User Plane
UPF	User Plane Function



	

[bookmark: _Toc534727694][bookmark: _Toc29391566][bookmark: _Toc29391626][bookmark: _Toc29391686][bookmark: _Toc36552256][bookmark: _Toc45882484][bookmark: _Toc51762809]5.x1	QMC function
The QMC function provides means to manage the QMC sessions and support the mobility of QMC sessions over the NG interface. 

[bookmark: _Toc534727715][bookmark: _Toc29391588][bookmark: _Toc29391648][bookmark: _Toc29391708][bookmark: _Toc36552278][bookmark: _Toc45882511][bookmark: _Toc51762836]6.x2	QMC procedures
The following procedures are used to control the QMC sessions in the UE and to transfer QMC session information to the target NG-RAN node during a UE’s intra-system intra-RAT mobility:
-	Initial Context Setup;
-	UE Context Modification;
-	Handover Preparation;
-	Handover Resource Allocation.

