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Nokia internal use

First Modification
[bookmark: _Toc37338343][bookmark: _Toc46489186][bookmark: _Toc52567544][bookmark: _Toc100832466][bookmark: _Toc51763573][bookmark: _Toc64448739][bookmark: _Toc66289398][bookmark: _Toc74154511][bookmark: _Toc81383255][bookmark: _Toc88657888][bookmark: _Toc97910800][bookmark: _Toc99038439][bookmark: _Toc99730701][bookmark: _Toc534730103][bookmark: _Toc51775926][bookmark: _Toc56772948][bookmark: _Toc64447577][bookmark: _Toc74152233][bookmark: _Toc88654086][bookmark: _Toc99056135][bookmark: _Toc99959068]8.10	Multi-RTT positioning
** unchanged text skipped **
[bookmark: _Toc37338348][bookmark: _Toc46489191][bookmark: _Toc52567549][bookmark: _Toc100832471]8.10.2.3	Information that may be transferred from the gNB to LMF
The assistance data that may be transferred from gNB to the LMF is listed in Table 8.10.2.3-1.
[bookmark: _Hlk23431780]Table 8.10.2.3-1: Assistance data that may be transferred from gNB to the LMF
	Information 

	PCI, GCI, ARFCN and TRP IDs of the TRPs served by the gNB

	Timing information of TRPs served by the gNB

	DL-PRS configuration of the TRPs served by the gNB

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	Spatial direction information of the DL-PRS Resources of the TRPs served by the gNB

	Geographical coordinates information of the DL-PRS Resources of the TRPs served by the gNB

	TRP Tx TEG association information



The configuration data for a target UE that may be transferred from the serving gNB to the LMF is listed in Table 8.10.2.3-2.
Table 8.10.2.3-2: UL information/UE configuration data that may be transferred from serving gNB to the LMF
	UE configuration data

	UE SRS configuration

	SFN initialization time for the SRS configuration



The measurement results that may be signalled from gNBs to the LMF is listed in Table 8.10.2.3-3.
Table 8.10.2.3-3: Measurement results that may be transferred from gNBs to the LMF
	Measurement results

	NCGI and TRP ID of the measurement

	gNB Rx-Tx time difference measurement

	UL-SRS-RSRP

	UL-SRS-RSRPP

	UL Angle of Arrival (azimuth and elevation)

	Time stamp of the measurement

	Quality for each measurement

	[bookmark: _Hlk23885320]Beam Information of the measurement

	LoS/NLoS information for each measurement

	ARP ID of the measurement



[bookmark: _Toc37338349][bookmark: _Toc46489192][bookmark: _Toc52567550][bookmark: _Toc100832472]8.10.2.4	Information that may be transferred from the LMF to gNBs
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.10.2.4-1.
Table 8.10.2.4-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Number of requested SRS resource sets and SRS resources per set

	Pathloss reference:
	- PCI, SSB Index
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID
	- NZP CSI-RS Resource ID
	- SRS Resource ID
	- Positioning SRS Resource ID

	Periodicity of the SRS for each SRS resource set

	SSB Information

	Carrier frequency of SRS transmission bandwidth



The TRP measurement request information that may be signalled from the LMF to the gNBs is listed in Table 8.10.2.4-2.
Table 8.10.2.4-2: TRP Measurement request information that may be transferred from LMF to gNBs.
	Information 

	TRP ID, and NCGI of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty, for reception of SRS by candidate TRPs

	Report characteristics for the measurements

	Measurement Quantities

	Measurement periodicity

	Measurement beam information request

	Expected UL AoA/ZoA and uncertainty range

	Number of TRP Rx TEGs and TRP RxTx TEGs

	Measurement characteristics request indicator

	Measurement time occasions for a measurement instance



The Positioning Activation/Deactivation request information that may be signalled from the LMF to the gNB is listed in Table 8.10.2.4-3.
Table 8.10.2.4-3: Requested positioning activation/deactivation information that may be transferred from LMF to gNB.
	Information 

	SP UL-SRS:
	- Activation or Deactivation request
	- Positioning SRS Resource Set ID which is to be activated/deactivated
	- Spatial relation for Resource IDi
	- Activation Time

	Aperiodic UL-SRS
	- Aperiodic SRS Resource Trigger List
	- Activation Time

	UL-SRS:
	- Release all



Next Modification
[bookmark: _Toc37338364][bookmark: _Toc46489208][bookmark: _Toc52567566][bookmark: _Toc100832488]8.11	DL-AoD positioning
** unchanged text skipped **
[bookmark: _Toc37338369][bookmark: _Toc46489213][bookmark: _Toc52567571][bookmark: _Toc100832493]8.11.2.3	Information that may be transferred from the gNB to LMF
[bookmark: _Hlk29911368]The assistance data that may be transferred from gNB to the LMF is listed in Table 8.11.2.3-1.
Table 8.11.2.3-1: Assistance data that may be transferred from gNB to the LMF
	Information 

	PCI, GCI, ARFCN, and TRP IDs of the TRPs served by the gNB

	Timing information of TRPs served by the gNB

	DL-PRS configuration of the TRPs served by the gNB

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	Spatial direction information of the DL-PRS Resources of the TRPs served by the gNB

	Geographical coordinates information of the DL-PRS Resources of the TRPs served by the gNB

	TRP beam antenna information



Next Modification
[bookmark: _Toc37338382][bookmark: _Toc46489226][bookmark: _Toc52567584][bookmark: _Toc100832506]8.12	DL-TDOA positioning
** unchanged text skipped **
[bookmark: _Toc37338387][bookmark: _Toc46489231][bookmark: _Toc52567589][bookmark: _Toc100832511]8.12.2.3	Information that may be transferred from the gNB to LMF
The assistance data that may be transferred from gNB to the LMF is listed in Table 8.12.2.3-1.
Table 8.12.2.3-1: Assistance data that may be transferred from gNB to the LMF
	 Information 

	PCI, GCI, ARFCN, and TRP IDs of the TRPs served by the gNB

	Timing information of TRPs served by the gNB

	DL-PRS configuration of the TRPs served by the gNB

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	Spatial direction information of the DL-PRS Resources of the TRPs served by the gNB

	Geographical coordinates information of the DL-PRS Resources of the TRPs served by the gNB

	TRP Tx TEG association information



Next Modification
[bookmark: _Toc37338400][bookmark: _Toc46489244][bookmark: _Toc52567602][bookmark: _Toc100832524]8.13	UL-TDOA positioning
[bookmark: _Toc37338402][bookmark: _Toc46489246][bookmark: _Toc52567604][bookmark: _Toc100832526]** unchanged text skipped **
[bookmark: _Toc46489247][bookmark: _Toc52567605][bookmark: _Toc100832527][bookmark: _Toc12401883][bookmark: _Toc37338403]8.13.2.0	Assistance Data that may be transferred from the gNB to the LMF
The assistance data that may be transferred from the gNB to the LMF is listed in Table 8.13.2.0-1.
Table 8.13.2.0-1: Assistance data that may be transferred from gNB to the LMF
	Information

	PCI, GCI, and TRP IDs of the TRPs served by the gNB

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	Geographical coordinates information of the DL-PRS Resources of the TRPs served by the gNB



[bookmark: _Toc46489248][bookmark: _Toc52567606][bookmark: _Toc100832528]8.13.2.1	Configuration Data that may be transferred from the gNB to the LMF
The configuration data for a target UE that may be transferred from the serving gNB to the LMF is listed in Table 8.13.2.1-1.
Table 8.13.2.1-1: UE configuration data that may be transferred from serving gNB to the LMF
	[bookmark: _Hlk32316091]UE configuration data

	UE SRS configuration 

	[bookmark: _Toc12401885]Timing information of the TRP, which configured the UE SRS transmission

	UE Tx TEG association information



[bookmark: _Toc37338404][bookmark: _Toc46489249][bookmark: _Toc52567607][bookmark: _Toc100832529]8.13.2.2	Location Information that may be transferred from the gNBs to LMF
The information that may be transferred from gNBs to the LMF include measurement results listed in Table 8.13.2.2-1. The individual measurements are defined in TS 38.215 [37].
Table 8.13.2.2-1: Measurement results that may be transferred from gNBs to the LMF
	Measurement results

	NCGI and TRP ID of the measurement

	UL-RTOA

	UL-SRS-RSRP

	UL-SRS-RSRPP

	Time stamp of the measurement

	Quality for each measurement

	Beam Information for each measurement

	LoS/NLoS information for each measurement

	ARP ID of the measurement



[bookmark: _Toc37338405][bookmark: _Toc46489250][bookmark: _Toc52567608][bookmark: _Toc100832530]8.13.2.3	Information that may be transferred from the LMF to gNBs
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.13.2.3-1.
Table 8.13.2.3-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Pathloss reference:
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID
	- NZP CSI-RS Resource ID
	- SRS Resource ID
	- Positioning SRS Resource ID

	SSB Information

	Periodicity of the SRS for each SRS resource set

	Carrier frequency of SRS transmission bandwidth



The TRP measurement request information that may be signalled from the LMF to the gNB is listed in table 8.13.2.3-2.
Table 8.13.2.3-2: TRP Measurement request information that may be transferred from LMF to gNB.
	Information 

	TRP ID, cell ID of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty, for reception of SRS by candidate TRPs

	Report characteristics for the measurements

	Measurement Quantities

	Measurement periodicity

	Measurement beam information request

	Expected UL AoA/ZoA and uncertainty range

	Number of TRP Rx TEGs and TRP RxTx TEGs

	Measurement characteristics request indicator

	Measurement time occasions for a measurement instance



The Positioning Activation/Deactivation request information that may be signalled from the LMF to the gNB is listed in Table 8.13.2.3-3.
Table 8.13.2.3-3: Requested positioning activation/deactivation information that may be transferred from LMF to gNB.
	Information 

	SP UL-SRS:
	- Activation or Deactivation request
	- Positioning SRS Resource Set ID which is to be activated/deactivated
	- Spatial relation for Resource IDi
	- Activation Time

	Aperiodic UL-SRS:
	- Aperiodic SRS Resource Trigger List
	- Activation time

	UL-SRS:
	- Release all



Next Modification
[bookmark: _Toc37338412][bookmark: _Toc46489258][bookmark: _Toc52567616][bookmark: _Toc100832538]8.14	UL-AoA positioning
[bookmark: _Toc46489261][bookmark: _Toc52567619][bookmark: _Toc100832541]** unchanged text skipped **
8.14.2.0	Assistance Data that may be transferred from the gNB to the LMF
The assistance data that may be transferred from the gNB to the LMF is listed in Table 8.14.2.0-1.
Table 8.14.2.0-1: Assistance data that may be transferred from gNB to the LMF
	Information

	PCI, GCI, and TRP IDs of the TRPs served by the gNB

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	Geographical coordinates information of the DL-PRS Resources of the TRPs served by the gNB



[bookmark: _Toc37338415][bookmark: _Toc46489262][bookmark: _Toc52567620][bookmark: _Toc100832542]8.14.2.1	Configuration Data that may be transferred from the gNB to the LMF
The configuration data for a target UE that may be transferred from the serving gNB to the LMF is listed in Table 8.14.2.1-1.
Table 8.14.2.1-1: UE configuration data that may be transferred from serving gNB to the LMF
	UE configuration data

	UE SRS configuration 

	Timing information of the TRP, which configured the UE SRS transmission



[bookmark: _Toc37338416][bookmark: _Toc46489263][bookmark: _Toc52567621][bookmark: _Toc100832543]8.14.2.2	Location Information that may be transferred from the gNBs to LMF
The information that may be transferred from gNBs to the LMF include measurement results are listed in Table 8.14.2.2-1. The individual measurements are defined in TS 38.215 [37].
Table 8.14.2.2-1: Measurement results that may be transferred from gNBs to the LMF
	Measurement results

	NCGI and TRP ID of the measurement

	UL Angle of Arrival (azimuth and/or elevation)

	Multiple UL Angle of Arrival (azimuth and/or elevation)

	UL-SRS-RSRP

	UL-SRS-RSRPP

	Time stamp of the measurement

	Quality for each measurement

	Beam information for each measurement

	LoS/NLoS information for each measurement

	ARP ID of the measurement



[bookmark: _Toc37338417][bookmark: _Toc46489264][bookmark: _Toc52567622][bookmark: _Toc100832544]8.14.2.3	Information that may be transferred from the LMF to gNB
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.14.2.3-1.
Table 8.14.2.3-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Number of requested SRS resource sets and SRS resources per set

	Pathloss reference:
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID
	- NZP CSI-RS Resource ID
	- SRS Resource ID
	- Positioning SRS Resource ID

	SSB Information

	Periodicity of the SRS for each SRS resource set

	Carrier frequency of SRS transmission bandwidth



The TRP measurement request information that may be signalled from the LMF to the gNB is listed in table 8.14.2.3-2.
Table 8.14.2.3-2: TRP Measurement request information that may be transferred from LMF to gNB.
	Information 

	TRP ID, cell ID of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty, for reception of SRS by candidate TRPs

	Report characteristics for the measurements

	Measurement Quantities

	Measurement periodicity

	Measurement beam information request

	Expected UL AoA/ZoA and uncertainty range

	Measurement characteristics request indicator

	Measurement time occasions for a measurement instance



The Positioning Activation/Deactivation request information that may be signalled from the LMF to the gNB is listed in Table 8.14.2.3-3.
Table 8.14.2.3-3: Requested positioning activation/deactivation information that may be transferred from LMF to gNB.
	Information

	SP UL-SRS:
	- Activation or Deactivation request
	- Positioning SRS Resource Set ID which is to be activated/deactivated
	- Spatial relation for Resource IDi
	- Activation Time

	Aperiodic UL-SRS:
	- Aperiodic SRS Resource Trigger list
	- Activation time

	UL-SRS:
	- Release all



