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	Reason for change:
	RAN2 has specified a new SIB (i.e. SIB18) to advertise the Group IDs for Network selection (GINs) to support onboarding and Credentials Holder for SNPN. 
As the new SIB includes GIN-Element combined by PLMN ID and NID which already are incharge by DU in CU-DU architecture, DU should take the responsibility for the encoding and updating of the new SIB and signal it to CU, the procedure is similar to SIB1, SIB10 etc.    
Therefore, the new function needs to be introduced to support the signalling the new SIB18 to CU from DU and the corresponding specifications need to be modified.



	
	

	Summary of change:
	Add texts to state that DU is responsible for encoding SIB18.
Impact Analysis:
Impact assessment towards the previous version of specification (same release):
This CR has isolated Impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the System information management function. 


	
	

	Consequences if not approved:
	In CU-DU architecture, it remains unclear which node (CU or DU) encodes the SIB18.
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Scheduling of system broadcast information is carried out in the gNB-DU. The gNB-DU is responsible for transmitting the system information according to the scheduling parameters available.
The gNB-DU is responsible for the encoding of the NR-MIB message. In case broadcast of SIB1 and other SIBs is needed, the gNB-DU is responsible for the encoding of the SIB1 message, SIB10, SIB12, SIB13, SIB14, and SIB17 and SIB18 messages and the gNB-CU is responsible for the encoding of other SIBs. The gNB-DU may re-encode SIB9. The gNB-DU is responsible for the generation of the SystemInformation message.
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