[bookmark: _Toc193024528][bookmark: _Toc20955717][bookmark: _Toc29892811][bookmark: _Toc36556748][bookmark: _Toc45832124][bookmark: _Toc51763304][bookmark: _Toc64448467][bookmark: _Toc66289126][bookmark: _Toc74154239][bookmark: _Toc81382983][bookmark: _Toc88657616]3GPP TSG-RAN3 Meeting #116-e	R3-223479
[bookmark: OLE_LINK343]E-meeting, May 9th – 19th, 2022

	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.473
	CR
	0929
	rev
	[bookmark: _GoBack]-
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	[bookmark: _Hlk85115545]Title:	
	Corrections to Load Balancing Enhancements

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R3

	
	5

	Work item code:
	NR_ENDC_SON_MDT_enh-Core
	
	Date:
	2022-05-19

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
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The Radio Resource Status IE indicates the usage of the PRBs per cell for MIMO, per SSB area and per slice for all traffic in Downlink and Uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	SSB Area Radio Resource Status List
	
	1
	
	
	-
	

	>SSB Area Radio Resource Status Item
	
	1..<maxnoofSSBAreas>
	
	
	-
	

	[bookmark: _Hlk32414349]>>SSB Index
	M
	
	INTEGER (0..63)
	
	-
	

	>>SSB Area DL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>SSB Area UL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>SSB Area DL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL non-GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>SSB Area UL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL non-GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>SSB Area DL Total PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL Total PRB usage in percentage of the cell total PRB number.
	-
	

	>>SSB Area UL Total PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL Total PRB usage in percentage of the cell total PRB number.
	-
	

	>>DL scheduling PDCCH CCE usage
	O
	
	INTEGER (0..100)
	
	-
	

	>>UL scheduling PDCCH CCE usage
	O
	
	INTEGER (0..100)
	
	-
	

	Slice Radio Resource List
	
	0..1
	
	
	YES
	ignore

	>Slice Radio Resource Item
	
	1..< maxnoofBPLMNsNR >
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.1.14
	Broadcast PLMN
	-
	

	>>S-NSSAI Radio Resource Status List
	
	1
	
	
	-
	

	>>>S-NSSAI Radio Resource Status Item
	
	1..<maxnoofSliceItems>
	
	
	-
	

	>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>S-NSSAI DL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per slice DL GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>>>S-NSSAI UL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per slice UL GBR PRB usage for this slice in percentage of the cell total PRB number.
	-
	

	>>>>S-NSSAI DL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per slice DL non-GBR PRB usage for this slice in percentage of the cell total PRB number.
	-
	

	>>>>S-NSSAI UL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per slice UL non-GBR PRB usage for this slice in percentage of the cell total PRB number.
	-
	

	>>>>Slice DL Total PRB allocation
	M
	
	INTEGER (0..100)
	Total amount of DL PRBs available per cell for this slice if all the resources the slice could access were usable.
	-
	

	>>>>Slice UL Total PRB allocation
	M
	
	INTEGER (0..100)
	Total amount of UL PRBs available per cell for this slice if all the resources the slice could access were usable.
	-
	

	MIMO PRB usage Information
	O
	
	
	
	YES
	ignore

	>DL GBR PRB usage for MIMO
	M
	
	INTEGER (0..100)
	Per cell DL GBR PRB usage for MIMO in percentage of the cell total PRB number as defined in TS 38.314 [32].
	-
	

	>UL GBR PRB usage for MIMO
	M
	
	INTEGER (0..100)
	Per cell UL GBR PRB usage for MIMO in percentage of the cell total PRB number as defined in TS 38.314 [32].
	-
	

	>DL non-GBR PRB usage for MIMO
	M
	
	INTEGER (0..100)
	Per cell DL non-GBR PRB usage for MIMO in percentage of the cell total PRB number as defined in TS 38.314 [32].
	-
	

	>UL non-GBR PRB usage for MIMO
	M
	
	INTEGER (0..100)
	Per cell UL non-GBR PRB usage for MIMO in percentage of the cell total PRB number as defined in TS 38.314 [32].
	-
	

	>DL Total PRB usage for MIMO
	M
	
	INTEGER (0..100)
	Per cell DL Total PRB usage for MIMO in percentage of the cell total PRB number as defined in TS 38.314 [32].
	-
	

	>UL Total PRB usage for MIMO
	M
	
	INTEGER (0..100)
	Per cell UL Total PRB usage for MIMO in percentage of the cell total PRB number as defined in TS 38.314 [32].
	-
	



	Range bound
	Explanation

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a cell. Value is 64.

	maxnoofSliceItems
	Maximum no. of signalled slice support items. Value is 1024.

	maxnoofBPLMNsNR
	Maximum no. of PLMN Ids.broadcast in a cell. Value is 12.



